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In this paper, we present a novel model predictive control (MPC) scheme that incorpo-
rates stability information derived from a control Lyapunov function (CLF) to dynami-
cally prune suboptimal sequences from the search space and decrease the computational
burden placed on the controller. The CLF used for pruning is then incorporated into a
cost function that penalizes energy in the error system as well as energy loss due to

switching. Despite the very small control periods allowed due dynamic pruning, experi-
mental results are given, showing the resulting controller generates low switching
frequencies and low total harmonic distortion. [DOI: 10.1115/1.4028223]

1 Introduction

Recent advances in power electronics and high speed, low cost
digital microcontrollers have dramatically improved the perform-
ance of power converters and electric drive systems. Partly due to
their discrete nature, modern power electronic based energy con-
version systems such as active front ends, boost/buck converters,
and power inverters typically operate at efficiencies exceeding
95% which has led to large scale adoption in industry and sus-
tained academic research interest. However, the discrete operation
of power electronic switching elements also provides numerous
control challenges as they are most often used to control continu-
ous phase currents. In this paper, we present a novel power
inverter discrete input vector realization method for a permanent
magnet synchronous motor control application.

A popular technique for addressing the hybrid nature of control-
ling continuous currents with quantized actuators is the adoption
of a modulation scheme for input vector realization. In a widely
analyzed approach for motor drive applications, the stator currents
and the shaft rotational speed are used in the feedback loops
within a cascaded set of classical linear controllers for the deter-
mination of the desired phase voltages. Relying on the phase in-
ductance for smoothing, a high frequency modulation algorithm
such as space vector modulation (SVM) or its predecessor sine tri-
angle pulse width modulation (ST-PWM) then computes the
switching angles and duty cycles required so the time averaged
phase voltage approximates the desired voltage over one control
period. There has been a significant amount of research conducted
within this frame work, much of it focused on improving the mod-
ulation techniques to reduce switching losses [1-3] the reduction
of acoustic noise [4—6], and the reduction of torque ripple [7-10].

Alternatively, hysteresis based control methods have also
gained significant attention within the academic community.
Rather than relying on high frequency averaging assumptions,
hysteresis based approaches such as direct torque control (DTC)
directly control the switching state of the inverter so that estimates
of the stator flux and the rotor torque are held within predefined
error bands. Controlling the switching state directly exploits some
of the benefits of a quantized actuator by avoiding the time delay
associated with nested control loops, which results in a faster
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torque response. However, in tuning the width of the hysteresis
bands the control designer is required to choose between high fre-
quency switching associated with narrow bands and excessive tor-
que ripple resulting from wide error bands. Compounding this
issue, typical modulator-free input vector realization methods do
not employ the zero states through a duty cycle as in SVM or ST-
PWM. To prevent the torque ripple from exceeding acceptable
limits, hysteretic control methods require much smaller control
periods than duty cycle based modulators. This is particularly evi-
dent in the low speed region where the generated back electro-
motive force (EMF) is small compared to the DC link voltage
making the change in the phase current per switching event more
pronounced. Despite these drawbacks, the simplicity of imple-
mentation and the fast dynamic response of DTC and other related
methods have made this approach very popular in industry includ-
ing ABB who has reportedly spent over one hundred man years
developing DTC drives [11]. Areas of current research interest
include hybrid DTC-SVM methods for reduced torque ripple
[12—14] applications to multilevel inverters [15,16], adaptive flux
estimation [17], and control of high phase count motors [17,18].
One of the most promising developments in modulation-free
approaches is a computationally efficient form of MPC [19-21].
Also known as constrained optimal control with a receding hori-
zon, traditional MPC selects at each time step the sequence of
control actions that minimizes a cost function based on predic-
tions of the state over a horizon N. The first element of this mini-
mizing sequence is applied to the system and the optimization
process is then repeated forming a receding horizon control pol-
icy. While MPC provides a relatively simple framework for
including nonlinearities and constraints, applications of this
method to systems with fast dynamics have been limited due to
the large number of calculations required over small sampling
periods. To overcome this limitation, many researchers have
adopted an explicit method where the optimal solution, given as a
piecewise affine function defined over a partitioning of the feasi-
ble states, is computed offline to reduce computational burden.
Based upon the pioneering work in Ref. [22], explicit MPC
approaches have been increasingly adopted, many of which incor-
porate modulators for reduced harmonic distortion at the expense
of requiring hybrid continuous time models or linear constrained
parameter varying models in order to maintain tractability
[23-25]. One disadvantage of using an explicitly solved control
law is the potential for exponential growth in the number of
regions where the control law is defined though there have been
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some recently reported results where a combination of explicit
MPC and online optimization is employed to limit both storage
space requirements and computation time [26].

An alternative approach is to leverage the inherently discrete
nature of a power inverter to reduce the optimization space to a
small number of candidate sequences and thus reduce the
computational requirements to a feasible level. The resulting con-
trol method, sometimes referred to as finite control set MPC
(FCS-MPC), has recently lead to numerous efforts from within
the DTC community mostly aimed at reducing switching fre-
quency [27-31] though other improvements have been achieved
including the reduction of torque ripple [32—34], balancing capac-
itor voltages in multilevel inverters [20,28] and the inclusion of a
modulator within the FCS-MPC framework to achieve a fixed
switching frequency [35].

While the adoption of FCS-MPC has greatly facilitated the use
of predictive control techniques to power electronic systems, even
the relatively small numbers of realizable actuator inputs can still
present computational challenges when input sequences are eval-
uated over very small control periods. This has led some research-
ers to reduce the number of inputs considered in the optimization
process. For example, in Refs. [34] and [36], the authors present a
multilevel six phase predictive controller where the number of
inputs are reduced from 64 to the largest 12 vectors and a single
zero vector in order to make the control law computationally fea-
sible. Other approaches for addressing this issue have been
recently proposed including those that use explicitly solved offline
controllers [32,37] branch and bound search methods for discard-
ing suboptimal sequences [19] and those that impose limits on the
number of transistors that are allowed to switch during each state
transition [30]. In this paper, we extend our previous develop-
ments of a control Lyapunov (CLF) based approach that incorpo-
rates stability information in the input selection process [38]. This
method has been implemented within a FCS-MPC architecture
where candidate inputs are first vetted according to their stabiliz-
ing influence on the system before they are used in integrating the
closed-loop system dynamics for predicting future states. The
resulting controller provides stability guarantees while dynami-
cally pruning suboptimal input sequences for the reduction of
computational burden.

The rest of this paper is organized as follows: Section 2
presents models of a permanent magnet synchronous motor and a
two level voltage source inverter used in the development of the
proposed FCS-MPC method. Section 3 gives an overview of our
previous results on using CLFs evaluated over a FCS to guide the
input selection process. Section 4 extends our results to include
prediction and optimization over a receding horizon. Section 5
gives experimental results documenting the usefulness of this
approach, and Section 6 gives concluding remarks and proposals
for future work.

2 Motor and Inverter Models Used
for Predictive Control

2.1 Model of an Isotropic PMSM in the dg Reference
Frame. Using Kirchoft’s voltage law and Newton’s second law
in rotational form a PMSM motor model with an isotropic rotor
can be derived and transformed into the direct and quadrature
rotating reference frame given as

di va R. .
i:f_zld + priy 1
diqivq R ) Om
o L LlaTpora—por - @)
do.  3p¢,. B T
- Pt 3
a2 Ty )

with direct and quadrature axis currents ig, iy, shaft rotational
velocity ,, direct and quadrature axis inductances Lq=Lq=L,
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stator resistance R, number of magnetic pole pairs p, magnetic
flux ¢,,, damping coefficient f3, load torque t, and rotor moment
of inertia J. As will be shown in Egs. (10)—(13) the inputs to the
system vy, vq are understood to be functions of the DC link voltage
and the electrical angle of the rotor.

Denoting the reference states as iy, iy, @ and substituting the
state errors

iq = iq — i} “)
I = iq — i 3)
Oy = 0 — O (6)

into the system dynamics given by Eqs. (1)—(3) we arrive at the
complete error dynamic system used for control design given as

diy vs R. . di
“d_ M _ A g — 4 7
TR e @
di~q vqg R, i P di
Yo _Ya X iy — po,Im T4 8
dr L LT POt T PO ®
dow _ 3pdy . P T doy ©)

a2 I T A

2.2 Model of a Two Level Voltage Source Inverter. As
depicted in Fig. 1, a three phase, two level voltage source inverter
consists of six power electronic switching elements arranged so
each phase of the load can be connected to the DC link voltage or
to ground. As the high side and low side switch of a single phase
cannot be active at the same time, the state of the inverter can be
fully described by a binary ordered triple

S = [Sa: S, Se]” (10)
where S; € {0, 1} denotes the state of the high side switch. Due to
this complementary switching constraint there are a total of 2°
possible switching states, with states [0,0,0] and [1,1,1] both pro-
ducing zero line to line voltages. In order to use the motor model
given above for prediction, the inputs to the system also need to
be represented in the rotating reference frame. The line to ground
voltages produced by the inverter can be expressed as

[Vag7 Vbg» ch}T = VS 1D
Assuming a wye connected motor, the line to neutral voltages can
be computed as

12)

With knowledge of the electrical angle of the rotor 0., the line to
neutral voltages are then rotated into the synchronous reference
frame with the Park transform as follows:

|
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Generalized architecture of a two-level power inverter
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Fig. 1
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Enumerating each possible switching state as S',i = 1,2,...,n
the transformation from the inverter switching state to a rotating
vector pair vj, = [v,vi]" will be condensed to a single function
through out this paper represented as

Vig = h(S', e, Vac) (14)

3 Stabilization With Quantized Inputs

3.1 Review of Previous Work. In Ref. [38], we presented a
novel input selection method for the control of a PMSM con-
nected to a two level power inverter which is briefly recapitulated
here for reference. While we skip the formulation of the target
states for brevity, it should be noted that the target speed w; and
its derivative are assumed given while the target direct current i}
and its derivative are set to zero to achieve maximum torque per
ampere within the nonfield weakening regime. The target quadra-
ture current iy and its derivative can be derived through the back-

stepping procedure as done in Ref. [38] or can be determined
from the output of an outer speed loop. Since the value of diy /dt
is determined by the relatively slow mechanical dynamics particu-
larly when compared to the extremely small time intervals used
for MPC, many researchers assume a constant quadrature current
(or torque) reference over the prediction horizon. The previously
proposed input selection algorithm is as follows.

Given the system dynamics (7)—(9), we begin by creating a
CLF

1 . 1 - 1
V:Echuf+§ qu+§dej (15)
with derivative
: _do - di, - dig
V= K«)er;-Fquq?lq-FKdldE (16)

Using Egs. (10)—(13) to rotate the seven realizable unique
inputs into the rotor reference frame, Eq. (16) is then evaluated
using each input pair vyq. It is shown in Ref. [38] that at each sam-
pling instant at least one realizable voltage vector will render (16)
negative given the desired state of the system is within the region
of feasibility determined by the DC link voltage. This result
directly addresses an open question posed in Ref. [39] where the
authors discuss the difficulty in providing a certificate of stability
for closed-loop systems with quantized inputs due to the optimal,
stabilizing input vj, not laying within the FCS. Several novel
switching rules can be constructed with knowledge of the stabiliz-
ing effect of each candidate input and a guarantee that at least one
input will always provide instantaneous stability the system.
Examples include a time optimal switching rule where the input
providing maximum stability is selected at each control period or
a switching loss minimization rule where no switching occurs
until the state evolution hits a threshold where the current input is
no longer providing stability.

It should be noted that the stabilizing effect of each input is de-
pendent on the state. All inputs transition from stabilizing to
destabilizing and back again in a cyclic fashion as the motor
rotates and reference commands change. For clarity, we character-
ize the stabilizing effect of an input, or the instantaneous stability

Journal of Dynamic Systems, Measurement, and Control

of the system under the action of a given input, by evaluating
Eq. (16) using the current state measurement and the input under
scrutiny.

4 Finite Control Set Model Predictive Control

4.1 Generalized FCS-MPC. The FCS-MPC approach is well
suited for motor drive applications due to the finite number of
control actions that are allowed at each time step. The problem
can be defined as the determination of the next inverter switching
state based on the cost evaluation of candidate switching sequen-
ces over a receding time horizon. Consider the state of the system
sampled at time 7, defined as

x(t) = [on(te), ia(t0), i (1)] an
ty = kT (18)
ke N (19)

where T is the sampling and control period. Using a discrete time
model of the system f{x,v4q) given by Egs. (1)~(3) the value of the
next state can be predicted under the action of each of the n avail-
able inputs vy, (t4),i = 1,...,n as

X (1) = f(t), vig (1) (20)

where the superscript i designates the predicted state due to the ith
input and the subscript p denotes that this is a predicted value.
The resulting cost associated with each potential control action is
then computed and stored in memory and the process is repeated
using each predicted state as the starting point for a new set of
predictions. This process continues until the desired prediction ho-
rizon N is reached at which point the total cost of each sequence is
summed and the first control action of the sequence with the low-
est cost is applied over the time interval ¢,. However, due to the fi-
nite time required to perform these calculations, to implement this
scheme, the initial measured state is first marched forward in time
by one time step using the currently active control input and the
input sequence optimization is then carried out from 7, to
trr14+~- An example state propagation graph including this initial
prediction step for a system with 7 inputs and a horizon of N =2
is given in Fig. 2.

4.2 Cost Function Design. A cost function designed to prop-
erly capture and weight the metrics to be optimized is critical to
the successful implementation of a model predictive controller.
Common cost functions used for power converter control are

J =[x, —x7| 2D
J = (x —x*)? (22)
1"
J= 7] by (1) — x(2)"]dr 23)

with the effects on system performance due to each of these func-
tions being detailed in Ref. [21]. As we are already using a CLF
to determine stabilizing switching states, a natural choice for the
cost of a given state is

J(te) = V(xp (1) — X" (1))

= V(% (1))

(24)
(25)

It should be noted that in order to condense the remainder of
this presentation and avoid notational obfuscation, the time step
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Fig.2 State propagation flow graph of a FCS-MPC process posed in the rotating reference frame

#) will not b ssly writt t for in instances where it RAt
(t) wi not be expressly written except for in instances where i K,="0 29)
adds clarity. 2
To balance the components of the cost function with different
magnitudes the values of K, K4, and K, are selected so the Lya-  which yields
punov function is expressed in units of average energy in the error 1 1 1
dynamic system over one control period Az given by V= EK“’(Df + EKdi?d + 3 ql?l (30)
Al 1\ Lo 1 o 1 2
E:EJwr + RAtJrEL i (26) :ijwr +E(RAI+L)1d+§(RAt+L)1q (31)
J 0 0 Oy
The control gains given in Eq. (15) are chosen as = [a, i, fq] 0 RTAt +L 0 i (32)
RA =
K, =J 27) 0 0 S+LILig
RA? 1 .
Ky=—-+L (28) =S¥ PR (33)
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It is also desirable to minimize the number of switching events
that occur over a path under evaluation due to the associated
switching losses that result from each state transition. Given the
relationship between the ith rotating reference frame input at time
t, and its implementable representation as a binary ordered triple
in the fixed reference frame

Vi () = 1(S', 0c (1), Vae) (34)
the associated switching loss incurred by transitioning from state i

to state j is proportional to the difference between the states given
as

ji A

ASTE S — g (35)
S| —Si

=S, -5 (36)
Sp—S;

Noting that for each transition in a given phase leg one switch-
ing element turns on while its complement turns off, the energy
lost per switching event is given by

Vdc

Eloss(x) = 7”1" [Eon(x) + Eoff(x)} (37

where Vr is the test voltage used by the device manufacturer to
measure the switching losses. E,, and E. have a nearly linear de-
pendence on the current flowing through the device when they
transition and can be well approximated from switching loss
curves provided on the device manufacturers data sheet.

Combining Egs. (35) and (37), the total energy lost during a
state transition can be expressed as

L(x) = %ASﬁTQ(x) AS' (38)
with
Eloss (X) 0 0
o(x) = 0 Elss(x) 0 >0 (39)
0 0 Eloss(X)

The two energy related cost metrics can now be put together
along with a convex weighting function o € [0, 1] to form the cost
function used in the remainder of this paper given as

J= a%xTPx + (1 —a) %ASfiTQ(X)ASji (40)

Given the discrete time equivalent of Egs. (7) and (8) along with
the input rotation function (34) given together as

i) = F (&), vigy (1) 1)
the minimum value path over a horizon of length N is
k14N . )
J* = min & (1)PR(te) + (1 — ) AFTO()AS  (42)
R

The control formulation can also be explicitly represented as a
nonlinear integer program given by
minJ (X, AS) (43)

s V(E®D) <0 (44)
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Fig. 3 Combinatorial growth of the search space as the hori-
zon is increased for standard FCS-MPC applied to a two level

inverter
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Fig. 4 The improved FCS-MPC algorithm with reduced search
space growth through dynamic pruning of candidate input
sequences
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Fig. 5 A block diagram description of the proposed FCS-MPC
algorithm

4.3 Pruning the Search With Guaranteed Stability
Through CLF. While the discrete nature of the actuator in a
motor drive system limits the size of the search space, as depicted
in Fig. 3 due to the combinatorial explosion of candidate sequen-
ces as the horizon increases even two level inverters can impose
tremendous computational effort on the controller and limit the
length of the implementable horizon for a given sampling time.
To address this, we propose a new method for pruning the search
space based on the predicted instantaneous stability of each future

011001-6 / Vol. 137, JANUARY 2015

Table 1 Computational reduction per control period as a func-
tion of N

Horizon N 1 2 3 4 5

Exhaustive search N = 7 49 343 240 16,807
Pruned search 3NV = 3 9 27 81 243
Reductionpercycle  7V-3Y= 4 40 316 2320 16,564

state. As shown in Fig. 4, once a state is determined to be no lon-
ger stabilizing, the sequence that led to this state is removed from
consideration and subsequent paths originating from it are not
explored. The remaining stabilizing sequences are then compared
and the one with the lowest accumulated cost is chosen. From the
results in Ref. [38], at least one input will lead to a stable state at
every prediction interval, which guarantees at least one sequence
will be found in which every element is stabilizing. Additionally,
heuristically chosen weighting parameters typical in cost func-
tions are not capable of destabilizing the system since before any
cost is computed along a path the input being evaluated must first
be determined to be stabilizing.

4.4 The Improved FCS-MPC Algorithm. The proposed
control algorithm is described as follows. Labeling the currently
active control input as v, the controller first marches the system
forward using the discrete time model of the system before input
optimization begins to account for the inherent delay in a sampled
data system between measurement and actuation. Using this pre-
dicted state each realizable input is used to evaluate the CLF and
the dynamics are marched forward again for each input that pro-
vides stability. Using each of these predicted states as a starting
point, this process is then repeated over the next interval, again
only considering inputs that pass a stability test. While the target
currents are not assumed constant as is commonly done, to further
reduce computational cost they are assumed to be linear over the
prediction window. A block diagram description of the FCS-MPC
method incorporating CLFs for optimal input sequence selection
is presented in Fig. 5. For clarity and readability of the block dia-
gram, the notation has been somewhat condensed. Without loss of
generality let the nth prediction step #, be notated as simply 7.
The predicted state at the nth point along the receding horizon
under the influence of input i will be denoted as ¥, and the corre-
sponding derivative of the Lyapunov function under the same
input will be denoted V'. The cost as given in Eq. (42) at this point
along the horizon is denoted as J;, and the lowest cost is given as
J,,. Finally, the available inputs expressed in the dq reference
frame at point n given by v are computed using Eqs. (10)—(13),

Simulink Interfaced with dSpace
Hardware via Real Time Workshop

dSpace DS1006 Real Time
Control Hardware

Custom Optical
@ Gate Driver Board

HP 6010A 1kW DC

Kollmorgen AKM64P
> Power Supply

BLDC Motor

Fig. 6 Test bed used for controller evaluation
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Fig. 7 Comparison of THD and switching frequency as a function of horizon and

weighting factor «

the predicted electrical angle 0, and the DC link voltage V.. As
proven in Ref. [38], there will always be at least one input that
provides instantaneous stability. In practice, there are typically
two and sometimes three inputs at any instant that all push the sys-
tem in the right direction depending on the measured state and
speed reference. The reduction in computational effort is therefore
approximately between 7°—2" and 7V-3" per control period. The
savings given the conservative estimate of a 7°—3" reduction in
computations for several values of N is given in Table 1.

5 Experimental Results

5.1 Description of the Experimental Testbed. The experi-
mental test bed shown in Fig. 6 has been designed to verify the effec-
tiveness of the proposed control law. The algorithm depicted in Fig.
5 has been developed in SIMULINK using the parmeters and gains

given in Table 2 and implemented in real time on dSpace hardware
through the real time workshop software package available from the
Mathworks. The modular DS1006 system from dSpace has been
augmented with the DS5202 base board equipped with the ACMC
motor control card capable of PWM synchronized phase current and
DC link measurements, position measurements from quadrature
encoder pulse (QEP) signals, and the generation of gate drive signals
from O to 100% duty cycle. All experiments were conducted on a
Kollmorgen AKM64P five pole pair, three phase brushless servo
motor actuated with an IAPL600T120 two level inverter from
applied power systems, which has been optically connected to the
ACMC through a custom made laser gate driver board. The inverter
independently inserts a 5 us dead time between the high side and
low side devices of each inverter leg. Total harmonic distortion
(THD) is measured with a Fluke Norma 4000 three phase power ana-
lyzer connected in series between the inverter and motor with the

N =0,a =0.01
= \ I \ { | m
8 025 B
i e
1% \ \ \ | !
: 1.04 1.05 1.06 e \THD = 9.93% 1 1.08
16 : ‘ i
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E 8 i E 0.5 1q
= 4 1 T | i
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Fig. 8 Phase currents in the stationary reference frame, rotating reference frame and average switching frequency for N=0, 1,

2 with weighting factor « = 0.01
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Fig. 9 Phase currents in the stationary reference frame, rotating reference frame and average switching frequency for N=0, 1,

2 with weighting factor « = 0.5

internal low pass filter set to limit the THD calculation to the first 23
harmonics. The switching frequency of the inverter is measured with
a frequency measurement block provided by the DS1106 library
which is then filtered by a 100 point moving average to provide an
average switching frequency. It should be noted that the data pre-
sented in Sec. 5.2 have been downsampled by a factor of five due to
limitations in the capabilities of dSpace to simultaneously capture
each sample for a large number of signals at 20 uS. However, the

THD is computed from raw data by placing the Fluke Norma power
analyzer in series with the physical phase currents making these
results independent of the sampling frequency of the data acquisition
system.

5.2 Results. Experimental analysis of the proposed control
method has been broken into nine experiments. For each experi-
ment, a speed command of 500 rpm has been supplied as a

N =0,a=0.99
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Fig. 10 Phase currents in the stationary reference frame, rotating reference frame and average switching frequency for N=0,

1, 2 with weighting factor « = 0.99
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reference command while the prediction horizon is changed from
N=0toN=1toN=2. For each selected horizon three weighting
factor values o =0.01, 0.5, and 0.99 are applied to examine the
controllers effectiveness in penalizing switching events versus
phase current distortion. For each horizon distance chosen, the
state is first marched forward in time by one time step using the
previously selected input to account for the inherent computation
delay associated with a discrete time system. Given this initial
prediction step, the case N =0 predicts which inputs stabilize the
system and then only computes and compares the costs associated
with applying these inputs. If N > 0, each of these candidate inputs
are used as a starting point for another set of predictions and the
process continues until the horizon level is reached. All predic-
tions are made by integrating the system dynamics with a three
step Adams—Bashforth—-Moulton predictor—corrector method
seeded by a fourth order Runge—Kutta integrator.

The results of these experiments are given in Fig. 7 with the
corresponding waveforms and measured switching frequencies
given in Figs. 8-10. It is observed from the data that for each
value of o progressively increasing the prediction horizon from 0
to 2 significantly decreases the measured THD, suggesting longer
horizons favor smoother phase currents given the proposed cost
function.

Due to the well known inverse relationship between THD and
switching losses, the decrease in THD as the horizon grows is typ-
ically provided at the expense of increased switching frequency.
Consider the equal weighting case of «=0.5 given in Fig. 9.
Increasing the horizon from N =0 to N =1 decreases the THD by
37.45% while increasing the switching frequency by 28.18%.
While increasing the horizon from N=1 to N =2 decreases the
THD by an additional 10.1%, the switching frequency is only
increased by 3.91%. To provide a means of comparison between
the change in THD and switching frequency as the horizon is
incremented, a horizon length penalty metric H(AN) is defined as
the ratio between the percent increase in switching frequency ver-
sus the percent decrease in total harmonic distortion, given as

%1 Fow

H(AN) =5, | THD

(45)

Increasing the horizon from 0 to 1 provides much more
improvement to the THD than is achieved by further increasing
the horizon from 1 to 2, suggesting a decrease in return on compu-
tational investment for longer horizons Table 2. This is in agree-
ment with the findings in Ref. [40] where the authors report that
MPC methods using a horizon of 1 often achieve near optimal
performance. However, as shown in Table 3, the improvements
gained by using longer horizons come at a proportionally lower
switching cost. This is particularly evident in the «=0.99 case
where a horizon of N =2 simultaneously reduces the switching
frequency and the THD, resulting in a negative value of H(AN).

Table 2 Model parameters and control gains used for experi-
mental results

Symbol Value Description

p 5 Pole pairs

L 2.8 mH Stator inductance per phase
R 20 mQ Stator resistance per phase
J 0.69 kgm2 Rotor moment of inertia

p 0.1763 Nms/Rad Viscous damping coefficient
¢ 0.08 Nm/Amp Magnetic flux

K., 0.25 Speed error gain

Ko, 0.75 Speed error integrator gain
Ky 1 Quadrature current error gain
Ky 1 Quadrature current error gain
Ve 60V DC link voltage

fs 50 kHz Control frequency

Journal of Dynamic Systems, Measurement, and Control

Table 3 H(AN) for ANOA.1 and AN14.2

o H(AN()A,]) H(AN]‘}Z)
0.01 1.575 0.4650
0.5 0.7524 0.3875
0.99 0.5069 —0.3448

6 Conclusions

We have presented a new method for inverter input selection
that is well suited for application within a FCS-MPC framework.
The proposed method dynamically eliminates suboptimal candi-
date input sequences before they are fully evaluated by predicting
the stabilizing effect of each node in the input sequence and
removing it and all subsequent child nodes from consideration if it
is predicted to be destabilizing. This method of pruning has
enabled the real time implementation of a horizon two (three pre-
diction step) MPC controller using a multistep predictor—corrector
integration method while operating at 50 kHz. While it is shown
that most of the performance benefits occur at the first level of
prediction (N =1), some arguments are given as to why an addi-
tional prediction step adds further benefit due to its relatively
small impact on the switching cost. Although horizon lengths
greater than 1 have shown moderate improvements in THD levels
while only slightly increasing switching costs, this method would
likely show even greater utility when applied to systems with
large numbers of inputs such as a five or seven level inverter
where the size of the decision space can be more drastically
reduced to allow very small control periods without pre-emptively
eliminating inputs from consideration.

References

[1] Rathore, A., Holtz, J., and Boller, T., 2010, “Synchronous Optimal Pulsewidth
Modulation for Low-Switching-Frequency Control of Medium-Voltage Multi-
level Inverters,” IEEE Trans. Ind. Electron., 57(7), pp. 2374-2381.

[2] Vargas-Merino, F., Meco-Gutierrez, M., Heredia-Larrubia, J., and Ruiz-Gonza-

lez, A., 2009, “Low Switching PWM Strategy Using a Carrier Wave Regulated

by the Slope of a Trapezoidal Modulator Wave,” IEEE Trans. Ind. Electron.,

56(6), pp. 2270-2274.

Trzynadlowski, A., Kirlin, R., and Legowski, S., 1997, “Space Vector PWM

Technique With Minimum Switching Losses and a Variable Pulse Rate [for

VSI],” IEEE Trans. Ind. Electron., 44(2), pp. 173-181.

Borisov, K., Calvert, T., Kleppe, J., Martin, E., and Trzynadlowski, A., 2006,

“Experimental Investigation of a Naval Propulsion Drive Model With the

PWM-Based Attenuation of the Acoustic and Electromagnetic Noise,” IEEE

Trans. Ind. Electron., 53(2), pp. 450-457.

[5] Lim, Y.-C., Wi, S.-O., Kim, J.-N., and Jung, Y.-G., 2010, “A Pseudorandom
Carrier Modulation Scheme,” IEEE Trans. Power Electron., 25(4),
pp. 797-805.

[6] Kirlin, R., Lascu, C., and Trzynadlowski, A., 2011, “Shaping the Noise Spec-
trum in Power Electronic Converters,” IEEE Trans. Ind. Electron., 58(7),
pp. 2780-2788.

[7] Basu, K., Prasad, J. S. S., Narayanan, G., Krishnamurthy, H. K., and Ayyanar,
R., 2010, “Reduction of Torque Ripple in Induction Motor Drives Using an
Advanced Hybrid PWM Technique,” IEEE Trans. Ind. Electron., 57(6),
pp- 2085-2091.

[8] Shyu, K.-K., Lin, J.-K., Pham, V.-T., Yang, M.-J., and Wang, T.-W., 2010,
“Global Minimum Torque Ripple Design for Direct Torque Control of Induc-
tion Motor Drives,” IEEE Trans. Ind. Electron., 57(9), pp. 3148-3156.

[9] Vafakhah, B., Salmon, J., and Knight, A., 2010, “A New Space-Vector PWM
With Optimal Switching Selection for Multilevel Coupled Inductor Inverters,”
IEEE Trans. Ind. Electron., 57(7), pp. 2354-2364.

[10] Aghili, F., 2011, “Ripple Suppression of Bldc Motors With Finite Driver/Am-
plifier Bandwidth at High Velocity,” IEEE Trans. Control Syst. Technol., 19(2),
pp. 391-397.

[11] ABB, 2011, “Technical Guide No. 1 Direct Torque Control - The Worlds Most
Advanced AC Drive Technology Rev. C,” ABB, p. 18.

[12] Zhang, Y., Zhu, J., Xu, W., and Guo, Y., 2011, “A Simple Method to Reduce
Torque Ripple in Direct Torque-Controlled Permanent-Magnet Synchronous
Motor by Using Vectors With Variable Amplitude and Angle,” IEEE Trans.
Ind. Electron., 58(7), pp. 2848—2859.

[13] Zhang, Y., and Zhu, J., 2011, “A Novel Duty Cycle Control Strategy to Reduce
Both Torque and Flux Ripples for DTC of Permanent Magnet Synchronous
Motor Drives With Switching Frequency Reduction,” IEEE Trans. Power
Electron., 26(10), pp. 3055-3067.

[14] Lascu, C., Boldea, I., and Blaabjerg, F., 2012, “Direct Torque Control Via
Feedback Linearization for Permanent Magnet Synchronous Motor Drives,”

3

[4

JANUARY 2015, Vol. 137 / 011001-9

Downloaded From: http://dynamicsystems.asmedigitalcollection.asme.org/ on 01/17/2015 Terms of Use: http://asme.org/terms


http://dx.doi.org/10.1109/TIE.2010.2047824
http://dx.doi.org/10.1109/TIE.2009.2014901
http://dx.doi.org/10.1109/41.564155
http://dx.doi.org/10.1109/TIE.2006.870873
http://dx.doi.org/10.1109/TIE.2006.870873
http://dx.doi.org/10.1109/TPEL.2009.2035699
http://dx.doi.org/10.1109/TIE.2010.2076417
http://dx.doi.org/10.1109/TIE.2009.2034183
http://dx.doi.org/10.1109/TIE.2009.2038401
http://dx.doi.org/10.1109/TIE.2009.2038939
http://dx.doi.org/10.1109/TCST.2010.2045502
http://dx.doi.org/10.1109/TIE.2010.2076413
http://dx.doi.org/10.1109/TIE.2010.2076413
http://dx.doi.org/10.1109/TPEL.2011.2129577
http://dx.doi.org/10.1109/TPEL.2011.2129577

2012 13th International Conference on Optimization of Electrical and
Electronic Equipment (OPTIM), pp. 338-343.

[15] Gao, L., Fletcher, J., and Zheng, L., 2011, “Low-Speed Control Improvements
for a Two-Level Five-Phase Inverter-Fed Induction Machine Using Classic
Direct Torque Control,” IEEE Trans. Ind. Electron., 58(7), pp. 2744-2754.

[16] Zhang, Y., Zhu, J., Guo, Y., Xu, W., Wang, Y., and Zhao, Z., 2009, “A Sensor-
less Dtc Strategy of Induction Motor Fed by Three-Level Inverter Based on
Discrete Space Vector Modulation,” Power Engineering Conference, Australa-
sian Universities, AUPEC 2009, pp. 1-6.

[17] Taheri, A., Rahmati, A., and Kaboli, S., 2012, “Efficiency Improvement in
DTC of Six-Phase Induction Machine by Adaptive Gradient Descent of Flux,”
IEEE Trans. Power Electron., 27(3), pp. 1552-1562.

[18] Zheng, L., Fletcher, J., Williams, B., and He, X., 2011, “A Novel Direct Torque
Control Scheme for a Sensorless Five-Phase Induction Motor Drive,” IEEE
Trans. Ind. Electron., 58(2), pp. 503-513.

[19] Geyer, T., 2011, “Computationally Efficient Model Predictive Direct Torque
Control,” IEEE Trans. Power Electron., 26(10), pp. 2804-2816.

[20] Cortes, P., Kazmierkowski, M., Kennel, R., Quevedo, D., and Rodriguez, J.,
2008, “Predictive Control in Power Electronics and Drives,” IEEE Trans. Ind.
Electron., 55(12), pp. 4312-4324.

[21] Kouro, S., Cortes, P., Vargas, R., Ammann, U., and Rodriguez, J., 2009,
“Model Predictive Control-A Simple and Powerful Method to Control Power
Converters,” IEEE Trans. Ind. Electron., 56(6), pp. 1826—1838.

[22] Bemporad, A., Borrelli, F., and Morari, M., 2002, “Model Predictive Control
Based on Linear Programming - the Explicit Solution,” IEEE Trans. Autom.
Control, 47(12), pp. 1974-1985.

[23] Mariethoz, S., Domahidi, A., and Morari, M., 2012, “High-Bandwidth Explicit
Model Predictive Control of Electrical Drives,” IEEE Trans. Ind. Appl., 48(99),
pp- 1980-1992.

[24] Beccuti, A., Mariethoz, S., Cliquennois, S., Wang, S., and Morari, M., 2009,
“Explicit Model Predictive Control of DC x2013; DC Switched-Mode Power
Supplies With Extended Kalman Filtering,” IEEE Trans. Ind. Electron., 56(6),
pp. 1864-1874.

[25] Almer, S., Mariethoz, S., and Morari, M., 2013, “Sampled Data Model Predic-
tive Control of a Voltage Source Inverter for Reduced Harmonic Distortion,”
IEEE Trans. Control Syst. Technol., 21(5), pp. 1907-1975.

[26] Zeilinger, M., Jones, C., and Morari, M., 2011, “Real-Time Suboptimal Model
Predictive Control Using a Combination of Explicit MPC and Online Opti-
mization,” IEEE Trans. Autom. Control, 56(7), pp. 1524-1534.

[27] Cortes, P., Vattuone, L., and Rodriguez, J., 2011, “Predictive Current Control
With Reduction of Switching Frequency for Three Phase Voltage Source
Inverters,” 2011 IEEE International Symposium on Industrial Electronics
(ISIE), pp. 1817-1822.

011001-10 / Vol. 137, JANUARY 2015

[28] Geyer, T., Papafotiou, G., and Morari, M., 2009, “Model Predictive Direct Tor-
que Control x2014; Part I: Concept, Algorithm, and Analysis,” IEEE Trans.
Ind. Electron., 56(6), pp. 1894-1905.

[29] Papafotiou, G., Kley, J., Papadopoulos, K., Bohren, P., and Morari, M., 2009,
“Model Predictive Direct Torque Control x2014; Part ii: Implementation and
Experimental Evaluation,” IEEE Trans. Ind. Electron., 56(6), pp. 1906-1915.

[30] Preindl, M., Schaltz, E., and Thogersen, P., 2011, “Switching Frequency Reduc-
tion Using Model Predictive Direct Current Control for High-Power Voltage
Source Inverters,” IEEE Trans. Ind. Electron., 58(7), pp. 2826-2835.

[31] Martinez, J., Kennel, R., and Geyer, T., 2010, “Model Predictive Direct Current
Control,” 2010 IEEE International Conference on Industrial Technology
(ICIT), pp. 1808-1813.

[32] Mariethoz, S., Domahidi, A., and Morari, M., 2009, “A Model Predictive
Control Scheme With Torque Ripple Mitigation for Permanent Magnet
Motors,” Industrial Electronics, 2009 IECON ’09. 35th Annual Conference of
IEEE, pp. 985-990.

[33] Geyer, T., 2011, “A Comparison of Control and Modulation Schemes for
Medium-Voltage Drives: Emerging Predictive Control Concepts Versus PWM-
Based Schemes,” IEEE Trans. Ind. Appl., 47(3), pp. 1380-1389.

[34] Barrero, F., Prieto, J., Levi, E., Gregor, R., Toral, S., Duran, M., and Jones, M.,
2011, “An Enhanced Predictive Current Control Method for Asymmetrical Six-
Phase Motor Drives,” IEEE Trans. Ind. Electron., 58(8), pp. 3242-3252.

[35] Romero, M., Seron, M., and Goodwin, G., 2011, “A Combined Model Predic-
tive Control/Space Vector Modulation (MPC-SVM) Strategy for Direct Torque
and Flux Control of Induction Motors,” IECON 2011 - 37th Annual Conference
on IEEE Industrial Electronics Society, pp. 1674—1679.

[36] Barrero, F., Arahal, M., Gregor, R., Toral, S., and Duran, M., 2009, “A Proof of
Concept Study of Predictive Current Control for VSI-Driven Asymmetrical
Dual Three-Phase AC Machines,” IEEE Trans. Ind. Electron., 56(6),
pp. 1937-1954.

[37] Geyer, T., 2011, “Model Predictive Direct Torque Control: Derivation and
Analysis of the Explicit Control Law,” Energy Conversion Congress and Expo-
sition (ECCE), IEEE, pp. 355-362.

[38] Prior, G., and Krstic, M., 2013, “Quantized-Input Control Lyapunov Approach
for Permanent Magnet Synchronous Motor Drives,” IEEE Trans. Control Syst.
Technol., 21(5), pp. 1784-1794.

[39] Goodwin, G., Mayne, D., Chen, T., Coates, C., Mirzaeva, G., and Quevedo, D.,
2010, “Opportunities and Challenges in the Application of Advanced Control to
Power Electronics and Drives,” 2010 IEEE International Conference on Indus-
trial Technology (ICIT), pp. 27-39.

[40] Muller, C., Quevedo, D., and Goodwin, G., 2011, “How Good is Quantized
Model Predictive Control With Horizon One?,” IEEE Trans. Autom. Control,
56(11), pp. 2623-2638.

Transactions of the ASME

Downloaded From: http://dynamicsystems.asmedigitalcollection.asme.org/ on 01/17/2015 Terms of Use: http://asme.org/terms


http://dx.doi.org/10.1109/TIE.2010.2070775
http://dx.doi.org/10.1109/TPEL.2011.2163420
http://dx.doi.org/10.1109/TIE.2010.2047830
http://dx.doi.org/10.1109/TIE.2010.2047830
http://dx.doi.org/10.1109/TPEL.2011.2121921
http://dx.doi.org/10.1109/TIE.2008.2007480
http://dx.doi.org/10.1109/TIE.2008.2007480
http://dx.doi.org/10.1109/TIE.2008.2008349
http://dx.doi.org/10.1109/TAC.2002.805688
http://dx.doi.org/10.1109/TAC.2002.805688
http://dx.doi.org/10.1109/TIE.2009.2015748
http://dx.doi.org/10.1109/TCST.2012.2214777
http://dx.doi.org/10.1109/TAC.2011.2108450
http://dx.doi.org/10.1109/TIE.2008.2007030
http://dx.doi.org/10.1109/TIE.2008.2007030
http://dx.doi.org/10.1109/TIE.2008.2007032
http://dx.doi.org/10.1109/TIE.2010.2072894
http://dx.doi.org/10.1109/TIA.2011.2127433
http://dx.doi.org/10.1109/TIE.2010.2089943
http://dx.doi.org/10.1109/TIE.2008.2011604
http://dx.doi.org/10.1109/ECCE.2011.6063791
http://dx.doi.org/10.1109/ECCE.2011.6063791
http://dx.doi.org/10.1109/TCST.2012.2212246
http://dx.doi.org/10.1109/TCST.2012.2212246
http://dx.doi.org/10.1109/TAC.2011.2122610

	s1
	l
	s2
	s2A
	E1
	E2
	E3
	E4
	E5
	E6
	E7
	E8
	E9
	s2B
	E10
	E11
	E12
	E13
	F1
	E14
	s3
	s3A
	E15
	E16
	s4
	s4A
	E17
	E18
	E19
	E20
	s4B
	E21
	E22
	E23
	E24
	E25
	E26
	E27
	E28
	E29
	E30
	E31
	E32
	E33
	F2
	E34
	E35
	E36
	E37
	E38
	E39
	E40
	E41
	E42
	E43
	E44
	F3
	F4
	s4C
	s4D
	F5
	T1
	F6
	s5
	s5A
	F7
	F8
	s5B
	F9
	F10
	E45
	s6
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	B9
	B10
	B11
	B12
	B13
	B14
	T2
	T3
	B15
	B16
	B17
	B18
	B19
	B20
	B21
	B22
	B23
	B24
	B25
	B26
	B27
	B28
	B29
	B30
	B31
	B32
	B33
	B34
	B35
	B36
	B37
	B38
	B39
	B40

