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Exponential Stability Analysis of Sampled-Data ODE–PDE Systems and
Application to Observer Design

Tarek Ahmed-Ali, Iasson Karafyllis, Fouad Giri, Miroslav Krstic, and Francoise Lamnabhi-Lagarrigue

Abstract—A small-gain approach is presented for analyzing
exponential stability of a class of (dynamical) hybrid systems.
The systems considered in the paper are composed of finite-
dimensional dynamics, represented by a linear ordinary differential
equation (ODE), and infinite-dimensional dynamics described by a
parabolic partial differential equation (PDE). Exponential stability
is established under conditions involving the maximum allowable
sampling period (MASP). This new stability result is shown to be
useful in the design of sampled-output exponentially convergent
observers for linear systems that are described by an ODE–PDE
cascade. The new stability result also proves to be useful in de-
signing practical approximate observers involving no PDEs.

Index Terms—Backstepping approach, exponentially convergent
observers, observer design, ordinary differential equation–partial
differential equation (ODE–PDE) cascade systems, sampled-data
systems.

I. INTRODUCTION

A great deal of interest has been paid to designing sampled-output
exponentially convergent observers for finite-dimensional continuous-
time systems described by nonlinear ordinary differential equations
(ODEs). Various approaches have been proposed that differ from each
other in the way data sampling is accounted for in the observer de-
sign and analysis, see, e.g., [1], [2], [3], [9], [10]. Considerably less
effort has been devoted to the problem of designing sampled-output
observers for systems involving partial differential equations (PDEs).
In [4], an observer with zero-order-hold (ZOH) sampled innovation
term has been proposed for a class of semilinear systems described
by a scalar diffusion equation. Using Lyapunov–Krasovskii functional,
sufficient conditions for exponential stability have been emphasized in
terms of Linear matrix Inequalities (LMIs) allowing the determination
of the observer gain and sampling interval. In [5], a sampled-output
observer featuring time-varying gain has been proposed for a class of
semilinear systems described by parabolic PDEs. The time-varying
gain was shown to be beneficial to achieve larger maximum allowable
sampling periods (MASPs). Again, Lyapunov–Krasovskii functional
and LMIs have been resorted to establish the observer exponential
stability and characterizing the MASP.
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This paper is focused on cascade systems introduced in [6], com-
posed of an ODE connected in series with a PDE of parabolic type,
which might account for diffusion sensor dynamics. We seek the devel-
opment of an observer that is able to provide accurate online estimates
of both the ODE-subsystem state and the PDE-subsystem state, making
use of sampled output measurements. In the case where continuous-
time output measurements are available, exponentially convergent ob-
servers are obtained using the backstepping design approach developed
in [6]. Key design aspects of this approach include Volterra-type state
transformations and a Lyapunov functional. These tools have proved
to be useful in continuous-time observer design for systems that are
(entirely or partially) described by PDEs.

Inspired by the above approach, a new design method is presently
developed to get exponentially convergent observers in the case where
only sampled-output measurements are available. The new design ap-
proach is built on a stand-alone exponential-stability result that we
present for a class of hybrid systems consisting of an autonomous
parabolic PDE connected with an ODE through a ZOH-sampler set.
The stability analysis is performed making use of the small-gain tech-
nique. A second contribution of this study consists in developing a
sampled-output, version of the backstepping-based observer design of
[6] and showing that the resulting error system fits the class of hy-
brid systems that is analyzed in the aforementioned technical stability
result. The observer design is based on emulation principles. Invok-
ing this proposition, we get sufficient conditions for the observer to
be exponentially stable. Interestingly, the sufficient conditions allow
an explicit determination of the MASP. Another contribution of this
work is the development of an ODE-based approximation of the above
sampled-output observer. Since it is only defined by ODEs, the ap-
proximate observer will prove to be more suitable for practical use.
Interestingly, the approximate observer accuracy is also formally eval-
uated using the preliminary technical stability result. A part of the
aforementioned contributions, including those in Sections II and III,
will be presented in the 2016 MTNS conference [12].

The paper is organized as follows: in Section II, the new stand-alone
technical stability result for hybrid systems is established; the sampled-
output observer problem for ODE–PDE systems is formulated and dealt
with in Section III; an ODE-based approximation of the sampled-output
observer is developed in Section IV; a conclusion and reference list end
the paper.

Notation: The n-dimensional real space is denoted as Rn and
the corresponding Euclidean norm is denoted as | |. Rn×m is the
set of all n ×m real matrices and | | designates matrix norm in-
duced by vector Euclidian norm. The continuous time is denoted
as t, while {tk }∞k=0 refers to any real increasing time sequence
such that t0 = 0, limk→∞ tk = +∞, and supk≥0 (tk+1 − tk ) = T ,
for some 0 < T < ∞. A time sequence {tk }∞k=0 with these prop-
erties is called a partition of R+ and the associated smallest real
constant T is its diameter. Ck (E, F ) denotes the set of functions,
from some set E to some F , that are k times continuously dif-
ferentiable (for some k ∈ N). The L2 -norm of a function defined
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on the interval [0, 1] is denoted ‖ · ‖ and L2 [0, 1] is the Hilbert
space of square integrable functions. Accordingly, η ∈ L2 [0, 1] ⇔
‖η‖ def= (

∫ 1
0 |η(ς)|2dς)1/2 < ∞. L∞

lo c (R+ ;Rm ) denotes the space of
measurable and locally essentially bounded functions η : R+ → Rm .
Given a function w : [0, 1] × R+ → R; (x, t) → w(x, t), the nota-
tions wx (x, t) and wt (x, t) refer to its partial derivatives while w[t]
and wx [t] refer to the functions defined on 0 ≤ x ≤ 1 by (w[t])(x) =
w(x, t) and (wx [t])(x) = ∂w(x, t)/∂x.

II. PRELIMINARY STABILITY RESULT FOR A CLASS OF

HYBRID SYSTEMS

In this section, we analyze the class of systems composed of a
parameter distributed subsystem and a finite-dimensional subsystem
interacting as follows:

Ẋ(t) = A0X(t) + A1X(tk ) + bw(0, tk ) + Gz(t)
for all t ∈ [tk , tk+1 ) a.e. and all integers k ≥ 0

(1)

wt (x, t) = wxx (x, t), for (x, t) ∈ (0, 1) × (0,+∞) a.e. (2)

with boundary conditions

wx (0, t) = 0 and w(1, t) = 0 for all t ≥ 0 (3)

with initial conditions

X(0) = X0 and w(x, 0) = (w[0])(x), for x ∈ [0, 1] (4)

whereX(t) ∈ Rn denotes a finite-dimensional state vector, w(x, t) ∈
R a distributed state variable, and z(t) ∈ Rm is its external signal that
is measurable and locally essentially bounded; A0 , A1 ∈ Rn×n and
G ∈ Rn×m are constant matrices and b ∈ Rn is vector; {tk }∞k=0 is a
partition of R+ . It is seen that the subsystem represented by the linear
parabolic PDE (2) and boundary conditions (3) is continuous time and
autonomous and acts on the finite-dimensional subsystem represented
by the linear ODE (1), through a ZOH sampler, leading to a hybrid
system.

The system described by (1), (2), and (3) results from the cascade
connection of the infinite-dimensional system (2), (3) with the finite-
dimensional hybrid system

Ẋ(t) = A0X(t) + A1X(tk ) + za (t) (5)

where

za (t) := bw(0, tk ) + Gz(t), for all t ∈ [tk , tk+1 ) and k ≥ 0 (6)

For the infinite-dimensional system (2), (3), we have the following
lemma, whose proof can be found in Appendix A.

Lemma 1: For every w[0] ∈ C2 [0, 1], with (w[0])(1) =
(wx [0])(0) = 0, the initial-value problem (2), (3) has a unique
solution w[t] ∈ C2 [0, 1] defined for all t ≥ 0, which satisfies the
following inequalities, for all t ≥ 0:

‖w[t]‖ ≤ exp
(

−π
2

4
t

)

‖w[0]‖

‖wx [t]‖ ≤ exp
(

−π
2

4
t

)

‖wx [0]‖ (7)

The input-to-state stability (ISS) property of the finite-dimensional
hybrid system (5) is established in the following lemma.

Lemma 2: Consider the hybrid system (5) and suppose the matrix
A0 + A1 is Hurwitz. Let R, λ > 0 be any real constants and ϕ :
R+ → R+ be any continuous function satisfying, for all t ≥ 0:

|exp ((A0 + A1 )t)| ≤ R exp(−λ t) and |exp (A0 t)| ≤ ϕ(t) (8)

Also, let T > 0 and σ ∈ (0, λ) be any real constants satisfying:

λ > σ + R |A1 | exp(σT ) (|A0 | + |A1 |)
∫ T

0
ϕ(s)ds (9)

Then, there exist real constants K̄, γ̄ > 0 such that for every za ∈
L∞
lo c (R+ ;Rm ), X0 ∈ Rn , and any T -diameter partition {tk }∞k=0 of

R+ , the unique solution of the initial-value problem (5) with X(0) =
X0 exists for all t ≥ 0 and satisfies the following inequality, for all
t ≥ 0:

|X(t)| ≤ K̄ exp(−σt) |X0 | + γ̄ sup
0≤s≤t

(|za (s)| exp (−σ(t− s))) .

(10)
The proof of Lemma 2 is performed by means of a small-gain argu-

ment, which gives the sufficient small-gain condition (9).
Proof: Existence and uniqueness of the initial-value problem (5)

with X(0) = X0 is a direct consequence of the step-by-step construc-
tion of the solution of (5) in each interval [tk , tk+1 ].

To establish (10), introduce the following auxiliary variables:

q(t) := tk , for all t ∈ [tk , tk+1 ) and all integers k ≥ 0. (11)

On the other hand, using definition (11), (5) rewrites Ẋ(t) =
(A0 + A1 )X(t) + A1 (X(q(t)) −X(t)) + za (t), with initial condi-
tionX(0) = X0 . It follows that the solution of (5) satisfies the follow-
ing equation:

X(t) = exp ((A0 + A1 )t)X0

+
∫ t

0
exp ((A0 + A1 )(t− s))A1 (X(q(s)) −X(s))ds

+
∫ t

0
exp ((A0 + A1 )(t− s)) za (s)ds. (12)

Since σ ∈ (0, λ), one gets from (8) and (12) that, for all t ≥ 0

sup
0≤s≤t

(|X(s)| exp(σs)) ≤ R |X0 | + R
λ−σ sup

0≤s≤t
(|za (s)| exp(σs))

+ R |A 1 |
λ−σ sup

0≤s≤t
(|X(q(s)) −X(s)| exp(σs)) .

(13)
By (8), one has |exp(A0 t) − I | ≤ |A0 |

∫ t
0 ϕ(s)ds, for all t ≥ 0.

Also, applying the variation of constants formula one gets, using (5)

X(t) = exp(A0 (t− tk ))X(tk ) +
∫ t
tk

exp(A0 (t− s))A1X(tk )ds
+
∫ t
tk

exp(A0 (t− s))bza (s)ds

for all t ∈ [tk , tk+1 ) and all integersk ≥ 0. From the aforementioned
facts, it follows that, for all t ∈ [tk , tk+1 ) and all integers k ≥ 0:

|X(t) −X(tk )| ≤ (|A0 | + |A1 |)
∫ t−tk

0
ϕ(s)ds |X(tk )|

+ exp(−σt)
∫ t−tk

0
ϕ(s) exp(σs)ds sup

tk ≤s≤t
(|za (s)| exp(σs)) . (14)

Using the inequality supk≥0 (tk+1 − tk ) ≤ T and definition (11), it
follows from (14) that, for all t ≥ 0

sup
0≤s≤t

(|X(s) −X(q(s))| exp(σs))

≤ exp(σT ) (|A0 | + |A1 |)
∫ T

0
ϕ(s)ds sup

0≤s≤t
(|X(s)| exp(σs))

+
∫ T

0
ϕ(s) exp(σs)ds sup

0≤s≤t
(|za (s)| exp(σs)) . (15)
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Combining (13) and (15), one gets, for all t ≥ 0

sup
0≤s≤t

(|X(s)| exp(σs)) ≤ R |X(0)|

+
R |A1 |
λ − σ

exp(σT ) (|A0 | + |A1 |)
∫ T

0
ϕ(s)ds sup

0≤s≤t
(|X(s)| exp(σs))

+
R

λ − σ

(

1 + |A1 |
∫ T

0
ϕ(s) exp(σs)ds

)

sup
0≤s≤t

(|za (s)| exp(σs)) .

(16)

Using (9), inequality (16) yields unnumbered equation shown at
the bottom of this page. which establishes (10) for certain constants
K̄, γ̄ > 0. The proof of Lemma 2 is complete. �

The ISS property of the system (1)–(3) is described in Proposition
1, which constitutes an instrumental tool in the subsequent observer
design.

Proposition 1: Consider the hybrid system (1)–(3) and suppose
the matrix A0 + A1 is Hurwitz. Let R, λ > 0 be any real con-
stants and ϕ : R+ → R+ be any continuous function satisfying
(8) for all t ≥ 0. Also, let T > 0 and σ ∈ (0, λ) ∩ (0, π2/4] be
any real constants satisfying (9). Then, there exist real constants
K, γ > 0 such that for every z ∈ L∞

lo c (R+ ;Rm ), X0 ∈ Rn , w[0] ∈
C2 [0, 1] with (w[0])(1) = (wx [0])(0) = 0, and any T -diameter parti-
tion {tk }∞k=0 of R+ , the unique solution of the initial-value problem
(1)–(4) exists for all t ≥ 0 and satisfies the following inequalities for
all t ≥ 0:

|X(t)| ≤ K exp(−σt) (|X0 | + ‖wx [0]‖) + γ sup
0≤s≤t

(|z(s)|) . (17)

Proof: By virtue of (3) one has w(0, t) = − ∫ 1
0 wx (s, t)ds for all

t ≥ 0. Using the Cauchy–Schwarz inequality, one gets for all t ≥ 0
and x ∈ [0, 1]

|w(0, t)| =
∣
∣
∣
∣

∫ 1

0
wx (s, t)ds

∣
∣
∣
∣ ≤

∫ 1

0
|wx (s, t)| ds ≤ ‖wx [t]‖ (18)

for all t ≥ 0, which together with the second inequality in (7) gives

|w(0, tk )| ≤ exp
(

−π
2

4
tk

)

‖wx [0]‖ , for all integers k ≥ 0. (19)

Using (19) and the fact that σ ≤ π2/4 and supk≥0 (tk+1 − tk ) ≤ T ,
it follows from (6) that

sup
0≤s≤t

(|za (s)| exp (σs)) ≤ |b| sup
tk ≤s< tk + 1
k∈N

exp
(

σs− π2

4
tk

)

‖wx [0]‖

+ |G| exp (σt) sup
0≤s≤t

(|z(s)|)

≤ |b| sup
tk ≤s< tk + 1
k∈N

exp (σ(tk+1 − tk )) ‖wx [0]‖

+ |G| exp (σt) sup
0≤s≤t

(|z(s)|)

≤ |b| exp (σT ) ‖wx [0]‖ + |G| exp (σt) sup
0≤s≤t

(|z(s)|) . (20)

Fig. 1. Example illustrating the system (21)–(24).

Inequality (17) with appropriate constants K, γ > 0 is a direct con-
sequence of estimate (10) and inequality (20). The proof of Proposition
1 is complete. �

Remark 1: Inequalities (17) and (7) guarantee that the overall
infinite-dimensional hybrid system (1)–(3) satisfies the ISS property
with respect to the input z with linear gain and exponentially decaying
effect of the initial conditions. The reader can also see [11] for the ISS
property for general infinite-dimensional systems. �

III. SAMPLED-OUTPUT OBSERVER DESIGN FOR

ODE–PDE CASCADES

A. Class of Observed Systems

In this section, we are interested in a class of continuous-time systems
assuming the following ODE–PDE cascade structure:

Ẋ(t) = AX(t) + Bv(t), for t ≥ 0 (21)

ut (x, t) = uxx (x, t) + g(x, v(t)) (22)

for (x, t) ∈ (0, 1) × (0,+∞) a.e.

ux (0, t) = 0, for all t ≥ 0 (23)

u(1, t) = CX(t), for all t ≥ 0 (24)

with X(0) = X0 , where X(t) ∈ Rn denotes the state vector of the
finite-dimensional subsystem described (21), and v(t) ∈ Rm is an
external input signal of class C1 (R+ ;Rm ); u(x, t) ∈ R is the state
of the infinite-dimensional subsystem described by the parabolic type
PDE (22) with boundary conditions (23), (24). The quantities A ∈
Rn×n , B ∈ Rn×m , C ∈ R1×n are constant matrices and g(x, v) is a
function of class C1 ([0, 1] × Rm ;R). The pair (A,C) is observable,
and the whole system is observed through ZOH sampling of the signal
u(0, t), i.e., the system output is

y(t) = u(0, tk ), for all t ∈ [tk , tk+1 ) and k ≥ 0 (25)

where {tk }∞k=0 denotes the sampling time sequence, supposed to be a
partition of R+ with diameter T . We seek an observer that provides
accurate online estimates of both the (finite-dimensional) state vector
X(t) and the distributed state u(x, t), 0 ≤ x ≤ 1, based on the system
input v(t) and the output y(t). The signal u(1, t) is not accessible to
measurements.

Remark 2: An illustrating example of the infinite-dimensional sub-
system (22)–(24) is shown by Fig. 1. The LTI subsystem is a PWM
DC-DC static power converter of the buck type supplying a heating

sup
0≤s≤t

(|X(s)| exp(σs))

≤ R
(λ − σ) |X(0)| +

(
1 + |A1 |

∫ T
0 ϕ(s) exp(σs)ds

)
sup0≤s≤t (|za (s)| exp(σs))

λ − σ −R |A1 | exp(σT ) (|A0 | + |A1 |)
∫ T

0 ϕ(s)ds
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resistor. The back converter is well known to be modelled by a second-
order linear ODE, e.g., [13], and its control input is v1 (t) is the duty
ratio function. The generated heat is diffused along a bar, with u(1, t)
and u(0, t) denoting the temperatures at the bar extremities and g(x, v)
reflecting the effect of the ambient temperature, denoted by v2 (t), at
a position x along the bar. In this setting, the external input signal is
v(t) = [v1 (t) v2 (t)]T . �

Remark 3: In the case where the continuous-time output
u(0, t) = CX(t) is accessible to measurements and g(x, v) ≡ 0,
continuous-time exponentially stable observers are obtained using the
backstepping-like design method developed in [6]. An extension of
this observer design has been developed in [14] for ODE–PDE sys-
tems involving a Lipschitz nonlinearity in the ODE while g(x, v) ≡ 0.
Presently, a sampled-output version of the observer of [6] will be
developed. �

B. Observer Design and Analysis

Inspired by [6], the following backstepping transformation is con-
sidered, for (x, t) ∈ [0, 1] × [0,+∞):

p(x, t) = u(x, t) − CM (x)M−1 (1)X(t) (26)

where M (x) ∈ Rn×n undergoes the following ODE equation:

d2M

dx2 (x) = M (x)A, M (0) = I,
dM

dx
(0) = 0. (27)

The matrix gain M (x) plays an instrumental role in the consid-
ered observer. For convenience, some of its properties are provided in
Appendix B. According to (26), M(1) is needed to be invertible and
this entails an additional condition on the matrix A. In this respect, it
is shown in [14] that if A is nilpotent then, M(1) is invertible. This
property also holds for other classes of matrix A. Using (27), (21), and
(22), it follows that the new state p(x, t)defined by (26) undergoes the
following PDE, for (x, t) ∈ (0, 1) × (0,+∞) a.e.:

pt (x, t) = pxx (x, t) + g(x, v(t)) − CM (x)M−1 (1)Bv(t). (28)

For convenience, the new system representation expressed in terms
of the states (X(t), p(x, t)) is rewritten, for all (x, t) ∈ (0, 1) ×
(0,+∞) a.e.

Ẋ(t) = AX(t) + Bv(t) (29)

pt (x, t) = pxx (x, t) + g(x, v(t)) − CM (x)M−1 (1)Bv(t) (30)

px (0, t) = p(1, t) = 0, for all t ≥ 0 (31)

u(x, t) = p(x, t) + CM (x)M−1 (1)X(t) (32)

where the boundary conditions (31) are immediately obtained from (26)
using (23), (24), and (27). Equations (29)–(32) constitute an equivalent
representation of the initial system model (21)–(24). A key feature
of the new representation is that the infinite-dimensional subsystem,
here defined by (30), (31), is decoupled from the finite-dimensional
subsystem described by (29) (while a coupling existed in the initial
model (21)–(24)). This decoupling will prove to be useful to make
easier the observer design and analysis. The well-posedness of (22)–
(24) is also better analyzed based on (30), (31). This is first made
precise in the following remark.

Remark 4: The well-posedness of the initial-value problem (30),
(31) can be analyzed using, e.g., in [8, Th. 3.1]. To this end, introduce
the set

P =
{
f ∈ C2 ([0, 1];R) : f ′(0) = f (1) = 0

}

and let (30) be rewritten in the more compact form

pt (x, t) = pxx (x, t) + χ(x, t) (48)

with χ(x, t)
def= g(x, v(t)) − CM (x)M−1 (1)Bv(t) is acting as an in-

put of (48). By assumption, we have g ∈ C1 ([0, 1] × Rm ;R) and
v ∈ C1 (R+ ;Rm ) and, by Appendix B, M ∈ C∞([0, 1];Rn×n ). It
readily follows that χ ∈ C1 ([0, 1] × R+ ;R). It turns out that (48) is
a particular case of [8, eq. (2.6)] and the boundary conditions (31) are
also particular cases of [8, eq. (2.7)]. Then, applying [8, Th. 3.1], it
follows that equation (48) with boundary conditions (31) and the initial
condition p[0] ∈ P has a unique solution p ∈ C0 ([0, 1] × R+ ;R) ∩
C1 ([0, 1] × (0,+∞);R) for which p[t] ∈ P for all t ≥ 0. This re-
sult also applies to u(x, t) = p(x, t) + CM (x)M−1 (1)X(t), us-
ing (21) and the fact that g ∈ C1 ([0, 1] × Rm ;R) and M ∈ C∞

([0, 1];Rn×n ). �
We now focus ourselves on the observer design and analysis. To this

end, we start with the following sampled-output observer structure for
the system (29)–(32):

˙̂
X(t) = AX̂(t) + Bv(t) −M (1)L(ŷ(tk ) − y(tk ))

for all t ∈ [tk , tk+1 ) and all integers k ≥ 0
(33)

p̂t (x, t) = p̂xx (x, t) + g(x, v(t)) − CM (x)M−1 (1)Bv(t)
for (x, t) ∈ (0, 1) × (0,+∞) a.e. (34)

p̂x (0, t) = p̂(1, t) = 0, for all t ≥ 0 (35)

û(x, t) = p̂(x, t) + CM (x)M−1 (1)X̂(t)
for (x, t) ∈ [0, 1] × [0,+∞)

(36)

with ŷ(tk ) = û(0, tk ), where L ∈ Rn is an arbitrary vector such that

A − LC is a Hurwitz matrix. The last requirement is not an issue
since the pair (A,C) is observable. In fact, the observer is a copy
of the system (29)–(32) with an additional innovation term in (33).
To analyze this observer, the following state estimation errors are
introduced:

X̃(t) = X̂(t) −X(t) p̃(x, t) = p̂(x, t) − p(x, t) (37)

ũ(x, t) = û(x, t) − u(x, t). (38)

Then, using (29)–(32) and (33)–(36), one gets the following error
system:

˙̃X(t) = AX̃(t) −M (1)LCM−1 (1)X̃(tk ) −M (1)Lp̃(0, tk )

for all t ∈ [tk , tk+1 ) and all integers k ≥ 0 (39)

p̃t (x, t) = p̃xx (x, t), for(x, t) ∈ (0, 1) × (0,+∞) a.e. (40)

p̃x (0, t) = p̃(1, t) = 0, for all t ≥ 0 (41)

ũ(x, t) = p̃(x, t) + CM (x)M−1 (1)X̃(t)

for all (x, t) ∈ [0, 1] × [0,+∞) (42)

where the first equation is obtained using the fact that ŷ(tk ) − y(tk ) =
ũ(0, tk ) and (33) and (36). It is readily seen that, if (X,w) is substituted
to (X̃, p̃), then the error system (39)–(42) fits the form of the hybrid sys-
tem (1)–(3), with A0 = A, A1 = −M (1)LCM−1 (1), b = −M (1)L,
and z(t) = 0. Then, Proposition 1 can be invoked to analyze the for-
mer, provided that A + A1 is Hurwitz. This actually is the case be-
cause A − LC is Hurwitz and A0 + A1 = A −M (1)LCM−1 (1) =
M (1)(A − LC)M−1 (1), using the fact that M (1)AM−1 (1) = A
(due to Property 3 given in Appendix B). Then, Proposition 1 can be
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applied to the error system (39)–(42). Doing so, one gets the following
result:

Theorem 1: Consider the system (21)–(24) and the observer (33)–
(36) where the gain L ∈ Rn is selected so that the matrix A −
LC ∈ Rn×n is Hurwitz. Then, there exist real constants T, ρ, σ > 0
such that, for any T -diameter partition {tk }∞k=0 , v ∈ C1 (R+ ;Rm ),
X0 , X̂0 ∈ Rn , u[0], p̂[0] ∈ C2 [0, 1], with (p̂[0])(1) = (p̂x [0])(0) =
0, (ux [0])(0) = 0, (u[0])(1) = CX0 , the initial-value problem de-
fined by (21)–(24) and (33)–(36), with initial conditions X(0) = X0 ,
X̂(0) = X̂0 , u(x, 0) = (u[0])(x), p̂(x, 0) = (p̂[0])(x) for x ∈ [0, 1],
has a unique solution that satisfies, for all t ≥ 0:
∣
∣
∣X̃(t)

∣
∣
∣+ ‖ũ[t]‖ + ‖ũx [t]‖ ≤ ρ exp(−σt)

(∣
∣
∣X̂0 −X0

∣
∣
∣+ ‖p̃x [0]‖

)

(43)
where X̃(t), ũ[t] ∈ C2 [0, 1] and p̃[t] ∈ C2 [0, 1] (with t ≥ 0) are de-
fined by (37) and (38).

Proof: It has already been pointed out that Proposition 1 is ap-
plicable to the system (39) and (40). Accordingly, for any σ ∈
(0, λ) ∩ (0, π2/4] and any T > 0 sufficiently small so that (9) is satis-
fied, there exists a constantK > 0 such that (17) and (7) hold, replacing
there (X,w) by (X̃, p̃) and letting z(t) = 0. Specifically, one gets the
following inequalities:

‖p̃[t]‖ ≤ exp
(

−π
2

4
t

)

‖p̃[0]‖ , ‖p̃x [t]‖ ≤ exp
(

−π
2

4
t

)

‖p̃x [0]‖

(44)
∣
∣
∣X̃(t)

∣
∣
∣ ≤ K exp(−σt)

(∣
∣
∣X̃(0)

∣
∣
∣+ ‖p̃x [0]‖

)
(45)

for all t ≥ 0. Due to (41), one has, applying Wirtinger’s inequality,
‖p̃[t]‖ ≤ ‖p̃x [t]‖, for all t ≥ 0. This together with (42) and (37), (38)
yields, for all t ≥ 0

‖ũ[t]‖ ≤ ‖p̃[t]‖ + max
0≤x≤1

(∣
∣CM (x)M−1 (1)

∣
∣
) ∣∣
∣X̃(t)

∣
∣
∣

≤ ‖p̃x [t]‖ + max
0≤x≤1

(∣
∣CM (x)M−1 (1)

∣
∣
) ∣∣
∣X̃(t)

∣
∣
∣ (46)

‖ũx [t]‖ ≤ ‖p̃x [t]‖ + max
0≤x≤1

(∣
∣
∣
∣C
dM

dx
(x)M−1 (1)

∣
∣
∣
∣

) ∣
∣
∣X̃(t)

∣
∣
∣ . (47)

It follows from (44) to (47) that there is a ρ > 0 such that
∣
∣
∣X̃(t)

∣
∣
∣+ ‖ũ[t]‖ + ‖ũx [t]‖ ≤ ρ exp(−σt)

(∣
∣
∣X̃(0)

∣
∣
∣+ ‖p̃x [0]‖

)

for t ≥ 0, which proves (43) and establishes Theorem 1. �
Remark 5: Estimates of the constants σ, T > 0 in Theorem 1 can

be obtained this way: first, by Proposition 1, σ ∈ (0, λ) ∩ (0, π2/4],
with λ being any real constant such that

|exp ((A + A1 )t)|=
∣
∣M (1) exp ((A − LC)t)M−1 (1)

∣
∣

≤ R exp(−λ t)

for all t ≥ 0, with A1 = −M (1)LCM−1 (1). Then, T > 0 is selected
so that (9) holds where ϕ : R+ → R+ is any continuous function sat-
isfying |exp(At)| ≤ ϕ(t), for all t ≥ 0. However, it should be noticed
that inequality (9) provides a conservative upper bound for the diam-
eter T > 0 of the sampling partition {tk }∞k=0 . That is, in practice, the
observer (33)–(36) works well even with some values of T > 0 not
satisfying inequality (9).

Remark 6: Notice that the exponential convergence (43) holds for
every sampling partition {tk }∞k=0 with diameter T > 0. It turns out that
performance (43) is robust to sampling schedule. For example, if the
measurement device is set to provide measurements every T/m time
units, for some positive integerm, it is guaranteed that the performance

(43) will be preserved even if m − 1 consecutive measurements are
periodically lost.

IV. APPROXIMATE SAMPLED-OUTPUT OBSERVER FOR

ODE–PDE CASCADES

The practical difficulty with the observer (33)–(36) is that its real-
time implementation necessitates an online numerical solution of a
PDE, i.e., (34) and (35). This will now be coped with using a finite-
dimensional approximation of PDE (34)–(35), based on eigenfunction
expansion. First, it is checked that the feedback term in (33) is ex-
pressed, in terms of p̂(0, t), as follows:

M (1)L(ŷ(tk ) − y(tk )) = M (1)L (p̂(0, tk )

+ CM−1 (1)X̂(tk ) − y(tk )
)

where we have used (36) and (27) and the fact that ŷ(tk ) = û(0, tk ).
Then, (33) rewrites as follows:

˙̂
X(t) = AX̂(t) + Bv(t)

−M (1)L
(
p̂(0, tk ) + CM−1 (1)X̂(tk ) − y(tk )

)
(49)

for all t ∈ [tk , tk+1 ) and all integersk ≥ 0. Then, the following approx-
imate observer, inspired by the exact observer described by (33)–(36)
and (49), is considered:

˙̄X(t) = AX̄(t) + Bv(t)

−M (1)L
(
p̄(0, tk ) + CM−1 (1)X̄(tk ) − y(tk )

)

for all t ∈ [tk , tk+1 ) and all integers k ≥ 0 (50)

p̄(x, t)
def=

√
2

N∑

l=0

cl (t) cos
(
(2l + 1)

πx

2

)
(51)

ċl (t) = −(2l + 1)2 π
2

4
cl (t)

+
√

2
∫ 1

0
ga (x, v(t)) cos

(
(2l + 1)

πx

2

)
dx (52)

ū(x, t)
def= p̄(x, t) + CM (x)M−1 (1)X̄(t) (53)

for all (x, t) ∈ [0, 1] × [0,+∞) and l = 0, 1, 2, ..., N, with

ga (x, v) = g(x, v) − CM (x)M−1 (1)v,

for (x, v) ∈ [0, 1] × Rm . (54)

The following theorem states that the system (50)–(52) is an approx-
imate exponential observer for the system (21)–(24), provided that the
sampling period is sufficiently small.

Theorem 2: Consider the system (21)–(24) and the approximate
observer, described by (50)–(52) with L ∈ Rn is such that A − LC ∈
Rn×n is Hurwitz. Suppose that there exists a constant Pg > 0 such
that |g(x, v)| ≤ Pg |v| for all (x, v) ∈ [0, 1] × Rm . Then, there ex-
ist (sufficiently small) constants σ, T > 0 and (sufficiently large, N -
independent) constants ρ, β > 0 such that, for any T -diameter parti-
tion {tk }∞k=0 of R+ , any bounded v ∈ C1 (R+ ;Rm ), X0 , X̄0 ∈ Rn ,
c(0) ∈ RN +1 , u[0] ∈ C2 [0, 1] with (ux [0])(0) = 0 and (u[0])(1) =
CX0 , the initial-value problem defined by (29)–(32) and (50)–
(54) with initial conditions (c0 (0), ..., cN (0)) = c(0), X(0) = X0 ,
X̄(0) = X̄0 , u(x, 0) = (u[0])(x) for x ∈ [0, 1], has a unique solution
satisfying
∣
∣X̄(t) −X(t)

∣
∣+ max

0≤x≤1
(|ū(x, t) − u(x, t)|)
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≤ ρ exp(−σt) (∣∣X̄0 −X0
∣
∣+ ‖φx‖

)
+

β

N + 1
sup
s≥0

(|v(s)|) (55)

for all t ≥ 0, where

φ(x)
def=

√
2

N∑

l=0

cl (0) cos
(
(2l + 1)

πx

2

)

−(u[0])(x) + CM (x)M−1 (1)X0 , for x ∈ [0, 1].

Proof: Consider the system

qt (x, t) = qxx (x, t) + g(x, v(t)) − CM (x)M−1 (1)Bv(t)

for all (x, t) ∈ (0, 1) × (0,+∞) (56)

qx (0, t) = q(1, t) = 0, for all t ≥ 0 (57)

with the initial condition

(q[0])(x) =
√

2
N∑

l=0

cl (0) cos
(
(2l + 1)

πx

2

)
, for x ∈ [0, 1]. (58)

Its solution writes as follows, for (x, t) ∈ [0, 1] × R+ :

q(x, t) =
√

2
∞∑

l=0

cl (t) cos
(
(2l + 1)

πx

2

)
(59)

where cl (0) =
√

2
∫ 1

0 (q[0])(x) cos((2l + 1) π x2 )dx, while cl (t) (l =
0, 1, ...) satisfy (52). We conclude from (52) (for l = N + 1, ...) and
(58) (which entails cl (0) = 0 for l = N + 1, ...) that the following
equations hold, for l = N + 1, ... and all t ≥ 0:

cl (t) =
√

2
∫ t

0
exp

(

−(2l + 1)2 π
2

4
(t− s)

)

×
(∫ 1

0
ga (z, v(s)) cos

(
(2l + 1)

πz

2

)
dz

)

ds. (60)

Also, one immediately gets comparing (60) and (51)

q(0, t) − p̄(0, t) =
√

2
∞∑

l=N +1

cl (t). (61)

Next, we define for (x, t) ∈ [0, 1] × R+

e(t) = X̄(t) −X(t) (62)

w(x, t) = q(x, t) − p(x, t). (63)

Using (63), (56), (57), (30), and (31), it follows that (2) and (3)
hold. Subtracting both sides of (29) from corresponding sides of (50),
it successively follows, for all t ∈ [tk , tk+1 ) and all k ≥ 0:

ė(t) = Ae(t) −M (1)L
(
p̄(0, tk ) + CM−1 (1)X̄(tk ) − u(0, tk )

)

= Ae(t) −M (1)LCM−1 (1)e(tk )

+M (1)L(p(0, tk ) − p̄(0, tk )) [using(26)]

= Ae(t) −M (1)LCM−1 (1)e(tk )

−M (1)Lw(0, tk ) +M (1)L
√

2
∞∑

l=N +1

cl (tk ) (64)

where the last equality is obtained using (63) and (61). It follows
that (1)–(3) hold, with X(t) being replaced by e(t) and z(t) =√

2
∑∞

l=N +1 cl (tk ) (for t ∈ [tk , tk+1 ) and all integers k ≥ 0), A0 =
A, A1 = −M (1)LCM−1 (1), b = −M (1)L, and G = M (1)L. Ap-
plying Proposition 1, it follows that for any (sufficiently small)

σ, T > 0, there exist constants K, γ > 0 such that (7) holds as well
as the following estimate, for all t ≥ 0:

|e(t)|≤Kexp(−σt) (|e(0)|+‖wx [0]‖) + γ sup
0≤s≤t

∣
∣
∣
∣
∣

√
2

∞∑

l=N +1

cl (s)

∣
∣
∣
∣
∣
.

(65)
On the other hand, definition (54) in conjunction with the fact

that |g(x, v)| ≤ Pg |v|, for all (x, v) ∈ [0, 1] × Rm , and Property 4 in
Appendix B imply that there exists a constant Pa > 0 (independent of
v ∈ C1 (R+ ;Rm )) such that

|ga (x, v(t))| ≤ Pa sup
s≥0

(|v(s)|) , for all (x, t) ∈ [0, 1] × R+ .

(66)
Then, it follows from (60) and (66) that the following inequalities

hold, for all t ≥ 0:

|cl (t)| ≤ 4
√

2
(2l + 1)2π2

Pa sup
s≥0

(|v(s)|) , with l = N + 1, N + 2, ... .

(67)
It is readily checked that

∞∑

l=N +1

1
(2l + 1)2 ≤

∞∑

k=2N +3

1
k2 ≤

∫ ∞

2N +2

1
x2 dx =

1
2N + 2

. (68)

Then, it follows from (67) and (68) that

sup
s≥0

∣
∣
∣
∣
∣

√
2

∞∑

l=N +1

cl (s)

∣
∣
∣
∣
∣
≤ 8Pa

π2

( ∞∑

l=N +1

1
(2l + 1)2

)

sup
s≥0

(|v(s)|)

≤ 4Pa
π2 (N + 1)

sup
s≥0

(|v(s)|) . (69)

Using (69), one gets from (65) that, for all t ≥ 0

|e(t)| ≤ K exp(−σt) (|e(0)| + ‖wx [0]‖) +
4γPa

π2 (N + 1)
sup
s≥0

(|v(s)|) .
(70)

On the other hand, it follows from (53), (59), (62), and (63) that, for
all (x, t) ∈ [0, 1] × R+

ū(x, t)−u(x, t)=−
√

2
∞∑

l=N +1

cl (t) cos
(
(2l + 1)

πx

2

)
(71)

where the last equality is obtained using (51) and (59). It follows from
(71) that

max
0≤x≤1

|ū(x, t) − u(x, t)| ≤ max
0≤x≤1

|w(x, t)| + μ |e(t)|

+
√

2
∞∑

l=N +1

|cl (t)| (72)

where μ = max0≤x≤1 |CM (x)M−1 (1)| exists by Property 4 in
Appendix B. In view of (3), one hasw(x, t) = − ∫ x0 wx (s, t)ds, for all
t ≥ 0 and x ∈ [0, 1]. Using the Cauchy–Schwarz inequality, one gets
for all t ≥ 0 and x ∈ [0, 1]

|w(x, t)| =
∣
∣
∫ x

0 wx (s, t)ds
∣
∣ ≤ ∫ x0 |wx (s, t)| ds

≤ √
x
√∫ x

0 |wx (s, t)|2ds ≤ ‖wx [t]‖ .

This, combined with the second inequality in (7), gives
max0≤x≤1 |w(x, t)| ≤ exp(− π 2

4 t)‖wx [0]‖ ≤ exp(−σt)‖wx [0]‖, for
all t ≥ 0, using the fact that σ ≤ π2/4 (by Proposition 1). Then, it
follows from (72), (70), (69), and (67), that

max
0≤x≤1

|ū(x, t) − u(x, t)|
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≤ exp(−σt) ‖wx [0]‖ +Kμ exp(−σt) (|e(0)| + ‖wx [0]‖)

+
4γμPa

π2 (N + 1)
sup
s≥0

(|v(s)|) +
4γPa

π2 (N + 1)
sup
s≥0

(|v(s)|) (73)

Combining (73) and (70) gives (55), for some constants ρ, β > 0,
and completes the proof of Theorem 2. �

Remark 7: Theorem 2 shows that the accuracy of the approximate
estimates X̄(t) and ū(x, t) depends on the truncation order N in (51)
(compared to (59)). The largerN the better the estimate accuracy. How-
ever, a large N entails an increase of computational load. Practically, a
trade-off between estimate accuracy and computational load is made.

V. ILLUSTRATION EXAMPLE

Practical use of Theorems 1 and 2 entails the computation of the
solution of (27) and the choice of the MASP T . Consider the following
system of the form (21)–(24):

Ẋ1 (t) = X2 (t), Ẋ2 (t) = v1 (t) (74)

ut (x, t) = uxx (x, t) + ψ(x)v2 (t) (75)

ux (0, t) = 0 and u(1, t) = X1 (t), for all t ≥ 0 (76)

with the output signal

y(t) = u(0, tk ), for all t ∈ [tk , tk+1 ) and all k ≥ 0 (77)

where X = [X1 , X2 ]T ∈ R2 denotes a state vector, v = [v1 , v2 ]T ∈
C1 (R+;R2 ) is an input vector, ψ ∈ C1 ([0, 1];R) is a given function,
and {tk }∞k=0 is a T -diameter partition of R+ . Clearly, the system
(74)–(77) fits the form (21)–(24) with

A =
[
0 1
0 0

]

B =
[
0 0
1 0

]

C =
[
1 0
]

g(x, v) = ψ(x)v2 .

(78)
It is checked that the solution of (27) is

M (x) =

[
1 x2/2

0 1

]

. (79)

By Theorem 1, an exponential observer for system (74)–(77) is
⎧
⎨

⎩

˙̂
X1 = X̂2 − (l1 + 1

2 l2
) (
p̂(0, tk ) + X̂1 (tk ) − 1

2 X̂2 (tk ) − y(tk )
)

˙̂
X2 = v1 (t) − l2

(
p̂(tk , 0) + X̂1 (tk ) − 1

2 X̂2 (tk ) − y(tk )
)

(80)

p̂t (x, t) = p̂xx (x, t) + ψ(x)v2 (t) +
1 − x2

2
v1 (t)

for (x, t) ∈ (0, 1) × (0,+∞) (81)

p̂x (x, t) = p̂(1, t) = 0, for all t ≥ 0 (82)

û(x, t) = p̂(x, t) + X̂1 (t) +
x2 − 1

2
X̂2 (t)

for (x, t) ∈ [0, 1] × [0,+∞) (83)

whatever l1 , l2 > 0 and sufficiently small MASP T > 0.
Proposition 1 and Remark 5 are resorted to estimate T and
σ > 0 so that sup

t≥0
(exp(σt)|X(t) − X̂(t)|) < +∞. To this end, direct

computations give

A0 =
[
0 1
0 0

]

A1 = −M (1)
[
l1 0
l2 0

]

M−1 (1)

exp ((A0 + A1 )t) = M (1) exp
([−l1 1

−l2 0

]

t

)

M−1 (1)

exp (A0 t) =
[
1 t
0 1

]

|exp (A0 t)| ≤ ϕ(t) = t+ 1.

Letting l1 = l2 = 2, one finds that

|exp([
−l1 1
−l2 0]t)| ≤ (1 +

√
5) exp(−t), for all t ≥ 0.

Then, with the notations of Theorem 1, one gets the estimates

λ=1 |A0 | = 1 |A1 | =
√

65
2 |M (1)| = |M−1 (1)|=

√
9+

√
17

8

|exp ((A0 + A1 )t)| ≤ 9+
√

17
8

(
1 +

√
5
)
exp(−t).

Then, inequality (9) yields

1 > σ + 107.67 exp(σT )
(

T +
T 2

2

)

. (84)

This implies that 1 > σ + 107.67T and so T < 0.00924. Setting
the value of the sampling period to T = 0.001, one gets from (84) that
σ < 0.892, indicating that supt≥0 (exp(σt)|X(t) − X̂(t)|) < +∞ for
all σ < 0.892. Now, we know by Theorem 2 that if the amplitude of
the input vector v = [v1 , v2 ]T ∈ C1 (R+ ;R2 ) is not large then, the
following set of equations defines an approximate exponential observer
for system (74)–(76) provided that T < 0.00924:

⎧
⎪⎪⎪⎪⎪⎨

⎪⎪⎪⎪⎪⎩

˙̄X1 (t) = X̄2 (t) − 3
(√

2
∑N

l=0 cl (tk ) + X̄1 (tk )

− 1
2X2 (tk ) − y(tk )

)

˙̄X2 (t) = v1 (t) − 2
(√

2
∑N

l=0 cl (tk ) + X̄1 (tk )

− 1
2 X̄2 (tk ) − y(tk )

)

(85)

ċl (t)=−(2l + 1)2 π
2

4
cl (t) +v2 (t)

√
2
∫ 1

0
ψ(x) cos

(
(2l + 1)

πx

2

)
dx

+
√

2
2
v1 (t)

∫ 1

0
(1 − x2 ) cos

(
(2l + 1)

πx

2

)
dx, for l = 0, 1, ..., N

(86)

ū(x, t) = X̄1 (t) + (x2 − 1)X̄2 (t)/2

+
√

2
N∑

l=0

cl (t) cos
(
(2l + 1)

πx

2

)

for all (x, t) ∈ [0, 1] × [0,+∞) (87)

VI. CONCLUSION

The contribution of this paper is threefold. First, the exponential
stability result of Proposition 2 is established for hybrid systems com-
posed of an ODE and a PDE interacting according to (1)–(4). Then, the
problem of sampled-output observer design for the ODE–PDE cascade
(19)–(22) is dealt with using the backstepping-like transformation (24).
The obtained observer (33)–(36) is shown in Theorem 1 to be exponen-
tially stable. Finally, the practical observer (48)–(52) that includes no
PDEs is derived and shown in Theorem 2 to be a suitable approxima-
tion of (33)–(36). Proposition 1 plays an instrumental role in the proofs
of Theorem 1 and Theorem 2 because both result in an observation
error system fitting the hybrid system structure (1)–(4). As a matter
of fact, Proposition 1 can as well constitute a suitable framework for
sampled-data output-feedback control of linear ODE–PDE cascades.
This is illustrated in the recent extension of the present work [15].
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APPENDICES

Appendix A
Proof of Lemma 1

The solution of (2) and 3 is well defined and satisfying, for all t > 0

w(x, t) = 2
∞∑

l=0

cos
(
(2l + 1)

πx

2

)
exp

(

− (2l + 1)2π2

4
t

)

×
∫ 1

0
(w[0])(s) cos

(
(2l + 1)

πs

2

)
ds. (A1)

To show inequalities (7), notice first that
{ϕl (x) =

√
2 cos((2l + 1) π x2 )}∞l=0 is an orthonormal basis of

L2 (0, 1) (they are the eigenfunctions of the Sturm–Liouville operator
d2/dx2 defined on Ω = {f ∈ C2 ([0, 1];R) : f (1) = df

dx
(0) = 0 }).

Then, applying Parseval’s identity to w(x, t), one gets, using (A1)

‖w[t]‖2 = 2
∞∑

l=0

(∫ 1
0 (w[t])(s) cos

(
(2l + 1) π s2

)
ds
)2

= 2
∞∑

l=0

(
exp

(
− (2 l+1)2 π 2

4 t
) ∫ 1

0 (w[0])(s) cos
(
(2l + 1) π s2

)
ds
)2

≤ exp
(
− π 2

2 t
)
‖w[0]‖2

which proves the first inequality in (7). On the other hand, differentiat-
ing both sides of (A1) with respect to x, one gets

wx (x, t) = −π
∞∑

l=0
(2l + 1) sin

(
(2l + 1) π x2

)
exp

(
− (2 l+1)2 π 2

4 t
)

× ∫ 1
0 (w[0])(s) cos

(
(2l + 1) π s2

)
ds

= 2
∞∑

l=0
sin
(
(2l + 1) π x2

)
exp

(
− (2 l+1)2 π 2

4 t
)

×
1∫

0
(wx [0]) (s) sin

(
(2l + 1) π s2

)
ds, for t > 0

(A2)
where the last equality has been obtained using an integration
by parts and the fact that (w[0])(1) = 0. Note that the functions
{ψl (x) =

√
2 sin((2l + 1) π x2 )}∞l=0 constitute an orthonormal basis of

L2 (0, 1) (they are the eigenfunctions of the Sturm–Liouville opera-
tor d2

dx 2 defined on Ψ = {f ∈ C2 ([0, 1];R) : f (0) = df
dx

(1) = 0 }).
Then, applying Parseval’s identity towx (x, t), one gets, using the right
side of (6)

‖wx [t]‖2 = 2
∞∑

l=0

(∫ 1
0 (wx [t]) (s) sin

(
(2l + 1) π s2

)
ds
)2

= 2
∞∑

l=0

(
exp

(
− (2 l+1)2 π 2

4 t
) ∫ 1

0 (wx [0]) (s) sin
(
(2l + 1) π s2

)
ds
)2

≤ 2 exp
(
− π 2

2 t
) ∞∑

l=0

(∫ 1
0 (wx [0]) (s) cos

(
(2l + 1) π s2

)
ds
)2

≤ exp
(
− π 2

2 t
)
‖wx [0]‖2

which proves the second inequality (7) for t > 0.

Appendix B
Additional Properties of M (x)

Function M (x) defined by (27) has the following properties (see
proof in [14]):
1) M (x) = I +

∑∞
k=1

x 2 k

(2k )!A
k

2) M (x)A = AM (x)
3) M−1 (x)A = AM−1 (x)

4) M (x)
def= (I0)e

(0A
I0
)
x

(
I
0) ∈ Rn×n ∀x ∈ R. �
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