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theoretical results.

This paper studies a stochastic extremum seeking method to steer a nonholonomic vehicle to the
unknown source of a spatial field in a plane. The key challenge lies in the lack of vehicle’s position
information and the distribution of the scalar field. Different from the existing stochastic strategy that
keeps the forward velocity constant and controls only the angular velocity, we design a stochastic
extremum seeking controller to regulate both forward and angular velocities simultaneously in this work.
Thus, the vehicle decelerates near the source and stays within a small area as if it comes to a full stop,
which solves the overshoot problem in the constant forward velocity case. We use the stochastic averaging
theory to prove the local exponential convergence, both almost surely and in probability, to a small
neighborhood near the source for elliptical level sets. Finally, simulations are included to illustrate the

© 2017 Published by Elsevier Ltd.

1. Introduction

Source seeking is a problem of steering single or multiple au-
tonomous agents to seek the source of an unknown scalar field,
which may be thermal, electromagnetic, acoustic, or the concen-
tration of a chemical agent. Source seeking is of interest in many
areas, such as environmental studies, explosive detection, localiz-
ing the sources of hazardous chemicals leakage or pollutants, etc.
There are a diversity of approaches to source seeking problem,
such as bio-inspired methods (Li, Farrell, Pang, Arrieta, et al., 2006;
Russell, 2004), mathematical programming methods (Khong, Tan,
Manzie, & NeSi¢, 2014; Ogren, Fiorelli, & Leonard, 2004; Porat
& Nehorai, 1996; Teel & Popovi¢, 2001), and source-likelihood
mapping methods (Jakuba, 2007; Pang & Farrell, 2006).

In this work, we consider steering a single nonholonomic ve-
hicle to locate a static source which creates a continuous signal
map in a plane. Recently there is a growing interest in the study
of locating such a source without position information (Azuma,
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Sakar, & Pappas, 2012; Cochran & Krstic, 2009; Matveev, Teimoori,
& Savkin, 2011). The lack of position information is taken ac-
count for vehicles operated in environments where their position
information is unavailable or costly. Obviously, this constraint,
along with the nonholonomic constraint of the vehicle kinematics,
renders the guidance of the vehicle interesting and challenging.

Extremum seeking (ES) is a model free optimization method
for dynamical systems with limited information (Krsti¢ & Wang,
2000). It has been proved to an effective method for nonholo-
nomic source seeking problems even without position informa-
tion. In Cochran and Krstic (2009) and Zhang, Arnold, Ghods,
Siranosian, and Krstic (2007) ES was applied to tune the forward or
angular velocity of the vehicle to locate the source. In Ghods and
Krstic (2010) Ghods and Krstic regulated both velocities to control
the vehicle to stop near the source. While the above works focus
on the 2D vehicles, Lin, Song, You, and Wu (2016) considered the
more complicated 3D case. Different from the above perturbation-
based ES methods, a novel perturbation-free regulator is proposed
in Durr, Krstic, Scheinker, and Ebenbauer (2017) and Scheinker and
Krsti¢ (2014).

Motivated by the chemotactic behavior of bacteria (Berg, 2008),
Liu and Krstic proposed a stochastic ES method in Liu and Krstic
(2010a) and applied it to the source seeking problem in Liu and
Krstic (2010b). The seeker can successfully locate the source but
with an unpredictable, “nearly random” trajectory. This feature
would be useful when the seeker itself is pursued by another
hostile pursuer. In their work the forward velocity of the vehicle
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is constant, resulting in complicated asymptotic behaviors. Partic-
ularly, the vehicle cannot settle when it approaches close to the
source. Instead it exhibits certain overshoots and finally revolves
around the source. A small constant forward velocity may improve
the asymptotic performance, but decreases the convergence rate.

In order to improve the asymptotic performance of the vehicle,
we apply the stochastic ES to tune both forward and angular
velocities simultaneously, which is different from Liu and Krstic
(2010b). While the deterministic case has been discussed in Ghods
and Krstic (2010), this work focuses on designing a stochastic exci-
tation to modulate the velocities. Under a tunable forward velocity,
the vehicle can slow down around the source and converge closer
to the source. In addition, the undesired overshoots are eliminated
due to a tunable forward velocity. We adopt the stochastic averag-
ing theory to establish local exponential convergence, both almost
surely and in probability, to a small neighborhood near the source,
for signal fields with elliptical level sets. Note that in Cochran and
Krstic (2009), Ghods and Krstic (2010) and Liu and Krstic (2010b)
only the stability for circular level sets was proved.

It should be mentioned that there are other methods to ad-
dress stochastic source seeking problem without position infor-
mation. In Manzie and Krstic (2009) Manzie and Krstic proposed
a discrete-time stochastic ES. Azuma et al. (Azuma et al,, 2012)
adopted the stochastic approximation technique to solve this prob-
lem by sequentially generating source-oriented waypoints, which
can work for a switching signal field. However, the controller is
discontinuous and requires a clock to precisely decide when to
take next action. Another representative method using a swarm
of autonomous vehicles is proposed in Mesquita, Hespanha, and
Astrém (2008), which achieves high vehicle densities near the
maximum. Compared with those methods, the advantage of the
stochastic ES is that we can use a single vehicle under a simple con-
tinuous controller to locate the source. Moreover, the exponential
convergence (in probability and almost surely) to a small attractor
near the source can be established.

Overall, the advantages of the proposed stochastic ES method
are as follows: (1) Only a single vehicle under a simple continuous
controller is used to locate the source; (2) The forward velocity
is tuned to achieve a better asymptotic behavior; (3) The local
exponential convergence for elliptical signal map is established.

The rest of the paper is organized as follows. In Section 2 we
describe the nonholonomic source seeking problem and propose
the stochastic ES scheme. In Section 3 we prove the local exponen-
tial convergence for signal fields with elliptical level sets. We first
derive an average system to approximate the original system, then
we consider the local stability under a small bias forward velocity.
After that we discuss the result for circular level sets as a special
case. In Section 4 we include simulation results to illustrate the
effectiveness of the control scheme.

2. Problem description and control scheme

In this section we firstly describe the vehicle model and formu-
late the source seeking problem. Then we propose a stochastic ES
scheme to adjust the forward and angular velocities of the vehicle.

2.1. Problem description

Similar to Cochran and Krstic (2009), we consider an au-
tonomous vehicle modeled as a 2D nonholonomic unicycle, see
Fig. 1 for illustration. The heading angle is defined by 6, and the
position of the vehicle center is defined by r.. A sensor is mounted
at the front end rs, a distance R away from the vehicle center r..
The vehicle has actuators which are used to impart the forward

Fig. 1. Geometric interpretation of vehicle model.

velocity v and the angular velocity 1. The kinematic equations of
motion for the vehicle center and the sensor are

fo = vel, (1)
b=y, (2)
s =re + Rel?, (3)

where 1, and r; are written as complex variables.

The task of vehicle is to seek a static source in a plane. We denote
the signal strength at the location r by J] = f (r) and the unknown
source location by r*, both of which are constant versus time and
non-random. We make the following assumption.

Assumption 1.

(1) The signal strength J can be measured by the sensor, but the
position is unavailable.

(2) f(r) decays away from the source and is twice continuously
differentiable, satisfying that

Vf(r*) =0,

where Vf(r*) and V2f(r*) denote the gradient and Hessian
of f at r* respectively.

V2f(r*) is negative definite, (4)

Note that the traditional gradient searching strategy is not
suitable for the problem due to the lack of position information. By
(4), we can approximate the signal distribution by a quadratic map
when studying the local convergence. Without loss of generality,
we assume the quadratic map takes the form

J=F" = aulxs =X — qy(ys —y* ). (5)
where r; = [x,, ¥5], r* = [x*,¥*]", and g, and g, are unknown
positive constants.

2.2. Control scheme

We employ the stochastic ES method to tune the angular ve-
locity v directly and the forward velocity v indirectly. The control
scheme is depicted in Fig. 2. The control laws are given by

v =V, + bE, (6)
¥ = ai + c& sin(n), (7)
S
£ = Py hU]’ (8)
_&ve
n= SS_H[W], 9

where the parameters a, g, ¢, b, ¢, h and V. are positive and will
affect the performance of the approach, J is the sensor reading,
and W(t) is a standard Brownian motion defined in a complete



380 J. Lin et al. / Automatica 83 (2017) 378-386

(U . —
Vehicle s Signal Field J

v i : Nonlinear Map

Kinematics 2
J=f (Ts)
s

ch s+h
(o b ¢

i ?_<

ag g\s/i sin(n)
fn(

gve
es+1
L)

White Noise |/ (¢)

Fig. 2. Block diagram of stochastic source seeking via tuning of the forward and
angular velocities of the vehicle.

probability space (£2, F, P) with the sample space £2, the o-field
F, and the probability measure P. Here the colored noise 7 is used
as a stochastic perturbation in ES.

In our control scheme, the angular velocity v is tuned according
to the idea of the stochastic ES tuning law (Liu & Krstic, 2010a).
The perturbation term an is added to persistently excite the sys-
tem while the corresponding demodulation term sin(n) is used to
estimate the gradient of the nonlinear map f. Different from the
deterministic case which uses a sinusoidal perturbation (Cochran
& Krstic, 2009; Ghods & Krstic, 2010), the stochastic perturbation
results in a partly random trajectory. The forward velocity v is
designed to be positively correlated to &, since £ describes the
variation of the sensor reading J in some sense. As a result, the
vehicle would speed up when approaching the source, and slow
down when deviating from the source.

It is worthy mentioning that our control scheme is different
from the one in Liu and Krstic (2010b), where a vehicle with
a constant forward velocity is considered. Employing the basic
stochastic ES method in Liu and Krstic (2010a), the vehicle with
a constant forward velocity cannot settle even if it has reached the
source. In addition, it easily overshoots the source and has to turn
around. This process may repeat before the vehicle finally revolves
around the source. In Liu and Krstic (2010b) a nonlinear damping
item is added to tune the angular velocity to improve the perfor-
mance and achieve exponential stability. In this work, we tune the
forward velocity along with the angular velocity. Intuitively this
is a better way to control the vehicle, as we are able to smartly
adjust the vehicle to speed up or slow down depending on different
circumstances. Thus we can apply the basic stochastic ES control
law to tuning the angular velocity directly without employing the
nonlinear damping.

3. Stability analysis

The dynamics of the closed-loop system is intricate on account
of nonlinearities of the vehicle model and the signal map and the
existence of the stochastic perturbation. We adopt the stochastic
averaging theory in Liu and Krstic (2010a) to prove the local
exponential convergence for elliptical level sets. In Section 3.1 we
derive an average system to approximate the closed-loop system.
In Section 3.2 we prove that the vehicle converges, almost surely
and in probability, to an attractor near the source under a small
bias forward velocity. In Section 3.3 we consider a special case
where the signal distribution is circular. In this case, the local

exponential convergence can be established no matter whether the
bias forward velocity is small or large.

3.1. Average system for elliptical level sets

We firstly rewrite the elliptical signal map (5) as
J =" = (ar +2ap)x% — XY = (@ — 2qp)(ys — ¥*)’
= =gl = =g (=P + (=),
where ¢, and g, are unknown and g, > 2|q,| > 0.
Before analyzing the stability of the closed-loop system, we

define an output error variable e; = Hih[]] — f* to express the
output of the washout filter as

S h *
§=mU]=]—mU]=]—f — €.
Thus, we obtain é; = h&.

By inserting the control laws (6)-(9) into the system (1)-(3) and
expressing 7 as

g Sy LS E gy 8y L,
es+1 Je  es+1 JE e
the closed-loop system is written as
dr. = (V. + bg)e’dt, (10)
d6 = —2ydt + & sin(n)de + 2L dw, (11)
€ NG
de; = h&dt, (12)
dy = —Lndt + 5 dw (13)
€ Je oo
E=]—f"—e, (14)
rs =rc + Re"’. (15)

To analyze the closed-loop system, we firstly re-express it by
variable transformation. Then we redefine r. in its polar coordi-
nates for the convenience of the calculation of the equilibria. To
this end, we start by defining shifted variables

é:@—an.

A

fe=rc—17%,
The dynamics of the shifted system is given by
dfe = (Ve + bg)el®+an,

dd = c& sin(n)dt,

de‘g:h&',

S = —eg _qr“‘(‘ +R€lg|2 _qp ((?C +Re/9)2 +(fc +Rej9)2> 5
dn = ! dt + & dw

= pndt 4 mdw.

By (13) and the definition of Ito stochastic differential equation,
we obtain 5(t) = 5(0) — f(; In(r)dr + fot %dW(T). Then we have
n(et) = r](O)—fot n(su)du—i—fot %dW(su). By defining x (t) = n(et)
and B(t) = %W(st), we have dx(t) = —x(t)dt + gdB(t), where
B(t) is a standard Brownian motion and the process x(t) is an
Ornstein-Uhlenbeck (OU) prgcess which is ergodic with invariant

1

distribution p(dy) = Wi

We redefine 7, by its polar coordinates
e’ =F.e?,
0" = arg(—fc) = arg(r* — rc),

_FC: ?c

where I is the distance between the vehicle center and the source,
0* represents the heading angle from the vehicle center towards
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the source. We also define & = e; + g,R? for convenience. Using
these new definitions, & is expressed as

£ = —& — 2q,R? cos(20 + 2ax(t/e))
— 7 (qr + 2qp cos(26™))
+ 2FR(qr cos(6 — 6* + ax(t/e))

+ 2q, cos( + 6% + ax(t/e))). (16)

Now we obtain the following shifted error system

dr, R

dTC = —(V, + b&)cos(6 — 0" + ax(t/e)), (17)

do* Ve + b& N

e 3 sin(6 — 6% 4 ax(t/e)), (18)

%f = c& sin(x(t/e)), (19)

de

5 2

at hé, (20)
dyx(t) = —x(t)dt + gdB(t). (21)

According to the stochastic averaging theory (Liu & Krstic, 2010a),
the error system can be approximated by an average system, which
is given by

dfcav Hav *av
el (bgo — V) cos(60% — 6" )1 (a, g)
+ bqyR*p1 — bF*Repy, (22)
do*®  bgg— V. . A
= % sin(6? — 0**)1(a, g)
qpR?
—-— 3 — bR, (23)
nav .
= 2cq,R? sin(20™)y(2a, g) — 2cF*Resl(a, g), (24)
de .
% — —2hq,R? cos(20™)11(2a, g) — heo

+ 2hi"Repeli(a, g), (25)

242 ]
= [y cos(ay)u(dy) = e~ I(a.g) = [, sin(ay)

(a=1%g? (a+1)%g?

sin(y)u(dy) = 3 |:e4 - 64] and

where [4(a, g)

po = & + (FY(qr + 2qp cos(26™™)),
¢ = cos(30" — 0*)1(3a, g)
+ cos(0* + 6**)Iy(a, g),
¢> = q; cos(20% — 20*™)I1(2a, g) + 24, cos(26*™)
+ 2q, cos(260™)(2a, g) + g,
¢35 = sin(36% — 6**)(3a, g) — sin(6* + 6*™)1(a, g),
¢4 = g, sin(260% — 20*)I1(2a., g) — 2q, sin(20*™")
+ 2q, sin(260*)4(2a, g),
s = q; sin(0 — 0*) + 2q, sin(H* + 6*),
b6 = qr cos(6 — %) + 2q, cos(6* + 6*).

The average error system has eight equilibria as follows?

eq'l = [lo(qp)7 05 07 e(‘]p)] ) (26)
eq, = [p(qp), . 7. e(qp)] . (27)
eq3 = [p(—qp),n/Z,n/Z,e(—qp)], (28)

2 We have implicitly assumed 0** € (—x, 7] and 6% € (-«
repetitive equilibria.

, ] to exclude

eqy = [p(—qp). —7/2, =7 /2, e(—qp)] . (
eqs = [— p(qp),n,O e(qp)] . (
eqs = [—n(qp). 0. 7, e(gp)] , (31)
eq [ p(—0ap), _77/2’77/279(_%)], (
eqs—[ p(—0p). /2, —7 /2, e(—qp)] . (

where eq; is of the form [F2/, 9*2", H2V, e;'] and

4 —Vch(a, g) + bg,R*y,
p(Qp) =
bR(qr + 2qp)y1

e(dp) = 2R(q; + 2q,)h(a, £)p(qp) —
— 2q,R*11(2a, g),
yi =1+ Nh(2a,g) - 2[}(a, g),
v2 = 1(3a, g) + Ii(a, g) — 211(2a, g)l(a, g).

Note that with positive a and g, we have I1(a, g) > 0, I(a, g) > 0,
y1 > 0and y, > 0.

Each of the equilibria (26)-(33) represents an attractor around
the source. The value of 7V should be real and positive as it
represents the average distance between the vehicle center and the
source. Note the difference between 6?¥ and 6**" is either 0 or 7,
which indicates the average heading of the vehicle points either
directly towards or away from the source.

(qr + ZQp)PZ(Qp)

3.2. Stability for elliptical level sets

Before we prove the stability, define an index variable ¢ as

1, ifgpy3 <0and p(qp) >0
3, ifgpys >0and p(—q,) >0
5, ifgpys <0and p(q,) <O

7, ifgpys > 0and p(—q,) <0,

L=

where
vz = (I1(3a, g) — Ii(a, g)) o(a, g) + (1 — [1(2a, g)) (24, g).

Theorem 2. Consider the system (5), (10)-(15) with positive param-
etersa, g, b, c, h,and ¢ € (0, gg). The parameters a, g, b, c, h, V. are
chosen such that either

apys <0, (34)
Vigy) < Ve < VA(gp), and Ve # Vi, (35)
or
qpys > 0, (36)
Vi(—qp) < Ve < VX(—qp), and V. # Vi, (37)
where
1 A 2
Ve(gp) = 2P(a g)(bR (ar +2gp) 1 (1 + 11(2a, g))
+ hRy1 — 2bR*qpy2li(a, £)),
b*R(q, — 2 2bcq,R?
ch(qp) A (qr Qp))/4 + 2bcqp VS,

2cli(a, g)l(a, g)

Vio = —sgn(y0,)bq,R?y /11 (a, 8),

va=y1(1—1h(2a,8)),

¥s = v2ha(a, g) — 2y11x(2a, 8).
Iftheinitial conditions r.(0), 6(0), e¢(0) satisfy thatezther|_
or |E( —eq, | is sufficiently small, where

E(t) = [Ire(t) — r*|, arg(r* — re(1)), 0(t), es(t) — q,;R*]

—eq,
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then there exist constants Co > 0, yp > 0, T(¢) : (0, &9) — N such
that for any § > 0, the trajectory of the vehicle center r.(t) satisfies
the following properties,

liminf{t > 0: [|re(t) — r*| — 7|
e—0
> Coe ' 8} =00, as.,

imP{||re(t) — r*| = 7| < Coe 7" +3,
e—0

vt € [0,T(e)l} = 1 with lin}) T(g) = o0,
where T, denotes the first element of eq,, the constant C, is dependent
on the initial condition (r.(0), 6(0), e(0)) and on the parameters qa, g,
b,c, h, V¢, R, q;, qp, and the constant yy is dependent on the parameters
a,gbchV,R g, qp.
Proof. The Jacobians of the equilibria (26)-(33) are as follows,
AT = AR — [y(qp), AP =A% = Ji(—qp),
AP = A0 = Jy(gp), A = A = Jy(—q,),

where J1(qp) and J»(q,) are defined as

[a11(qp) 0 0 f14
A 0 an(qp) ax(g) O
Ji(gp) = 0 as(qp) as(qy) 0 |°
| a41(qp) 0 0 —h
[ a11(qp) 0 0 01
2 0 ax(qp) ax(g) O
J2(qp) = 0 as(qp)  ass(qp) o |’

| —a41(qp) 0 0 —h
and
a11(qp) = 2b (qr + 24,) p(qp)1(a. g)
— bR (qr + 2gp) (1 + 11(2a, 8))
a4 = bli(a, g),
ax(qp) = —bR(q; — 2q,)(1 — 11(2a, g)),

1
a3(qp) = 2bR(qr + 24,) (I5(a. g) — 11(2a, ) +

p(ap)
x (3n(Ga.g) — (a.g) - 2h(2a, )@, £)

X bgpR? = Veli(a, 8)),

as(qp) = 2R (qr — 24p) p(gp)(a. 8),
ass(qy) = 4cqpR*L(2a, g) — 2cR (g, + 2q,) p(qp)(a, 8).
as1(qp) = 2hR (qr + 24p) hi(a, g) — 2h (qr + 24p) P(qp)-

The Jacobians A®91, A®42, A95 and A®96 have the same character-
istic equation, which is given by
[2* + (h — a11(gp))A — a11(gp)h — a14(qp)asi(gp)]
x [2% = (a22(ap) + a33(qp))A + a22(qp)ass(qp)
— a3(qp)as(gp)] = 0. (38)

To guarantee that all roots of characteristic equation (38) have
negative real parts, we need

an(gp) —h <0,

ar1(gp)h + a14a41(gp) < 0,

ﬂzz(Qp) + a33(Qp) <0,
a23(qp)as2(qp) — d22(qp)ass(qy) < 0.

All the above requirements are satisfied under conditions (34) and
(35), and the Jacobians A1, A®42| A4S and A®96 are Hurwitz. Hence,
equilibria eq, eq,, eq; and eqg are exponentially stable. Similarly

we can prove that equilibria eq;, eq,, eq; and eqg are exponentially
stable under conditions (36) and (37). By Theorem 2 in L1u and
Krstic (2010a), there exist constants c(() > 0, ré) > 0, yo >0
and a function T%(g) : (0, &) — N,i =1, ..., 8, such that for any
8 > 0and any initial condition [AD(0)] < ",

liminf{t > 0: |50(t)]

e—0

> ¢y 1590 e 0" +8} = 00, as.,
11mP{|=(1)(t)| <1590 0)e 70" 48,
Ve € [0, T9(e)]} = 1with lim T0(e) = oo,
E—>

where £0(t) =
we obtain

|£(t) — eq;]. With the fact |Fe(t) — 7,| < [EY(t)],

lim inf{t > 0 : |7c(t) — 7|

e—0
> G, W~ + 8} = as.,
limP{[F.(t) — .| < C{le™ ot 45,
=0
vt € [0, T(e)]} = 1 with lim TW(e) = 00
e—

(1) —v(z (

where C(‘ = 0)|. The proof is completed. O

Theorem 2 implies the vehicle can locate a source in an ellip-
tical signal map under small V.. The vehicle finally points either
directly towards or away from the source on the average. In fact
the averaging heading of the vehicle is finally aligned with one
of the coordinate axes. In other words, the vehicle converges to
one point at the major or minor axis of the elliptical map. Note
that the stability for the elliptical map under a constant forward
velocity remains outstanding (Cochran & Krstic, 2009; Liu & Krstic,
2010b), since in that case there does not exist a stable equilibrium
to analyze (in the polar coordinates). For the case under large V.,
we cannot find an analytic equilibrium due to the complexity of
the average error system (22)-(25), though simulation in Section 4
indicates the vehicle can also approach the source in this case. In
Section 3.3 we shall study the result in a circular signal map, and
compare it against the result in Liu and Krstic (2010b).

Next we give a brief discussion on the parameter selection for
Theorem 2. Without loss of generality, we assume q, > 0. We
also assume a € (0, 3) and g € (0, 3) to limit the strength of the
stochastic perturbation.

Using the fact that 2y, (1 4 11(2a, g)) > y»l1(a, g)and q; > 2qp,

one can easily derive that Vc’(j:qp) < — Zlhzlf:z/]g) < 0. We also have
2(a,

V¥ (sgn(—y3)qp) > 0 under the condition

2cRsgn(ys)qpys
(Gr + 2s5gn(y3)qp)ya

Thus under condition (39), we can always find an appropriate V,
for Theorem 2 by choosing V, small enough.

The sign of V. — Vj, decides the average heading of the vehicle
around the equilibria. The average heading would point inward
when V. < V,, and outward when V, > Vj,. In addition, we have
Vigy,) < 0 < Vi, when y3 < 0and V/(—gq,) < Vi, < 0 when
y3 > 0. Observing that 3 > 0ifa € (0,1)and y3 < 0 if

€ (1, 3), we obtain the following corollary by summarizing the
above analysis.

(39)

Corollary 3. Consider the system in Theorem 2 with q, > 0,a €
(0,1)U (1,3)and g € (0, 3), assume conditions in Theorem 2 and
(39) are satisfied.

(a) When a € (0, 1), the vehicle center converges to a point at the
major axis of the elliptical level sets. Specially, the vehicle eventually
points away from the source on the average under a small positive V..
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(b) When a € (1, 3), the vehicle center converges to a point at the
minor axis of the elliptical level sets. Specially, the vehicle eventually
points towards the source on the average under a small negative V..

3.3. Stability for circular level sets

One can easily derive the stability for circular level sets under
a small V. by setting g, = 0 in Theorem 2. Due to the special
structure of the circular level sets, we can also prove the stability
under a large V.. We write the signal distribution as

J=Frs)=f"—qe|rs —r*
and rewrite the expression of & as

£E=—qr (Ff — 2RF. cos(d — 0" + ax(t/e))) —&.

2 (40)

Observing the expression of & and the shifted error system
(17)-(21), the system order can be reduced by defining 6§ = 6 —6*,
which results in the following reduced shifted error system

dF ~ t
dirtc = —(V, + b&)cos <6+ax <7>> (41)
do t v, - t
— =c&sin <X <7)> + @ sin <0 +ax <7>> , (42)
dt e Te e
de;
— — hg, 43
" £ (43)
- - - ~ t
£ = —q, 72 — & + 2q,RF. cos (0 +ay <7>> , (44)
&
dyx(t) = —x(t)dt + gdB(t). (45)
The corresponding average error system is
df?v — (b ~av2 bedV — v éav I
e (ba; " + bé}’ — Vc) cos(6™)i(a. )
— bq, R cos(26™)I,(2a, g) — bq, R, (46)
déav »
i —2cq, Rl sin(60*"),(a, g)
V. —b Favz +éaV) B
it DN
rav
+ bq,Rsin(26%")I4(2a, g), (47)
dé?“ ~av2 5 = )
- = —hg, 7" — heg" + 2hq, Ry cos(6*')i(a, g). (48)

Different from the elliptical case, we can find analytical equilibria
of the reduced-order system even under a large V.. The average
system has four equilibria defined by>

[ ™ | = o), )
~2veaq2 eq2  ~ayed2
[ra"q gaved avq]_[—m,O,el]» 0
[“avecl3 oavEqS ~ave(ﬁ] =[p2, @, €3], G
|:~«aweq‘l 98Veq4 ~aveq4] = [p2, —a, €], 2)
where
_ Veh(a.g)
bgRy1 ~

. cVeli(a, g)h(a, g) + b*q:Rys
’ 2213(a, g)q,R

3 We have implicitly assumed 6% € (—, 7] to exclude repetitive equilibria.

o = arccos <&>
P2

= 7 — arctan (

NIE) )
by/q:R(1 —1(2a,g))
2Vli(a,g)  V2Ii(a,g)
by, qrR2b2yE
cVeli(a, g)h(a, g) + b*q:Rys
2c22(a, g)R
11(2a5g)) 5

e = —

e; = 2q;Ry;11(a, g) —

¥e = (1 —1(2a,g)) (I3(a,g) —
_ b(i(2a,8)-1)
T 2ch(a, g)

ys = 2cVcli(a, g)k(a, g) — b*qRys.

’

Each of the equilibria (49)-(52) represents an attractor around the
source. Then we obtain the following local stability result, the proof
of which is similar to that of Theorem 2 and is given in Lin, Song,
You, and Krstic (2016).

Theorem 4. Consider the system (10)-(15), (40) with positive pa-
rameters a, g, b, ¢, h,and ¢ € (0, &).
(i) If the bias forward velocity V. is chosen such that

either V. € (V!,0)or V. € (0, V"), (53)
where
_ bq,RI1(2a, bq;R+h
2 gy - RGO baR
le(avg)
b’q,Rys

VEEVH0) = — T
e = V0 2cli(a, g)h(a, g)
then the system achieves the local convergence, both almost surely and
in probability, to equilibrium (49) or equilibrium (50).
(ii) If the bias forward velocity V. is chosen such that

Ve > VY, (54)

then the system achieves the local convergence, both almost surely and
in probability, to equilibrium (51) or equilibrium (52).

Theorem 4 describes the behaviors of the vehicle in a circular
signal map under different V..

When V, is small, the vehicle finally converges to an annular
attractor near the source, whose radius can be small by choosing a
small V; close to zero. In the meantime, the convergence rate would
not decrease severely due to the tuning of the forward velocity.
From (49) and (50) we infer that the limit of the vehicle’s average
heading is directly towards the source under small negative V. and
away from the source under small positive V.. The vehicle stays in
the attractor as if it comes to a full stop. Note that in this case the
vehicle may converge to any point at the annular attractor while in
the elliptical case the attractor must be at the major or minor axis of
the elliptical level sets. These phenomena are quite different from
the result in Liu and Krstic (2010b), though both control schemes
succeed in driving the vehicle to the source.

When V, is large, the vehicle converges to an annular attractor
near the source while its average heading relative to the annulus
is more outward than inward. It finally revolves around the source
clockwise or counterclockwise on the average, depending on the
initial conditions. This behavior is similar to the result in Liu and
Krstic (2010b), but the vehicle revolves around the source with
a non-tangential average heading due to the metabolic forward
velocity.
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4. Simulation

In this section we present simulation results to illustrate the
behaviors of the vehicle in a signal map with circular or elliptical
level sets. We also consider locating a source in a non-quadratic
signal field. In all simulations we use band-limited white noise to
approximate the white noise.

4.1. Signal maps with circular level sets

In this part, we examine the performance of the vehicle in a
circular map. The map parameters are set as f* = 0, r* = (0, 0)
and g, = 1.5, and the initial conditions of the vehicle are set as
r.(0) = (1, 1), and 6(0) = —m /2. The distance between the sensor
and the vehicle center is set as R = 0.1. The controller parameters
are chosenasa=2,g =1, =0.01,b=2,c =500and h = 2.

Fig. 3 illustrates the behavior of the vehicle dictated by Theo-
rem 4 under small positive V.. The bias forward velocity is chosen
as V. = 0.0005. As shown in Fig. 3(a), the vehicle center converges
to a small neighbourhood very close to the source with its heading
points away from the source on the average. The trajectory of the
vehicle center is partly random due to the using of the stochastic
perturbation. Fig. 3(b) shows the sensor reading and the forward
velocity of the vehicle.

In Fig. 3 the vehicle finally moves in a small area near the source
as if it comes to a full stop. This is quite different from the result of
Liuand Krstic (2010b), where the vehicle finally drifts in an annulus
around the source. In addition, the attractor in Fig. 3 is very close
to the source under a small V, since Fg"eq] is positively correlated
to |V¢|. Note that the vehicle does not strictly stop at the source,
though its stop seems evident from Fig. 3(a). We can see it keeps
moving in the attractor with a small forward velocity from Fig. 3(b).

Fig. 4 illustrates the behavior of the vehicle dictated by Theo-
rem 4 under large V.. The bias forward velocity is chosen as V., =
0.01. The vehicle converges to an annular attractor and revolves
around the source, which is similar to the result in Liu and Krstic
(2010b). The average heading is more outward than inward, which
coincides with the theoretical result.

4.2. Signal maps with elliptical level sets

In this part, we examine the performance of the vehicle in an
elliptical map. The map parameters are set as f* = 0, r* = (0, 0),
gr = 2 and g, = 0.5 and the initial conditions of the vehicle are
set as r.(0) = (1, 1), and 6(0) = —m /2. The distance between
the sensor and the vehicle center is set as R = 0.1. The controller
parameters are chosenas ¢ = 0.01,b = 2,c =500and h = 2.

Figs. 5 and 6 illustrate the behavior of the vehicle dictated by
Theorem 2. In Fig. 5 and Fig. 6(a), we chosea = 2,g = 1.5 and
V. = —0.015.In Fig. 6(b), we chosea = 2,g = 1.5and V., = 0.015.
In Fig. 6(c), we chose a = 0.5,g = 2 and V. = —0.01. In Fig. 6(d),
we chosea = 0.5,g = 2 and V., = 0.001. As depicted in Figs. 5
and 6, the vehicle converges to a small area near the source under
small V.. Fig. 6 illustrates the convergence to different equilibria
under different parameters in the same signal map.

Fig. 7 illustrates the behavior of the vehicle under large V.. The
parameters are chosenasa = 2,g = 1,and V. = 0.01. In this
case, the vehicle can also approach the source. As shown in Fig. 7, it
overshoots the source, turns back and overshoots the source again,
and so on.

4.3. Non-quadratic signal maps

Our control scheme also exhibits abilities to seek the sources
of signal fields with non-quadratic maps. In Fig. 8 we assume the

Ve +b¢
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(b) The sensor reading | = f(r;) and the forward velocity v = V. + b&.

Fig. 3. Simulation results for circular level sets under small positive V..
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Fig. 4. Vehicle trajectory for circular level sets under large V..
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Fig. 6. Vehicle trajectories for elliptical level sets under different parameters.
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Fig. 7. Vehicle trajectory for elliptical level sets under large V..
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Fig. 8. Vehicle trajectory for a Rosenbrock function signal map.

signal distribution is a Rosenbrock function, which takes the form
J = —x* — (ys — x)%. The Rosenbrock function has an isolated
maximum at (0, 0) and its Hessian at (0, 0) is negative definite.
The initial conditions of the vehicle and controller parameters are
chosen to be the same as those in Fig. 3 except V. = —0.0005. As
depicted in Fig. 8, the vehicle can also well approach the source.

5. Conclusion

We have studied the nonholonomic source seeking problem
in a plane. In our control scheme, both forward and angular ve-
locities are tuned according to the stochastic extremum seeking
method (Liu & Krstic, 2010a). As a result, the vehicle well ap-
proaches the source with a partly random trajectory. We adopted
the stochastic averaging theory for nonlinear continuous-time sys-
tems to prove the local stability for static signal fields with elliptical
level sets. We have established the local exponential convergence,
both almost surely and in probability, to attractors in an annulus
around the source. Under a small bias forward velocity the vehicle
may virtually “stop” at the source without sacrificing the conver-
gence rate.
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