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SMALL-GAIN-BASED BOUNDARY FEEDBACK DESIGN FOR
GLOBAL EXPONENTIAL STABILIZATION OF ONE-DIMENSIONAL
SEMILINEAR PARABOLIC PDEs*

TASSON KARAFYLLISt AND MIROSLAV KRSTIC!

Abstract. This paper presents a novel methodology for the design of boundary feedback sta-
bilizers for one-dimensional, semilinear, parabolic PDEs. The methodology is based on the use of
small-gain arguments and can be applied to parabolic PDEs with nonlinearities that satisfy a linear
growth condition. The nonlinearities may contain nonlocal terms. Two different types of boundary
feedback stabilizers are constructed: a linear static boundary feedback and a nonlinear dynamic
boundary feedback. It is also shown that there are fundamental limitations for feedback design in
the parabolic case: arbitrary gain assignment is not possible by means of boundary feedback. An
example with a nonlocal nonlinear term illustrates the applicability of the proposed methodology.
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1. Introduction. Stabilization of one-dimensional (1-D) parabolic partial dif-
ferential equations (PDEs) by means of boundary feedback control is a challenging
problem that has attracted the interest of many researchers. Various methodologies
for boundary feedback design in linear 1-D parabolic PDEs are available in the lit-
erature (see [1, 6] and references therein), including most recently backstepping (see
[18, 25]). Backstepping has also been used for adaptive control of linear 1-D parabolic
PDEs; see [26, 17].

The motivation for the extension of the existing boundary feedback design method-
ologies to the case of nonlinear parabolic PDEs with nonlocal terms is strong. Non-
linear and possibly nonlocal parabolic PDEs arise in many physical problems; see, for
instance, [2, 3, 16, 23, 24]. More specifically, a nonlinear and possibly nonlocal PDE
may be an equivalent description of a system of parabolic-elliptic PDEs. Systems of
parabolic-elliptic PDEs have been used in many applications; see, for instance, [29]
for lithium-ion battery systems and [5] as well as Chapter 6 in [10, pp. 217-218] for
groundwater flow. The stabilization problem of nonlinear parabolic PDEs is studied
in [4], while backstepping has been extended to the case of Volterra nonlinearities in
[27, 28] (but see also [19]). Most of the existing stabilization results for nonlinear
PDEs are local.

The purpose of the present work is the development of global stabilization results
for the boundary feedback design problem in 1-D semilinear parabolic PDEs that
may contain nonlocal terms. The methodology followed in the present work is very
different from the existing boundary feedback design methodologies. The results in
this paper are proved by using small-gain arguments and the input-to-state stability
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(ISS) property. The use of ISS for the study of PDEs has recently attracted the
interest of the control community (see [7, 11, 13, 14, 20, 21]) and the use of small-gain
arguments for PDEs was addressed in [15, 16].

The focus is on the case of Dirichlet actuation at one end of the domain and
the Dirichlet boundary condition at the other end, but the results can be extended to
other cases (Neumann actuation, Robin or Neumann boundary conditions at the non-
actuated end of the domain). In order to obtain global stabilization results, we need
to impose a linear growth condition on the nonlinear (and possibly nonlocal) term
with restricted linear growth coefficient. Growth conditions for parabolic PDEs are
also encountered in [8] for the study of global existence of solutions, and lack of global
controllability is proved in [9] for nonlinearities that grow faster than |u| (In (1 + |u|))?.
In this work, two different boundary feedback stabilizers are provided:

1. a linear static boundary feedback stabilizer, which can handle uncertain non-
linearities (Proposition 3.2), and
2. a nonlinear dynamic boundary feedback stabilizer (section 4).

Neither controllers can handle nonlinearities which satisfy a linear growth con-
dition with arbitrarily large linear growth coefficient. This is expected, because it is
also shown that there are fundamental limitations for boundary feedback design in
the parabolic case: arbitrary gain assignment is not possible (Theorem 3.3) by means
of boundary feedback. The class of uncertain nonlinearities that can be handled by
a linear static boundary feedback stabilizer has to satisfy a demanding linear growth
condition with a small linear growth coefficient. On the other hand, this demanding
linear growth condition can be avoided in certain cases and we can allow larger lin-
ear growth coefficients by using the proposed nonlinear dynamic boundary feedback
stabilizer (Theorem 4.1 and Corollary 4.2). More specifically, the proposed nonlinear
dynamic boundary feedback works for nonlinearities that can be expressed by linear
combinations of “separable” terms of the form sin(wz)K (u), where x is the spatial
variable, K (u) is a functional of the state, and w > 0 is a sufficiently large constant
(“wiggly in space” nonlinearity). The design of the dynamic boundary stabilizer is
explicit and is based on a convenient methodology that does not require the solution
of any equations. It consists of three steps:

1. We design a linear boundary feedback law that stabilizes the linear part of
the PDE.

2. We design a nonlinear dynamic boundary feedback law that deals exclusively
with the nonlinear and nonlocal term.

3. We combine both controllers.

It is important to notice that the first two steps are independent of each other.
Moreover, the linear boundary feedback law may be designed by using any methodol-
ogy of boundary feedback design for linear parabolic PDEs. Therefore, the proposed
dynamic boundary feedback stabilizer builds on the existing design methodologies for
linear PDEs and extends their applicability to the nonlinear and nonlocal case.

The structure of the present work is as follows. Section 2 presents a motivating
example that cannot be handled by any other existing methodology. The example
shows that very simple nonlinear and nonlocal terms may destabilize a parabolic PDE.
Section 3 develops static boundary feedback stabilizers and reveals the underlying
fundamental limitations for the parabolic case. Section 4 is devoted to the presenta-
tion of the proposed dynamic boundary feedback stabilizer. Section 5 provides the
proofs of all results and section 6 revisits the motivating example that was shown in
section 2. It is shown that the use of the proposed dynamic boundary feedback
stabilizer can guarantee global exponential stability of the equilibrium point. The
concluding remarks of the present work are given in section 7.
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Finally, it should be noted that no existence/uniqueness result for the solutions
of the closed-loop system is provided in the present work. In general, the user has to
assume additional regularity conditions for the nonlinear term in order to be able to
guarantee existence/uniqueness of solutions for the closed-loop system using standard
results (e.g., results in [22]).

Notation. Throughout this paper, we adopt the following notation:

e R, :=[0,+00). Z; denotes the set of nonnegative integers.

e Let A C R”™ be an open set and let @ C Rand A C U C A be given sets.
By C°(U ) (or C°(U ; Q)), we denote the class of continuous mappings on U
(which take values in ). By C*(U) (or C*(U ; Q)), where k > 1, we denote
the class of continuous functions on U, which have continuous derivatives of
order k on U (and also take values in ).

e L2?(0,1) denotes the equivalence class of measurable functions f : [0,1] — R
for which [|f]| = (fy |/ (2)]* dz)"/2 < +o0.

e Let u: R4 x[0,1] — R be given. We use the notation u[t] to denote the profile
at certain ¢ > 0, i.e., (ult])(z) = u(t,z) for all z € [0,1]. C° (R4;L*(0,1))
denotes the class of continuous mappings Ry > ¢ — u[t] € L?(0,1). When
k(z) is differentiable with respect to x € [0, 1], we use the notation k’(x) for
the derivative of k with respect to z € [0, 1].

2. A motivating example. Consider the control system
(2.1) up(t, ) = pugy(t,2) — qu(t, z) + (f(uft]))(z) for t > 0, x € (0,1)
with

u(t,0) =0,

(2:2) w(t 1) = U ),

where u is the state, p > 0 is the diffusion coefficient, ¢ € R is the reaction coefficient,
f:L?(0,1) — L?(0,1) is a continuous mapping with f(0) = 0, and U is the control
input.

The stability properties of the equilibrium point 0 € L?(0,1) for the open-loop
system (2.1), (2.2) with U(¢) = 0 depend heavily on the values of the parameters p, g
and the nature of the mapping f : L? (0,1) — L? (0, 1). For example, when

(2.3) p=1, ¢=0, (f(u))(z) = Asin(wz) |Ju| for z € [0,1],

where A € R, w > 0 are constants, then simulations indicate that the equilibrium
point 0 € L?(0, 1) becomes unstable for large values of A € R. For w = 20, instability
arises when A > 447; see also Figure 1, which shows the evolution of ||u[t]|| for w = 20
and A = 500.

Indeed, Proposition 3.2 in the following section and results in [16] guarantee global
exponential stability of the equilibrium point 0 € L?(0, 1) for the open-loop system
(2.1), (2.2), (2.3) with U(¢) = 0, only when

22
|A|<7T—\/a

2w — sin(2w)

(2.4)

It should be noted here that (2.4) is a conservative estimation of the stability region:
for w = 20 inequality (2.4) requires |A| < 14.08957, while simulations indicate that
the equilibrium point 0 € L?(0, 1) is stable for |A| < 430.
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Fi1Gc. 1. The evolution of ||u[t]|| for the open-loop system (2.1), (2.2), (2.3) with U(t) = 0,
w =20, and A = 500. The initial condition is ug(x) = v/2sin(wz) + 2v/2sin(27z) + L sin(3wz) +

56 Z 37 sin(nmz), @ € [0, 1].

It is clear that the stabilization of the equilibrium point 0 € L?(0,1) by means of a
boundary feedback law is required for large values of A € R. However, there are no
available results in the literature that can handle the nonlinear and nonlocal term
(f(w))(z) = Asin(wz) ||u||. This term causes excitement of all modes of the state u[t]
when £ ¢ 7, and this creates an exponential increase of the norm of the state [Ju[t]||
(see Figure 1).

3. Small-gain-based static boundary feedback design. Consider the con-
trol system

(3.1) i (t, ) = puge(t,2) — qu(t,z) + v(t,z) for t >0, = € (0,1)
with

u(t,0) =0,
(3.2) w(t. 1) = U(L), for ¢t > 0,

where u is the state, p > 0 is the diffusion coefficient, ¢ € R is the reaction coefficient,
v: Ry x[0,1] = R is a distributed input, and U is the control input. The distributed
input v is going to be used later for the quantification of the effect of nonlinear and
possibly nonlocal terms that may appear in the right-hand side of a semilinear, 1-D
parabolic PDE.

DEFINITION 3.1 (input-to-state stabilization). The kernel k € C° ([0,1]) achieves
ISS with gain 1z > 0 of system (3.1), (3.2) if there ewist constants G,o > 0 so that
every solutzon u 6 C’O (Ry; L%(0,1)) N C*((0, +00) x [0,1]) with uft] € C?([0,1]) for
t > 0 of the closed-loop system (3.1), (3.2) with

(3.3) / k(z)u(t,x)dx for t >0

satisfies the estimate

(34) lult]]| < G exp (~ot) [[uf0]]| + —5 sup ([o([sD]) for all t > 0.
PTT=0<s<t

The motivation for the study of kernels that achieve ISS of system (3.1), (3.2) comes
from the following result.
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PROPOSITION 3.2 (robust global exponential stabilization of an uncertain non-
linear parabolic PDE). Consider the control system

(3:5)  wlt,x) = puas(t, ) — qult,z) + d(t)(f (ult]))(x) for >0, z € (0,1)

with (3.2), where u is the state, p > 0 is the diffusion coefficient, ¢ € R is the reaction
coefficient, f : L?(0,1) — L?(0,1) is a continuous mapping, d : Ry — [~1,1] is
a disturbance (vanishing perturbation), and U is the control input. Suppose that the
kernel k € C° ([0,1]) achieves ISS with gain o2z > 0 of system (3.1), (3.2). Moreover,
suppose that there exists a constant M > 0 such that the following linear growth
condition holds:

(3.6) 1£()l < M llull for all ue L2(0,1).
Finally, suppose that the following small-gain condition holds for M:
(3.7) M <~y tpr?.

Then the kernel k € C°([0,1]) achieves robust global exponential stabilization of
system (3.5), (3.2), i.e., there exist constants R,w > 0 so that every solution u €
CO (R4 L2(0,1)) N C* ((0, +00) x [0,1]) with ult] € C%([0,1]) fort > 0 of the closed-
loop system (3.5), (3.2) with (3.3) satisfies the estimate

(3.8) lu[t]| < R exp (—wt)||u[0])|| for all t > 0.

It should be noticed that estimate (3.8) is guaranteed by Proposition 3.2 to hold
for every solution u € C° (Ry; L?(0,1)) N C* ((0, +o0) x [0, 1]) with u[t] € C* ([0, 1])
for t > 0 of the closed-loop system (3.5), (3.2) with (3.3), which equivalently means
for every input d : Ry — [—1,1] and for every initial condition ug € L?(0,1) for
which the initial boundary-value problem (3.5), (3.2), (3.3) with initial condition
u[0] = up admits a solution u of class C° (Ry; L?(0,1)) N C* ((0,400) x [0,1]) with
uft] € C?(]0,1]) for t > 0.

Unfortunately, we cannot achieve robust global exponential stabilization of system
(3.5), (3.2) for nonlinearities with arbitrarily large coefficient M of linear growth. The
reason is the following result, which poses a fundamental limitation on the achievable
gain.

THEOREM 3.3 (gain assignment is not possible by means of boundary feedback).
If the kernel k € C°(]0,1]) achieves 1SS with gain M;YTq > 0 of system (3.1), (3.2)
with ¢ > 0, then

(3.9) Y2 sup ( gm(u)),
where u = m~*\/q/p and
(3.10)
2
26 (& ()™ i
m(0) == = — — ) (v, vy) ER™ 2-15%,
gm(0) := max ;n4 = ngl 3 (v1 Um) € ;vn

(3.11) gm(p) = max{ ZV" D (V1. Um) € Rm,ZvZ = 1} for pu >0,
n=1

n=1

Lty 42 8 (_pm sinh®(um) ) gm M)?

2 _ 38
where Vi, = vn(n2+/t2 sinh(2pm)—2pm n=1 (n24p2)2

T2
Remark. Notice that for every p > 0 the sequence g¢,,(u) is nondecreasing and

bounded. Therefore, the least upper bound appearing in (3.9) is well-defined. More-
over, by direct computation of the right-hand sides of (3.10), (3.11) we have
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o1 5 3\/(10772 — 63)% 4 256 + 3472 — 195

gl( )_ _png( )_ 6471'2 )
81 sinh? (um

gi(p)=1- a (o) for u>0.

(14 p?)27 (sinh (2um) — 2um)

Notice that the zero kernel achieves ISS with gain ﬁ of system (3.1), (3.2) (see
[16]). The following result provides an upper bound for the ISS gain that is achieved
by the linear single-mode boundary feedback U(t) = —nr fo u(t, ) sin(wx)dx with
r > 0.
THEOREM 3.4 (achievable ISS gain by linear single-mode boundary feedback).
Consider the control system (3.1), (3.2) with ¢ > 0. Then, for every r > 0, every
solution v € C° (R4; L*(0,1)) N C* ((0,+00) x [0,1]) with u[t] € C*([0,1]) for t >0
of the closed-loop system (3.1), (3.2) with

(3.12) U(t) = fﬂ'r/o u(t, z) sin(rx)dz for t >0

satisfies the ISS estimate

(313)  uldl <exp (~(pm +a)t) VAT T2 ) (Hr 8(”27‘6)> Jufol]

(W2 +w* —0) pr? + qo<s<t

+ \/(1 + o) +w*) b(r, p) sup (exp (—opm®(t — s)) [|v]s]|l)

forallt >0,e>0, 0¢€ [07w* + M2), where = 7~*\/q/p,

(3.14)
b(r,pu) == ! —|—2,u \/min{ M :A€(0,1), we (—p?,min(4,1+7)) },
(3.15)

T, W := A ! max M r? 3 "
L(7 ,)\) )\ <1+7‘—w<1+ Tg(nz_w)(nQ_w_/\(ll—w)))vl)7

and w* € (—p?,min(4,1+7r)), A* € (0,1) are constants that satisfy (%)2
L(r.w",\")
(W +w*)(4-w*)"
Notice that since € > 0 is arbitrary, it follows from (3.13) that the achievable gain
by the linear single-mode boundary feedback (3.12) with > 0 is any number greater

than ;;(:;’i) For i = 0 (i.e., ¢ = 0) we may use the inequality L(r,w, \) < L(r,w,\) ==

A1 A4—w) 2_ 8(x>-6) ; :
max(i—o (1 + 7 3(47‘”)2(17)\)) 1) in order to approximate b(r,0) from above.
Indeed, b(r,0) < ub(r) := %\/mm{ L(rw )‘)) A€ (0,1), w € (0,min(4,1+r)) }. Fig-
ure 2 shows the graph of the function ub( ) (the upper bound of b(r,0)). The smallest
gain 7;”7(2) is achieved for r = 0.91 with ub(r) being equal to 0.699268. Indeed, g2(0)
as defined by (3.10) is equal to 0.639003, and consequently, the linear single-mode
boundary feedback U(t) = —0.917 fo (t,z) sin(wz)dx is close to the lowest possible
gain predicted by (3.9).
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Fic. 2. The achievable gain for ¢ = 0 by the linear single-mode boundary feedback U(t) =
—mr fo u(t, z) sin(wzx)dz with r > 0.

4. Small-gain-based dynamic boundary feedback design. Can we han-
dle nonlinearities with linear-growth coefficients that violate the small-gain condition
(3.7)? The answer is “yes” but in this case we have to eliminate the uncertainty. This

is guaranteed by the following result, which utilizes a dynamic nonlinear boundary
feedback law.

THEOREM 4.1 (exponential stabilization by means of dynamic nonlinear bound-
ary feedback). Suppose that the kernel k € C° ([0, 1]) achieves ISS with gain oz 20
of system (3.1), (3.2). Consider the control system

(41)  w(t, ) = puea(t, ©) — qut, ) + (f(ult]))(z) for >0, z € (0,1)

with (3.2), where u is the state, p > 0 is the diffusion coefficient, ¢ € R is the reaction
coefficient, f : L?(0,1) — L?(0,1) is a continuous mapping, and U is the control
input. Suppose that there exist functions p; € C?([0,1]) with p;(0) =0 (i =1,...,n),
continuous functionals K; : L? (0,1) — R (i = 1,...,n), constants M > 0, P; > 0,
w; >0 (i=1,...,n), so that the following growth conditions hold:

(4.2) |K;(u)| < Pi|ju|| fori=1,...,nand ue L*(0,1),

(4.3) H Z il

Furthermore suppose that the following small-gain condition is satisfied by all P; > 0

(i=1,...,n):
(4.4) o <M+Zw 2p, Hpgo (¢ — w %H>+Zw 2p, llo:ll < 1.

i=1 i=1

< M |ju|| for all uw € L*(0,1).

Then 0 € L?(0,1) xR™ is globally exponentially stable for the closed-loop system (4.1),
(3.2) with

(4.5) sz 0 / k() twdm—Za / p()k(a)da,
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(4.6) i(t) = &) + Ki(ult]), i=1,...,n,

i.e., there exist constants R,8 > 0 so that every solution v € C° (Ry;L?(0,1)) N
C* ((0,+00) x [0,1]), & € C° (Ry)NC ((0,400)), i = 1,...,n, with u[t] € C?([0,1])
fort >0 of the closed-loop system (4.1), (3.2) with (4.5), (4.6) satisfies the estimate

A7) Jult)l+ D 16@®)] < R exp(=d1) (llU[O] +y |£¢(0)|> forall t > 0.

i=1 i=1

Remark. (a) When ¢ > 0 and k(x) = —nrsin(rz) with » > 0 (single-mode

boundary feedback), then Theorem 3.4 guarantees that the small-gain condition (4.4)
takes the form

b 7 n B n -
(18 2o <M+Zwi 2p, ||P90§’—(q—wi2)%||> +3 WP gl < 1,

2
pme+q Pt i=1

(b) It should be noticed that the controller (4.5), (4.6) is a nonlinear dynamic
boundary feedback law. Thus, the response of the closed-loop system (4.1), (3.2)
with (4.5), (4.6) not only depends on the initial condition of the distributed state
u[0] but depends also on the initial conditions of the internal controller states &;(0),
it =1,...,n. The small-gain condition (4.4) reveals that dynamic boundary feedback
stabilization by the integral controller (4.5), (4.6) is possible only for nonlinearities
f(u) that can be approximated closely (in the L? norm) by linear combinations of
“separable” nonlinear terms, i.e., by Y ., ¢;K;(u). More specifically, the nonlinear
term may satisfy the following assumption.

(¢) Theorem 4.1 cannot be obtained by using Theorem 8.2 on p. 205 in [16],
because (i) Theorem 8.2 in [16] deals with the spatial sup-norm of the state, while
Theorem 4.1 deals with the L? norm, and (ii) the terms that make the boundary
conditions nonhomogeneous are considered perturbation terms of a nominal system
by Theorem 8.2 in [16], while here the terms appearing in (4.5) cannot be considered
perturbations; if (3.2), (4.5) were replaced by the homogeneous boundary condition
u(t,1) = 0, then the overall system would no longer be stable.

where j:= 1 \/g and b(r, ) is the function defined by (3.14).

Assumption (H). There exist a countable family of continuous functionals K; :
L?(0,1) = R i=1,2,... and constants P; > 0, w; > 0, i = 1,2, ..., satisfying (4.2)
and

(4.9) > wi P el < 1,
i=1

where the functions @; satisfy p;(z) = x when ¢ = w2, @i(x) = sin(z\/p~(W? — q))
when q¢ < w? and ¢;(z) = sinh(z\/p~1(q — w?)) when q¢ > w2, such that for every
€ > 0, there exists an integer n > 1 satisfying

(4.10) Hf(u) - z”: 0ili(u)|| < ellu|l for all u € L?(0,1).
i=1

The fact that nonlinear (and possibly nonlocal) continuous mappings f: L2 (0,1)—
L?(0,1) which satisfy assumption (H) can be handled by Theorem 4.1 becomes ap-
parent by the following corollary.
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COROLLARY 4.2 (exponential stabilization by means of dynamic nonlinear bound-
ary feedback). Suppose that the kernel k € C° ([0, 1]) achieves ISS with gain 7z 20
of system (3.1), (3.2). Consider the control system (4.1) with (3.2), where u is the
state, p > 0 is the diffusion coefficient, q € R is the reaction coefficient, f : L (0,1) —
L?(0,1) is a continuous mapping, and U is the control input. Suppose that assump-
tion (H) holds for the mapping f : L? (0,1) — L2 (0,1). Then there exists an integer
n > 1, functions p; € C?([0,1]) with ¢;(0) = 0 (i = 1,...,n), continuous func-
tionals K; : L?(0,1) - R (i = 1,...,n), constants w; > 0 (i = 1,...,n), so that
0 € L?(0,1) x R™ is globally exponentially stable for the closed-loop system (4.1),
(3.2) with (4.5), (4.6).

Proof. Simply use assumption (H) with ¢ > 0 sufficiently small so that 17752 +L<

1, where L := >°°, w;?P;|l¢i| < 1. The rest of the proof is a consequence of
Theorem 4.1. O

It is clear that when assumption (H) holds, then the design of the dynamic boundary
stabilizer (4.5), (4.6) is explicit and is based on a convenient methodology that does
not require the solution of any equations. The methodology consists of three steps:
1. We design the kernel k € C° ([0, 1]) that achieves ISS of the linear part of the
PDE (4.1). It should be noted that since ¢ € R does not necessarily satisfy
the inequality ¢ > —pn?, the linear part of the PDE (4.1) may be unstable.
2. We select the countable family of continuous functionals K; : L? (0,1) — R
i=1,2,... and constants P; > 0, w; > 0, i =1,2,..., satisfying (4.2), (4.9),
(4.10). Notice that the selection depends exclusively on the nonlinear and
nonlocal term f: L? (0,1) — L%(0,1).
3. We combine both controllers and construct the dynamic boundary stabilizer
(4.5), (4.6).
It is important to notice that the first two steps are independent of each other. More-
over, the kernel k& € C°([0,1]) may be designed by using any available boundary
feedback design methodology for linear parabolic PDEs. Particularly, when ¢ < 0,
then we may select a boundary feedback designed by means of backstepping (see
[18, 25]) and take k(z) = —p~ ! (r — q)xhi/”pzilzii;?zil_;zj)) with r > 0, where I is
the modified Bessel function of the first kind of order one. The fact that this kernel
achieves ISS of system (3.1), (3.2) follows from an analysis similar to that given in
[13, 16]. Therefore the proposed dynamic boundary feedback stabilizer builds on the
existing design methodologies for linear PDEs and extends their applicability to the
nonlinear and nonlocal case.

5. Proofs of main results.

Proof of Theorem 3.3. The proof relies on the following fact.

Fact1. Consider system (3.1), (3.2) with (3.3). If the kernel k € C° ([0,
ISS with gain - > 0 of system (3.1), (3.2), then for every v € C'([0, 1]
the boundary-value problem

]) achieves
, for which

1
)

(5.1) pw” (z) — quw(x) + v(x) =0 for z € [0, 1],

(5.2) w(0) = w(1) — /O k(2)w(z)dz = 0

has a solution w € C? ([0, 1]), the following inequality holds:
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(5:3) [[w]l <

s ol

Indeed, Fact I is a direct consequence of estimate (3.4) and the fact that u[t] = w
is a solution of system (3.1), (3.2) with (3.3), v[t] = ©. Therefore, estimate (3.4)
implies that

[w] < Gexp (—at) [Jw]| + Hv|| for all t > 0,

from which we obtain estimate (5.3).
Let m > 1 be an arbitrary integer and let arbitrary v,, n = 1,...,m, be given.
It is easy to see that for the selection

(5.4) o(x) = \/iz Uy sin(nra) for x € [0,1]

n=1

any solution of the boundary-value problem (5.1), (5.2) must be of the form

(5.5) w(x) = Az + \fz 5 sin(nmz) for z € [0, 1] and ¢ = 0,

(5.6) w(z) = Asinh (urz) Jr\[z

pn27r2 I sin(nmx) for x € [0,1] and ¢ > 0,

where p = %\/g and A € R is a constant that satisfies

(5.7) A<1 /0 1 > V2 anw / ) sin(nmz)da

n=1

for ¢ = 0 and

A (Smh ) fo x) sinh ( ,umc) dm)
=V235 pn27r2+q fo ) sin(nmz)dx

for ¢ > 0. The fact that both equations (5.7), (5.8) are solvable with respect to A is
a direct consequence of the following fact.

Fact 11. Consider system (3.1), (3.2) with (3.3). If the kernel £ € C° ([0,1])
achieves ISS with gain 3+ > 0 of system (3.1), (3.2), then the boundary value
problem (5.1), (5.2) with © = 0 has the unique solution w = 0.

(5.8)

Fact II follows from the observation that for the disturbance-free control system
(3.1), (3.2), with (3.3) and v[t] = 0, ISS implies global exponential stability and
therefore uniqueness of the equilibrium point. Any nonzero solution of the boundary-
value problem (5.1), (5.2) with ¥ = 0 would imply a nonzero equilibrium point for the
disturbance-free control system (3.1), (3.2) with (3.3) and v[t] = 0.

It follows from Fact II that when ¢ = 0 we must have (1 — fol xk(z)dzr) # 0 (since
otherwise the boundary-value problem (5.1), (5.2) with © = 0 would have an infinite
number of solutions of the form w(z) = Az with arbitrary A € R) Similarly, it follows
from Fact IT that when g > 0 we must have (sinh (um) fo x) sinh (pmz) dx) # 0
(since otherwise the boundary-value problem (5 1), (5.2) with © = 0 would have an
infinite number of solutions of the form w(xz) = Asinh (urz) with arbitrary A € R).
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Consequently, both equations (5.7), (5.8) are uniquely solvable with respect to A for
every possible selection of v,,, n = 1,...,m. Therefore, for every possible selection of
Upn, n =1,...,m, the boundary-value problem (5.1), (5.2) with © given by (5.4) has a
unique solution w € C? ([0, 1]), which is given by (5.5), (5.6), (5.7), and (5.8).

Next we rely on the following fact.

Fact TI1. Suppose that w = f + Ah, where f,h € C?(]0,1]), h # 0 and A € R.

2 2 h)?
Then |Jw||” > |If]I” = <|J|£h|\>2 :

Fact I1I is a direct consequence of the fact that the polynomial g(A) := || f||*

A(f,h) + A2 ||h|? satisfies g(4) = [[w]* and g(A) > [|£]* ~ L0 for all A € R.

It follows from Fact III and (5.5), (5.6) that for every possible selection of o,
n=1,...,m, the unique solution w € C? ([0, 1]) of the boundary-value problem (5.1),

(5.2) with ¥ given by (5.4) must satisfy the following inequalities (recall u = %\/g):

2
1 o2 6 (=)
2 n
(5.9) ol 2 W4Zn4 o (;1 = for ¢ = 0,
(5.10)
2
“ 02 8um smh2 ) - "nmpv
2 H :U’ PUn
> f > 0.
lwll™ = Z:: pn2772 +q)° ~ sinh (2um) — 2um nz:: pn27r2 +q)? ord

Inequality (3.9) is a direct consequence of Fact I, (5.9), (5.10), definition p = ,\/E’

the fact that the function o given by (5.4) satisfies ||7]|* = > 02, and the fact that
the integer m > 1 and v,,, n = 1,...,m, are arbitrary. The proof is complete. 0

Proof of Proposition 3.2. By virtue of inequality (3.7), there exists sufficiently
small € > 0 such that

~y1+4+e)M

o <1

(5.11)
[16, Lemma 7.1] in conjunction with inequality (3.4) implies that there exists a con-
stant 6 € (0,0) with the following property: every solution u € C° (R+; L?(0, 1)) N
Ct ((0,4+0) x [0,1]) with u[t] € C?([0,1]) for ¢ > 0 of the closed-loop system (3.1),
(3.2) with (3.3) satisfies the estimate

(5.12)

lultlll < G exp (—~3t) |[ufo]]| + %up (Ilo([s]) | exp (~5(¢ — s))) for all £ > 0.

Notice that every solution u € C° (Ry;L?(0,1)) N C* ((0,+00) x [0,1]) with u[t] €
C?([0,1]) for t > 0 of the closed-loop system (3.5), (3.2) with (3.3) is a solution
u € C° (Ry;L2(0,1)) N C*((0,+00) x [0,1]) with uft] € C?([0,1]) for ¢ > 0 of the
closed-loop system (3.1), (3.2) with (3.3) and

(5.13) v(t,x) = d(t)(f(u[t]))(z) for t >0, z € [0,1]
or equivalently

(5.14) vlt] = d(t) f(u]t]) for t > 0.



SMALL-GAIN-BASED BOUNDARY FEEDBACK 2027

Consequently, it follows from (3.6), (5.12), (5.14), and the fact that |d(t)] < 1 for
all ¢ > 0 that every solution u € C° (Ry; L?(0,1)) N C* ((0,400) x [0,1]) with u[t] €
C?([0,1]) for t > 0 of the closed-loop system (3.5), (3.2) with (3.3) satisfies the
estimate

YA M o ([jufs][| exp (65)) for all £ > 0.

(5.15)  u[t]]| exp (6t) < G [|u[0]]| + pr?dax,

Inequality (5.15) in conjunction with (5.11) implies that every solution
ue C% (Ry; L3(0,1)) N C* ((0,+00) x [0,1]) with u[t] € C*([0,1]) for t >0
of the closed-loop system (3.5), (3.2) with (3.3) satisfies the estimate

1+e)M

(5.16) [nax, (llu[s]||exp (d8)) < G (1 _ - ) |lu[0]]] for all ¢ > 0.

Inequality (5.16) shows that estimate (3.8) holds with R := G(1 — XEIMy=1 44

pr?

w = d. The proof is complete. 0

Proof of Theorem 3.4. Let an arbitrary » > 0 be given. Let also an arbitrary
solution u € C? (Ry; L2(0,1)) N C* ((0,400) x [0,1]) with u[t] € C*([0,1]) for t > 0
of the closed-loop system (3.1), (3.2) with (3.12) be given. Define for all ¢ > 0 and
n=12,...

(5.17) en(t) = \/5/0 u(t, z) sin(nrz)dz,
(5.18) vn(t) = \/5/0 v(t, z) sin(nwz)dz.

It follows from (3.1), (3.2), (3.12), (5.17), (5.18), and repeated integration by
parts that the following differential equations hold for all ¢t >0 and n =1,2,...:

(5.19) en(t) = —(n*1%p + q@)cn(t) + (1) nm?pres (t) + va(t).

Since u € C° (Ry;L2(0,1)) N C ((0,400) x [0,1]) it follows from (5.17) that ¢, €
C° (Ry)NCY((0,400)) for all n = 1,2,.... Therefore, the following formulas hold for
all t > 0:

(5.20) c1(t) = c1(0)exp (—B(p* + 1+ 7)t) + /0 exp (—B(W* + 1+7)(t — s)) vi(s)ds

ea(t) = a(0) exp (=B + 42)t)
+ Ji exp (=2 + p2)(t — ) (=)™ nBres(s) + va(s)) ds

forn =2,3,..., where

1
(5.22) B = pr? = \/E
Ty P

Equations (5.20), (5.21) imply the following estimates for all ¢ > 0:
(5.23)

le1(t)] < fer(0) exp (=B(p* +1+1)t) + /O exp (=B(p* +1+7)(t = s)) [vi(s)| ds,

(5.21)
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(5.24)

len(®)] < len(0)] exp (—B(n® + p)t) + nﬁ?“/o exp (=B(n® + p®)(t — 5)) le1(s)] ds

o [ e (00 44 ) (5 s

for n = 2,3,.... Using the Cauchy—Schwarz inequality and (5.23), we obtain the
following estimate for all w € (0, u®> +1 +7r) and t > 0:

(5.25) le1(t)] < len(0)] exp (=Bl + 1+ 1)t)

(s _w>>1/2 ( / exp (~2(t = 5)) |v1<s>|2ds)1/2.

Using the Cauchy—Schwarz inequality and (5.24), (5.25), we obtain the following es-
timates for all w € (0, u% + min(4,1+7)), n=2,3,..., and t > 0:

(5.26)

len(t)] < len(0)] exp (—B(n® + u)t)

+ nBr|c1(0)] exp (—B(n* + p?)t) /0 exp (B(n® —1—r)s)ds

" (n2+rz;—w) <2ﬁ(1+u21 n r—w)>1/2</0t oxp (—2wB(t — s)) |v1(s)|” ds)

Using the fact that exp (8(n? —1—r)s) < exp(B(n*—1)s) in conjunction with
(5.26), we get for all w € (0, u? + min(4,1+ 7)), n=2,3,...,and t > 0

(5.27)

len(8)] <exp (—B(1 + u?)t) (Icn(O)l + [e1(0)] nQni1>

* (anj;fw) (25(1+u21+r - w))l/z(/ot exp (—2wB(t — 5)) o1 (s)|” d5>

n (M)/ ( / " exp (<2080t — ) Jon(s) ds> -

Using the fact that the inequality (a + b)? < (1 + & 1)a? + (1 + £)b? holds for all
e >0, a,b> 0 in conjunction with (5.25) and the fact that exp (—B(u* +1+7)t) <
exp (—B(u* 4+ 1)t), we get for all € > 0, w € (0, u* + min(4,1+ 7)), and ¢ > 0

(528)  Jes(O] <(1+e) |en(0) exp (~28(12 + 1))

+ Lte (/tex (=2wB(t — 5)) v (s)|2ds>
2BGE+1+r—w) \Jo T ' ’

Using the fact that the inequality (a + b)? < (1 + &7 1)a? + (1 + ¢)b? holds for all

e >0, a,b > 0 in conjunction with (5.27), the fact that (|, (0)| + |c1(0)] =22+)2 <

n2—1
2 |en (0)° + 2]e1 (0))° % as well as the fact that

1/2

1/2
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A= (n? J:ij— w)? (%(1 i ;k—tlr - w)) (/Ot exp (—2wpB(t — s)) |vi(s)|? ds)
HC s =r) (/ exp (~23(t = 5) o ()]s )

nr

(n? + p? —w) (26(1 + u21+ r— w)>1/2 (/Ot exp (—2wB(t — ) [va(s)|” d8>

n (M) - ( / ' exp (~208( — ) on(9)] ds) "

(7 1 1% — )~ A+ 4 w)
A4+ p? —w) ’

where

1/2

ko =

and X € (0,1), gives the following estimates for all ¢ > 0, A € (0,1), w € (0, u? +
min(4,1+7r)),n=2,3,..., and t > 0:

529 len(0F <201+ e exp (<2514 10) (IenOF + a0 (575 )
(1+)m (fo exp (—2wB(t — 8)) |v1(s)[> ds)
+ 281+ w2 +r—w)(n?+p? —w)(n?+p? —w— A4+ p? —w))

+ _1+e (/t exp (—2wB(t — 5)) v (s)|2ds>
2804+ 12 —w) \Jy TP " ‘
Since the set of functions ¢,,(z) = v/2sin(n7z), n = 1,2,3, ..., is an orthonormal basis

of L?(0,1), Parseval’s identity in conjunction with definitions (5.17), (5.18) gives for
allt >0

(5.30) lult]|* = Z cn(t),
(5.31) [v]] Z

Combining (5.30), (5.29), and (5.28), we get for all ¢ > 0, A € (0,1), w € (0, u? +
min(4,14r)),and t >0

(5.32)

ult]|* <2(1 + &) exp (—28(1 + p?)t) (IU[ 7+ lea (0 22 )

et 2
1472 "
+< r 7;2(n2+u2—w)(n2+,u2—w—)\(4+u2—w))>

(1+¢2) Jy oxp (~2wB(t — ) [vn (s)|* ds
281+ p? +r—w)

Z/ exp (—=2wfB(t — 5)) v ()| ds.

n 1+e¢
2BA(4 4+ p? —w)
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foralln =2,3,..., (5.31),

Using the fact that |c;(0)] < [|u[0]]], the fact that —— < 3
p? +min(4,1 + 1)), andtZO

and (5.32), we obtain for all e > 0, A € (0,1), w € (0,

_ VTSR |
(5.33)  [ult]]® <2(1 +e Y exp (—268(1 + p?)t) (1 + 5 > n2—1> [ u[0]|?
n=2
(1+e)K /t 2
—_— —2wp(t — d
D [ e (2= o) [ols) s
where
A4+ p? —
(5.34) K := A" ! max M+ —w) (1+r*R), 1],
1+ p24r—w
oo n2
where R:=) " P 7 e ey ey e )\(44_#2 w)z) Using the fact that nQ 7 < 3 > for
alln =2,3,.. and the fact that > 7, n2 = %, we obtain from (5.33) for all € > 0,

Ae(O,l),we(Ou +min(4,1+7)), 0 € [0,w), and ¢t > 0

2 _ 6)r2 )
6539 il <20+ e (2001+20) (1+ 220 )

(1+)K sup_(exp (~208(¢ — ) fols]|P)

* 46% (w —0) (4 + p? — w)o<s<t

Define @ := w— p? and notice that definitions (5.34), (3.15) imply that K = L(r,@, \).
Inequality (3.13) with & := w — p? in place of w is a direct consequence of (5.35),
definitions (3.14) and (5.22), and the fact that v/a + b < \/a+v/b for all a,b > 0. The
proof is complete. O

Proof of Theorem 4.1. Consider the transformation
(5.36) w(t,z) = u(t,z) — Z wi(x)&(t) for t > 0, = € [0,1].
i=1

Using (4.1), (4.6), and (5.36), we conclude that the following PDE holds:

(5.37) wi(t, ) = pweo (t,7) — qu(t, ) + (f(u[t]))(x)
= i@ Kilt]) + > (pef (@) — (g — wi)pi()) &i(t)
i=1 i=1
for t > 0, z € (0,1). Using (3.2), (4.5), (5.36), and the fact that ¢;(0) = 0 for
i=1,...,n, we also obtain the following equations:
(5.38) w(t,0) =0 for t > 0,
1

(5.39) w(t,1) = / k(x)w(t, x)dx for t > 0.

0

It follows from (5.36), (5.37), (5.38), (5.39) that for every solution ueC?(R4; L*(0,1))N
Ct ((0,40) x [0,1]), & € CY(Ry)NCH ((0,400)), i = 1,...,n, with u[t] € C*([0,1])
for t > 0 of the closed-loop system (4.1), (3.2) with (4.5), (4.6), the function w is of
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class C° (Ry; L%(0,1)) N C* ((0, +00) x [0,1]) with w[t] € C*([0,1]) for ¢ > 0, which
satisfies (5.38), (5.39) as well as the PDE

(5.40) wi(t, ) = pwey(t, ) — qu(t,x) + v(t,z) for t > 0, z € (0,1)

with

(5.41) v(t,) = (f(ult)(@) =Y i(@)K:(ult) + D (po7 (x) = (g — })pi(x)) &(8)
i=1 i=1

for t > 0, x € [0,1]. Since the kernel k € C° (]0,1]) achieves ISS with gain oz >0

of system (3.1), (3. 2) there exist constants G,o > 0 so that every solution w €
CO (Ry5 L2(0,1)) NC* ((0, +00) x [0,1]) with w(t] € C2 ([0, 1]) for ¢ > 0 of the system
(5.40), (5.38), (5.39) satlsﬁes the estimate

(5.42) [wlt]]] < G exp (=at) [lw[0]]| + ]#Osgigt (o([sDI) for all ¢ > 0.

Lemma 7.1 of [16] in conjunction with inequality (5.42) implies that for every € > 0
there exists a constant § € (0,0) with the following property: every solution w €
CO (Ry; L2(0,1)) NC* ((0,+00) x [0,1]) with w(t] € C2 ([0, 1]) for ¢ > 0 of the closed-
loop system (5.40), (5.38), (5.39) satisfies the estimate for all ¢ > 0

643 ] < Gexo (50 Julol] + 20 sup (ol exp (-5(e — ).

Inequality (4.4) allows us to pick sufficiently small € > 0 so that (5.43) holds as well
as the following inequality holds:

0+ Pi|lppi — (g —w?)eill \ | <= Pillill
(5.44)  L:= (M Z o +y <1

2
w; —¢€
pm =1

Without loss of generality, we may assume that § < ¢ < w? fori = 1,...,n. Us-
ing (4.3), (5.41), the triangle inequality, we conclude from (5.43) that the following
estimate holds for all t > 0:

v(1+¢)

(5.45)  [Jw[t]|| <G exp (=6t) [[w[0]]| + o

Morgsaéct (exp (—=d(t — 5)) [lu[s]])
n yd+e) 3 max (exp (—3(t — 5)) [} — (q — w?)pi]| 1&(5)]) -

Using (4.6) and the variations of constants formula, we obtain the following estimates
fori=1,...,nand t > 0:

(5.46) |&i(t)] < exp(~wit) €(0)] + wzl 5. 5up (|Ki(uls])|exp (=d(t - 5))).

7 — 00<s<t

Combining (4.2) and (5.46), we obtain the following estimates for ¢ = 1,...,n and
t>0:

(5.47) [&(1)] < exp(—wit) |€:(0)] + - x ([[uls]]| exp (=6(t = 5))) -

ma;
50< <
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Next, we use definition (5.36) and the triangle inequality, which implies the following
estimates for t > 0:

(5.48) [ult]l < lwlt] + Z llall 1:(2)

Combining (5.44), (5.45), (5.47), (5.48) and using the fact that § < ¢ < w? for
i=1,...,n, we obtain for ¢t > 0

(5.49)
ool exp (51) < G w[0] |+Z< WEE) <q—w3>%¢|+|m) £.(0)]
+ Las, (exp (49) [als]).

It follows from (5.44) and (5.49) that there exists a constant © > 0 such that the
following inequality holds for all ¢ > 0:

(5.50) [[ult]|| exp(dt) < © <|Iw[0]ll + Z |€¢(0)|> :

Inequality (4.7) for appropriate constant R > 0 is a direct consequence of inequal-
ity (5.50) and the fact that [|w[0]]] < [lu[0]]] + i, ||kl [£(0)] (a consequence of
definition (5.36) and the triangle inequality). The proof is complete. O

6. Back to the motivating example. Here we again turn our attention to the
stabilization problem for system (2.1), (2.2) with

(6.1) p=1 (f(w)(x) = |lul Y_ Aipi(x) for z € [0,1],
where A; € R, w; > 0,7 =1,...,n, are constants and the functions ¢;(z), i =1,...,n,

are given by
1. pi(xr) =z when q = w2,
2. @i(x) = sin(zy/w? — q) when ¢ < w2,
3. i(x) = sinh(zy/q — w?) when ¢ > w?.
The basic boundary feedback kernel k € C? ([0, 1]) that achieves ISS with gain 72y >
0 of system (3.1), (3.2) may be selected as follows:
1. When ¢ > 0, then we may select the single-mode boundary feedback k(z) =
—mrsin(mz) with » > 0. The fact that this kernel achieves ISS of system
(3.1), (3.2) is a consequence of Theorem 3.4.
2. When ¢ < 0, then we may select a boundary feedback designed by means of
backstepping (see [18, 25]) and take k(z) = — (r — ¢q) x%m with
r > 0, where I is the modified Bessel function of the first kind of order one.
The fact that this kernel achieves ISS of system (3.1), (3.2) follows from an
analysis similar to that given in [13, 16].
Selecting K;(u) = A; ||ul|, we conclude that inequalities (4.2), (4.3) hold with M = 0,
P, = |A;], i = 1,...,n. Therefore, Theorem 4.1 implies that 0 € L?(0,1) x R is
globally exponentially stable for the closed-loop system (2.1), (2.2) with

(6.2) Z% )&i(t) /( txd:v—ZfZ / )i (x)d,
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(6.3) &i(t) = —w2&i(t) + A |ult]l],i=1,...,n,

provided that the small-gain condition

n

(6.4) > WAl il <1

i=1

holds.

It is important to compare condition (6.4) with the condition arising for the case
of static boundary feedback. Proposition 3.2 indicates that 0 € L?(0,1) is globally
exponentially stable for the closed-loop system (2.1), (2.2) with

(6.5) Ut) = /O k(z)u(t, o)de

provided that the small-gain condition

Z Aipi()

holds. Notice that (6.4) is independent of the gain p% > 0 achieved by the basic

boundary feedback kernel k& € C°([0,1]), while (6.6) depends heavily on this gain.
Moreover, there are cases where (6.4) is much less demanding than (6.6). For example,
when ¢ = 0, n = 1, i.e., when (2.3) holds, condition (6.4) is equivalent to the condition

(6.6) <1

J
2

2wP/2

V2w —sin(2w)’

while condition (6.6) in conjunction with Theorem 3.3 implies the condition

(6.7) A] <

27T3w1/2

72— 64/2w — sin(2w)

(6.8) A] <

It is clear that when w? > \/:237_6, condition (6.7) is less demanding than condition
(6.8).

Indeed, for system (2.1), (2.2), (2.3) with w = 20 and A = 500, condition (6.8)
does not hold. Consequently, Theorem 3.3 guarantees that condition (6.6) will not
hold for any possible selection of the basic boundary feedback kernel k € C° ([0, 1]).
On the other hand, condition (6.7) holds, and consequently for every r > 0, the
equilibrium point 0 € L? (0,1) x R is globally exponentially stable for the closed-loop
system (2.1), (2.2), (2.3) with w = 20, A = 500 and

(6.9)
! sin(w — sin(w +
Ut) = —7rr/0 sin(mx)u(t, z)dx + £(t) <sin(w) + 7r Q(Eu — 71-)) —7r 2(Eu ++7r))> ,
(6.10) £(t) = —w€(t) + Allult]]].

Figures 3 and 4 show the evolution of the state norm |[u[t]|| for the same initial con-
dition and different values of » > 0. An increase of r > 0 causes a faster convergence
but with a higher overshoot.
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F1G. 3. The evolution of the state norm |u[t]|| for the closed-loop system (2.1), (2.2), (2.3),
(6.9), (6.10) with r = 0, w = 20, A = 500. The initial condition is £(0) = 0, up(z) = v/2sin(wz) +

2v/2sin(27z) + ‘1/—05 sin(3wx) + % S22 Losin(nme), « € [0,1].
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Fic. 4. The evolution of the state norm ||[u[t]|| for the closed-loop system (2.1), (2.2), (2.3),
(6.9), (6.10) with r = 0.9, w = 20, A = 500. The initial condition is £(0) = 0, uo(z) = v/2sin(rzx) +
2v/2sin(27z) + % sin(3wz) + % Zi2:37 sin(nwz), x € [0,1].

7. Concluding remarks. The present paper introduces a small-gain method-
ology for the design of boundary feedback stabilizers in 1-D, semilinear, parabolic
PDEs with nonlocal terms. The stabilization results are global and the nonlinearities
are assumed to satisfy a linear growth condition with restricted linear growth coeffi-
cient. Two different boundary feedback stabilizers are provided: a linear static bound-
ary feedback stabilizer, which can handle uncertain nonlinearities, and a nonlinear
dynamic boundary feedback stabilizer. However, the paper also provides additional
results which reveal fundamental limitations for feedback design in the parabolic case:
the fact that gain assignment is not possible by means of boundary feedback.
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The focus of the paper is on the specific case of a scalar 1-D parabolic PDE with
Dirichlet actuation at one end of the domain and a Dirichlet boundary condition at
the other end. Future research may address the extension to other cases (Neumann
actuation, Robin or Neumann boundary conditions at the nonactuated end of the
domain): this may be done by using exactly the same methodology as that of the
present paper. Another extension that may be studied by using the same methodology
as that of the present paper is the stabilization of systems of 1-D parabolic PDEs of
the form

(7.1) it (t, ) = Pt pa(t, ) + viw; 5 (t, ) — Z gijuj(t, ) + (fi(ult]))(x)

fori =1,...,n,t > 0, z € (0,1) with various boundary conditions at z = 0 and
x = 1, where v = (u1,...,uy,) is the state, p; > 0 (i = 1,...,n) are the diffusion
coefficients, v; € R (i = 1,...,n) are the convection coefficients, ¢;; € R (i,j =
1,...,n) are reaction coefficients, and f; : L?(0,1) — L?(0,1) (i = 1,...,n) are
continuous mappings with f;(0) = 0 (¢ = 1,...,n). The only complications that
arise in this case are (a) the need to utilize vector small-gain results for abstract
control systems (like those included in [12]) and (b) the need of a preliminary state
transformation which eliminates the convection terms. Multiple control inputs may
also be considered in such a case.

Extensions to parabolic PDEs in higher spatial dimensions, controlled from a
part of the boundary, will require novel mathematical tools and cannot be handled
(in general) by the methodological toolbox that was used in the present work. While
it is reasonable to expect that even in higher spatial dimensions it will not be possible
to achieve gain assignment by boundary feedback, the situation will become more
complex, since the geometry of the domain and the way that the control inputs appear
in the boundary conditions will play a significant role.

Finally, the study of nonlinear local terms with superlinear growth in parabolic
PDEs of the form

(7.2) ug(t, ) = pugs(t, ) + f(z,u(t,z)) for t >0, z € (0,1)

with various boundary conditions at * = 0 and = 1, where w is the state, p > 0
is the diffusion coefficient, and f : [0,1] x R — R is a continuous mapping with
f(z,0) = 0 for z € [0,1], is very important. Small-gain results like Proposition 3.2
or Theorem 4.1 cannot be used in this case because small-gain results can guarantee
global stabilization only when a linear growth condition holds. In this case, novel
mathematical tools are needed in order to achieve global stabilization by means of
boundary feedback. Similar comments apply to the case where the nonlinear term
involves the spatial derivative of the state u.
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