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Robust Compensation of Delay and Diffusive
Actuator Dynamics Without
Distributed Feedback

Ricardo Sanz

Abstract—This paper deals with robust observer-based
output-feedback stabilization of systems whose actuator
dynamics can be described in terms of partial differential
equations (PDEs). More specifically, delay dynamics (first-
order hyperbolic PDE) and diffusive dynamics (parabolic
PDE) are considered. The proposed controllers have a PDE
observer-based structure. The main novelty is that stabiliza-
tion for an arbitrarily large delay or diffusion domain length
is achieved, while distributed integral terms in the control
law are avoided. The exponential stability of the closed loop
in both cases is proved using Lyapunov functionals, even
in the presence of small uncertainties in the time delay or
the diffusion coefficient. The feasibility of this approach is
illustrated in simulations using a second-order plant with
an exponentially unstable mode.

Index Terms—Distributed parameter systems, output
feedback, control design.

|. INTRODUCTION

IME-DELAY systems have received growing attention

from researchers over the past years as they are ubiquitous
in engineering applications, such as rolling mills, chemical reac-
tors, oil or gas factories, and networked control systems, among
others [1]. Large delays often lead to closed-loop instability if
they are not taken into account, and limit the achievable perfor-
mance of conventional controllers [2]. More recently, the ability
to manipulate flow properties has also become a question of ma-
jor technological importance, in which convection [hyperbolic
partial differential equation (PDE) dynamics] and/or diffusion
(parabolic PDE dynamics) occur [3]. Topics on compensating
infinite-dimensional actuator dynamics are introduced in [4].
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Traditional predictor-based controllers for time-delay sys-
tems, as developed in [5], [6], and [7], use control laws in
the form of integral equations, whose discretization may cause
problems in their practical implementation [8], [9]. The appli-
cation of new backstepping techniques developed for first-order
hyperbolic PDEs has also led to equivalent results, when applied
to time-delay systems [10]. Modeling the delay phenomenon as
a transport PDE has been shown to provide a solid framework
with ample tools for analysis and design [11]. In this context,
input-delay systems are just a particular case of a broader class
of systems with infinite-dimensional actuator dynamics, which
have attracted attention recently, and whose stabilizing con-
trollers also involve distributed (sometimes double) integrals of
the actuator state [12], [13].

Stabilization of input-delayed systems without distributed
terms has been pursued in different directions. A successful
approach consists of ignoring the distributed terms in the tra-
ditional predictor leading to a static feedback control law [14],
[15]. Another approach is based on designing observers to es-
timate the predicted state, rather than explicitly computing it.
The problem is then translated to that of state observation via
a delayed output measurement. The latter has been recurrently
approached in the literature without the need for integral terms
[16]-[18]. However, this fact has been used to deal with input-
delayed systems only recently. This idea was first devised in [19]
and further extended with an linear matrix inequality (LMI)-
based design methodology in [20]. In the past few years, this
technique has been extended to systems with input/output de-
lays and time-varying delays [21], [22]. In these works, a chain
of sequential observers is used, in which each of the components
estimates a prediction of the state over an interval, whose length
equals a fraction of the delay, achieving asymptotic stability for
arbitrarily large delays as the number of sequential predictors
goes to infinity.

This paper extends the ideas introduced recently in [23],
where the predicted state (for the delay case) or the “anti-
diffused” state (for the diffusive case) are estimated using suit-
able observers. Instead of using an infinite chain of sequential
observers, the infinite dimensionality in our approach stems
from the fact that the observer is given as a PDE. The back-
stepping observer design techniques developed in [10] and [12]
are exploited. Furthermore, uncertainties in the delay or the
diffusion coefficient are considered, which is a departure from
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[23] and makes the analysis substantially more complicated.
Robustness to delay uncertainties in the PDE framework has
been previously investigated in [24]-[26]. Upper bounds on the
uncertainties that guarantee exponential stability of the closed-
loop system are derived. In the nominal case, stabilization is
achieved for any arbitrarily large delay or diffusion domain,
even for unstable systems. Moreover, the controller design is as
simple as that of a conventional observer-based state feedback.
The proposed methodology is illustrated using a second-order
system with an exponentially unstable mode.

Notation: The state of a PDE is represented by a function
u(x, t), where t is time, and x is referred to as the spatial variable.
The 2-norm of a finite-dimensional vector X (¢) is denoted by
| X (t)]. The spaces Lo ([a,b]) and H; ([a, b)) are used, defined,
respectively, as the space of square-integrable functions and
the space of functions whose derivative is square-integrable, in
the interval [a, b]. If u € Lo, the corresponding norm is simply
denoted and computed by ||ul|? = f |u(z,t)|?> do, whereas if
u € Hy, then the Sobolev norm is defined by ||u|;, = ||lul]* +
[l ]|?. The minimum and maximum eigenvalues of a symmetric
positive definite matrix, Q > 0, are denoted by A(Q) and A(Q),
respectively.

[I. PRELIMINARIES

This paper deals with a class of systems whose actuator dy-
namics can be described in terms of PDEs. The first type of
systems considered in this paper are those described by

X(t) = AX(t) + Bu(AD,t) (1)
u(,1) = ug (2, 1) (2)
u(Dy,t) = U(t) 3)

Y(t) = OX(t) “

where X € R" is the ordinary differential equation (ODE) state,
A, B, and C are matrices with appropriate dimensions and
u € C! is the PDE state, whose spatial domain is given by

x € [z, Dy, 2z = min{0, AD}.

The system (1)—(3) is equivalent to an LTI system with an input
delay of D = Dy — AD units of time, where Dy > 0 is the
assumed plant delay and A D is a bounded delay mismatch. To
see this, note that the solution of (2) and (3) is given by

u(z,t) = U(t - (Do — x)) Q)

and thus u(AD,t) =U(t — D). Clearly, it is assumed that
AD < Dy so that the total delay D > 0 remains positive. If the
whole state is available and A D is known, the global asymptotic
stabilization to zero of (1)—(3) can be achieved by the predictive
feedback control law U (t) = K P(t), where

P(t)=e*PX(t) + /

AD

Dy
eADo—

Y Bu(y,t)dy  (6)
and the vector K is such that A + BK is Hurwitz. This follows

from the fact that the right-hand side of (6) equals X (¢ + D),
which can be seen using (5) and applying a change of variables.

The second type of systems treated here are those described
by

(t) = AX(t) + Bu(0,t) @)
ur(x,t) = eu“(sc t) (8)
uy (0,1) = )
u(D,t) = U(t) (10)
Y(t)=CX(t) (11)

where D > 0 is the spatial domain length, ¢ = ¢y + Ae is the
diffusion coefficient, in which ¢y # 0is known and Ae > —¢ is
a small additive uncertainty. In this case, the actuator dynamics
(8) is governed by a parabolic PDE, the so-called heat equa-
tion. Therefore, the control action undergoes a diffusive process
before reaching the ODE.

The similarities between (1)—(3) and (7)—(10) go beyond the
obvious ones. It turns out that, if the whole state is available
and e is known, a stabilizing control law for (7)-(10) is given
by U(t) = KTI(t), where

D
() = M(D)X (1) + / m(D - y)Buly,t)dy  (12)

the vector K is again to be chosen such that A + B K is Hurwitz,

and
1 Bl
= - d
6/0 M(€)dg

A

M@E) = [I B 6}51
€ =[I 0]e M

13)

(14)

being I € R™*" the identity matrix. This result is a slightly
modified version of Theorem 1 in [12].

Remark 1: While P(t) in (6) is the “predicted” state D units
of time ahead, i.e., P(t) = X (t + D), we shall refer to II(¢) in
(12) as the “anti-diffused” state.

A handicap of the control laws (6) and (12) lies in the fact
that they are actually integral equations, since the control action
appears explicitly on the left-hand side and under an integral
sign on the right-hand side. Therefore, the discretization of the
integral term for its implementation can lead to instability [9].
Furthermore, the whole state needs to be accessible, which is
often not the case in practice. In what follows, an output-based
control strategy is introduced, by means of which exponen-
tial stabilization is achieved. The key idea behind the proposed
control laws is to design observers to estimate the predicted
state P(t) for a system with delay actuator dynamics, or the
“anti-diffused” state I1(¢), for a system with diffusive actuator
dynamics. To this end, it is assumed that the pair (A, B) is
controllable and the pair (A, C) is observable.

[ll. DELAY ACTUATOR DYNAMICS

Theorem 1 below introduces an observer-based controller
for (1)—(4) and guarantees the closed-loop exponential stability.
First, the closed loop (31)—(36) are obtained, which are com-
posed of two systems (the state and the observer error, as it
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is usual in observer-based controllers). Because of the uncer-
tainty, these are coupled to a third one, given by (37)—(39). A
suitable (invertible) backstepping transformation is proposed to
map these systems into target systems whose stability is proved
via Lyapunov analysis. Exponential stability of the target sys-
tem is established by (55). After that, the stability of the original
systems is proved using the inverse transformations.

Theorem 1: Consider the closed-loop system composed of
(1)—(4) and the observer-based controller

P(t) = AP(t) + BU(t )+ e L(Y () —9(0,t)) (15)

O (2,) = b, (z,t) + Ce™ L(Y (t) — 0(0,t)) (16)
#(Dy,t) = CP(t) (17)
U(t) = KP(t) (18)

where K and L are such that A+ BK and A — LC are
Hurwitz. Then, there exists a § > 0 such that for all |AD| < 4,
i.e., for all D € [Dy — 4, Dy + 6], the zero solution of the
(X, u, P,d) system is exponentially stable, that is, there ex-
ist positive constants R and p such that for all initial condi-
tions (Xo,u, Py, %) € R" x Ly(z, Do) x R™ x Hi(z, Dy),
the following holds:

T(t) < RT(O)e"’f’
where

Y(t) = [XOF + lu@)lIZ, w5, + POP + 1003, 1,

Proof: Let us define a distributed output prediction by

z
(x— AD)

Ccet A=) Bu(y, t) dy.

AD
(19)
Computing the time derivative of (6) and the spatial and temporal

derivatives of (19), and using (1)—(4), one arrives at the following
ODE-PDE cascade system:

vz, t) = X +C

P(t) = AP(t) + BU(t) (20)

vi (2, 1) = ve (2, 1) 1)
v(Dy, t) = CP(t) (22)
Y (t) =v(AD,t) (23)

where an integration by parts in the variable y and the fact
that A and e** commute for all = was used in (20)—(21); and
(22)—(23) follow simply by evaluating (19) at x = Dy and z =
AD, respectively. The original input-delay system (1)—(4) has
been then mapped into the virtual system (20)—(23), in which the
delay is affecting the output. Let us introduce the error variables

P(t) £ P(t) - P(t) (24)

o(x,t) 2 v(x,t) — 0(x,t). (25)

Differentiating (24)—(25), using (15)-(17) and (20)—(23), and
adding and subtracting v(0, t), the observer error system can be

3665
written as
P(t) = AP(1) — APV Li(0,) — APV LT()  (26)
by (x,t) = 0, (x,t) — CeY Lo(0,t) — CeA*LI(t)  (27)
o(Dy,t) = CP(t) (28)
AD

where Z(t) =v(AD,t) —v(0,t) = vy (2, 1) dz, which
follows from the Newton—Leibniz formula. Now, let us intro-
duce the mappings (X, u) — (X, w) and (P, ) — (P, ), de-
fined by the backstepping transformations

w(z, t) = u(z,t) — Ke?@2P) X (1)

€T

— KeA(“"y)Bu(y, t)dy
AD

w(x,t) =0z, t) —

Using (18) and the transformations (29)-(30), the systems
(1)—(3) and (26)—(28) are mapped into

(29)

CeA#=Do) p(y). (30)

X(t) = (A+ BK)X(t) + Bw(AD,t) (31)
wy(x,t) = w, (x, 1) (32)
w(Dy,t) = —KP(t) (33)

P(t) = (A — e?Po LOe AP0 P(t) — AP0 La(0, 1)
— PO LI(1) (34)
@y (z,t) = b, (z, 1) (35)
w(Dy,t) =0 (36)

respectively, where (32) followed from an integration by parts,
(34) used (30) with & = 0, and (35) used the fact that A and
eA* commute for all z. Also, using (18) and (24), the system
(20)—(22) can be written as

P(t) = (A+ BK)P(t) — BKP(t) (37)
v (2, t) = vy (2, 1) (38)
v(Dy,t) = CP(t). (39)

Gathering previous expressions and after some straightfor-
ward manipulations, the overall transformation (X,u, P,0) —
(X, w, P,w, P,v) can be written as

w(z,t) = u(x,t) —

T

KeA(Z*AD)X(t)

— KeAT=Y) Bu(y, t) dy (40)
AD
Dy
P(t) =P X (¢ —|—/ eAPo=v) By(y, t) dy
AD
—- P(t) (41)
w(z,t) = Ce @D P(t) — b(x, )
D,
— C/ A=) Bu(y, t) dy (42)
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Dy

P(t)=e*PX(t) + / eAP0o=Y) Bu(y, t) dy (43)

AD
v(z,t) = CeATAPIX (1) + C . A7) Bu(y, t) dy.

(44)
The inverse transformation is given by
u(z,t) = w(z,t) + KeATBE)@=AD) x(4)
+ [ KA+ BE) @) Buy(y, t) dy (45)
AD
P(t)=P(t) — P(t) (46)
oz, t) = v(x, t) — w(x, t) — CeAl=Do) p(t) (47

where the fact that (45) is the inverse of (40) is proved in
Appendix A.

In order to assess stability, let us choose the Lyapunov
functional

V(t) = Vi) + Va(t) + Vs(t) (48)

where
a Dy
Vilt) = X" S X (t) + — / e"w(z,t)? do
2 Jap
ay [AD ,
+ vy e‘w(x,t)” da

The constants a;,b;,c; > 0 are specified in the subsequent
analysis, T = e 40 is defined for the sake of brevity, and
Sy = ST > 0,8, = ST > 0 are the solutions to the Lyapunov
equations

Si(A+ BK) + (A+ BEK)'S; = —Q,
Sy(A—LC)+ (A—LO)T'Sy = —Qs

(49)
(50)

for some symmetric positive definite matrices ()1 and @Q)-, re-
spectively. Using integration by parts,' the time derivative of

b
!By the differentiation under the integral sign rule one has that % fa e w(x,
b .

t)? dx = f” 2e* w(x, t)w, (x,t) dz, where (35) was used. Then, applying
. Lo b
integration by parts leads to % fa e*w(z,t)? de = ePw(b, t)? — e®w(a,

2 _ (Vo 2
t) L e w(x,t)* dx.

V1 (t) along the trajectories of (31)—(36) is given by

Vi(t) = —XTQ, X +2XT S, Bw(AD,t)

+ a—;eDDw(DO,t)2 - %eADw(AD,t)2

a [P 2 a1 AD 2
- —= e"w(z,t)” de + —e~"w(AD,t)
2 Jap 4
AD
- ﬂeﬁw(g7 t)* — ﬂ/ e“w? (x,t) da
1 1),

2
_ 7&(221)‘X|2 n (2|513| . aleAD> w(AD, t)?

MQ) 4

~ Dy

+ BeDo |K|*|P|* — ﬂ/ e“w(x,t)? da
2 2 Jap

ay [AD
- Z/ e“w(x,t)? da (51

where (49) was used and Young’s inequality was employed
to upper bound the second term. Proceeding in a very sim-
ilar fashion, the derivative of V5(t) along the trajectories of
(37)—(39) is obtained as

Vo = —byPTQ, P — 20 P" S, BK P
b b
+ EleD“v(Do,t)2 — 51€£02(L t)

b o 2 b2 p 2
—5/ e*v(z,t) dx—l—?e Y0 (Do, t)

by by [Po
— %e%t(g, t)2 — 52/ e vy (x,t)zdx

2 2

200|S BK|> | by ) -
—————— + ek | |P
( A(Q1) 2 2 ) 1P

by [P0

by [P0,
-2 et v(z,t)?de — =
2 J, 2 J,

by b b
< (R Beriop Rt ) PP

e v, (x,t)*dx (52)

where the bound
vi(Dy,t)* < k1| P> + k| P?

with r; = 2|C(A+ BK)? and kg = 2|CBK|*> was em-
ployed, which follows by differentiating (23), plugging (20),
squaring both sides and then using Young’s inequality. Similarly,
the time derivative of V;(¢) along the trajectories of (31)—(36)
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can be written as
4C0 |TT SQ L|2 2
. ~ 5 N TT 5 d.’L'
Vi = —coPTTT QuTP — 260 PT T Sy L (0, 1) ( QT
- c1 oL b
—2c0 PTTT S, LI(t) — %w(o t)? 22 e / tydr (54
4

o Dy

8 () de + %w(o,tﬁ

- C—leﬁﬁ}(x t)? — a i e“w(x,t)* da
R 1), ’
Dy
— ety (z,t)? —/ e"w? (x,t) dx

coA(TTQ>T) 4eo|TT Sy L
- 4 ATTQ.T)
2¢0|TT S L2
b (20lT %L e g gy
MTTQ,T) 4
Dy

[P+ I(t)?

C1

2 Jo
Dy
—/ e"w? (z,t) da

where the fact that 7" and A commute was employed; (50) and
W, (Dy,t) = 0 were used, where the latter follows by differen-
tiating (36) in time and using the resulting expression into (35)
evaluated at x = Dy; and Young’s inequality was employed to
upper bound the second term (2a’ b < |a|* /2 + 2|b|?) and the
third one (2a”b < |a|?/4 + 4|b|?). Gathering (51), (52), and
(53), and choosing

0
e w(z,t)? do — % / e w(z,t)? do

(53)

y AT QTIAQ)  Sme K
7T T 16[S,BK]Z )T A(TTQT)
W SISBE o A@Q) _ 8a|TTSLP
LAQEAPT T T 2P [CRT T T A(TTQeT)
The derivative of (48) is given by
. A Do
V) < 290 ‘Ll/ Cw(z, t)? dz
2 2 Jap
AD
o e“w(x,t)? dz
4
by A b
by [P
- e“v(x,t)*dr
2y
crl(TTQT) b ~
- ( = 16Q2 - 3 '{2) PF

in which the following bound was used:

max{0,AD}
Z(t)* < |AD| v (2,t) dx

min{0,AD}

§ §
< 5/ v (2,t)dr < 566/ e“v2(x,t) dz
xz xT

where the first inequality follows from Jensen’s, the second
holds because the integral of a positive function is an increasing
function of its upper limit and it is assumed that |AD| < §, and
the third one follows from the fact that €’e” > 1, Vx € [z, d].
Next, choosing

. [boA(@Q1) A(TTQ.T)
b -
2 < 4eD mln{ K 4ko
and selecting d such that
s bA(TT QT
(560 < 27( Q? ) )
800 |TT Sg L|2

It follows from (48) and (54) that
V(t) < —uV (1) (55)

where

o A@1)
s _mm{&\(sl)’ 327.(S5)

&(TTQQT) 800|TTSQL|26€5 _1
b A (TTQ2T) .

From (48), one can find that

E({R) < (56)

V(t) < ¥2E(t)
where

B(t) = |XP + lwl® + PP + vl + PP+ 1o,
and

a et

11 = max {)»(Sl), bor(S1), cor(TT SoT),

€T €T xX
biet byer ciet
2 "o T4 ¢
aleDO

2

wg = Imax {)\(Sl), boX(Sl), C()X(TT 5211)7

D
, € 0}.

Integrating (55) and then using (56), the following exponential
stability estimate is obtained for the transformed system:

=(1) < L20)e ", vt > 0.

byePo byePo ¢pelo
2 7 2 7 2

(57)
1
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Now, it is necessary to show the exponential stability of the
original system, that is, in the sense of the norm

T(t) = X7+ flul® + PP + [0,

Using (40)—(42) and (45)—(47), one can show that there exist
constants «; and (3; in [1, c0) such that

E(t) < | X + anllul® + as|P* + aul|olF,
T(t) < BIXP + Ballwl® + Bs PP + Bullvllz,
+ Bs P + fs @,
for all ¢ > 0, from which it follows that:
91 T(t) <E(t) < ¢ Y(1)

being ¢; = 1/ max f3; and ¢ = max «;. Therefore, one gets
the exponential stability estimate

(58)

T(t) < @@T(O)eﬂ“, vVt >0
Y1 ¢

thus completing the proof. |

Remark 2: Some similarities between the observer (15)—(17)
and the sequential observers from [16] can be observed, although
the exact relation is not clear. The continuous spatial variable x
in this formulation seems to play the role of the discrete index
7, used therein to denote each of the observer components.

IV. DIFFUSIVE ACTUATOR DYNAMICS

Theorem 2 mentioned below introduces the proposed
observer-based controller for (7)—(11) and guarantees the
closed-loop exponential stability. The proof is very similar to
that of Theorem 1. In this case, the two systems that compose
the closed loop are given by (78)—(85), which are also coupled
to a third one because of the uncertainty, given by (86)—(89).
Again, a suitable (invertible) backstepping transformation is
proposed to map these systems into target systems whose sta-
bility is proved via Lyapunov analysis. Then, the stability of the
original systems is proved using the inverse transformations.

Theorem 2: Consider the closed-loop system composed of
(7)—(11) and the observer-based controller

1I(t) = ATI(t) + BU(t) + My(D)L(Y (t) — 2(0,t))

(59)

0 (@,8) = €0y (2, 1) + C Mo (z)L(Y (t) — 2(0,t))  (60)

7, (0,1) =0 (61)

»(D,t) = CTI(t) (62)

U(t) = KTI(t) (63)
where

v
My(z)=[I 0]el! O

T
ol
The matrices K and L are such that A + BK and A — LC are

Hurwitz and ¢y > 0. Then, there exists a > 0 such that for all
|Ae| <6, i.e., for all € € [ey — &, €9 + d], the zero solution of

the (X, u, ﬂ, 1) system is exponentially stable, that is, there ex-
ist positive constants 12 and p such that for all initial conditions
(Xo,u0, o, ) € R x Hy (0, D) x R" x H,(0, D), the fol-
lowing holds:

Y(t) < RY(0)e ™
where
Y(t) = |X@OF + u®)llF, 0.0 + PO+ 1903, 0.0)-
Proof: Let us define
v(z,t) = CM(z)X(t) + C/” m(z —y)Bu(y,t)dy. (64)
0
Computing the time derivative of (12) and the spatial and tem-

poral derivatives of (64), one arrives at the following ODE-PDE
cascade system:

II(t) = AII(t) + BU(t) (65)
v (xz,t) = evp, (2, 1) (66)
v(D,t) = CII(¢) (67)
v;(0,t) =0 (68)
Y (t) = v(0,¢). (69)

See Appendix B for details. Analogously to the input-delay case,
the original system with diffusive actuator dynamics (7)—(11)
has been mapped into the virtual system (65)—(69), in which
the diffusive dynamics is affecting the output. Let us define the
error variables as

OESUGES( (70)

v(x,t) 2 vz, t) — oz, t). (71)

Differentiating (70) and (71) and using (59)—(62), the observer
error system is obtained as

1I(t) = AlL(t) — Mo (D)L(0,t) (72)
Dp(a,t) = €0y (x,t) — CMo(2)Lo(0,t) + Aevy, (x,t)

(73)
5.(0,8) = 0 (74)
7(D,t) = CTI(t). (75)
Now, let us introduce the backstepping transformations
w(x,t) = u(x,t) — KM (x)X(t)
- K /L m(z —y)Bu(y,t) dy (76)
0
w(x,t) = i(x,t) — CMy(z) My (D) I(t).  (77)

Using (63) and the transformations (76) and (77), the systems
(7)—(10) and (72)—(75) are mapped into

X(t) = (A + BK)X(t) + Bw(0,¢) (78)

wi(x,t) = ewyy (, 1) (79)
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while the inverse transformation is given by
2(0,8) =0 80
ws(0,%) . (50 u(z,t) = w(z,t) + KN(z)X(t)
w(D,t) = —KII(t) (81) @
. ] +K [ nta = p)Buly. ) dy 95)
II(t) = (A = Mo(D)LCM,(D)~")II(t) 0
— My(D)Lw(0,t) (82) II(2) = TI(t) — T1(¢) (96)
Wy (2,1) = €0War (T,1) + A€vy, (83) D(w,t) = v(x,t) — CMo(z)M (D) 'TI(t) — db(w,t)  (97)
W, (0,1) = (84) where
v(D,t) = 0. 85 1 [
(D, 1) (85) :,/ N(€) de
€Jo
Most of the calculations involved in the transformation men- A+EBK
tioned above are the same as those carried out in Appendix B. NE =T 0 T 0 Srr
Some hints follow: (78) employed (76) evaluated at x = 0 (&) = [ ]e o0l

and (139); (79) followed after subtracting the first-in-time and
second-in-space derivatives of (76), applying integration by
parts twice, and using (133)—(136), and (138) and (139); (140)
was used to obtain (80) while M (0) = 0 was used to obtain
(84); and finally, (83) used M/ (x) = ealAMo () and the fact
that A and M (x) commute for all z. On the other hand, using
(63) and (70), the system (65)—(68) can be written as

I1(t) = (A + BK)II(t) — BKTI(t) (86)
ve(,t) = Vg (2, 1) (87)
v, (0,t) =0 (88)
v(D,t) = CTI(t). (89)

Gathering previous equations, the overall transformation
(X,u,11,0) — (X, w, I, w,II,v) can be written as

w(z,t) = u(z,t) — KM (z)X(t)

— K/o m(z — y)Bu(y,t)dy (90)
~ D
fi(t) = M(D)X(t) + / (D - y)Bu(y, ) dy

— TI(t) 91)

1I)(£L’,t) = CMO(x)MO(D)ilﬁ(t) - ﬁ(xat)

+CM(z)X

(t) + C/Ox m(z —y)Bu(y,t)dy
- CMO(a:)MO(D)l(

+ /D m(D —y)Bu(y, t) dy) ©2)

0

D
II(t) = M(D)X(t) + /0 m(D — y)Bu(y,t)dy  (93)

v(z,t) =CM(z)X

t)+ C’/” m(z — y)Bu(y,t)dy (94)
0

The fact that (95) is the inverse of (90) is proved in Appendix C.
In order to assess stability, let us choose the Lyapunov functional

V(t) = Vi(t) + Va(t) + Vs(t) (98)
where
T ! 2, @2 2
Vi(t) = ao X" 51X + o flwll” + o flw |
b
Vo(t) = by ST+ 2L 4 2
Vs(t) = 11" My " Sy My 1H+ (IIwII2 + [l |?)
where My = My (D) for the sake of brevity and S; = S > 0,
Sy = ST > 0 are the solutions to the Lyapunov equations
Si(A+ BK)+ (A+ BK)'S; = -, (99)
Sy (A= LC)+ (A= LC)" Sy ==Qy  (100)

for some symmetric positive definite matrices () and (). Using
integration by parts,” the time derivative of V;(¢) along the
trajectories of (78)—(81) can be written as

Vi(t) = —ao X7 Q1 X + 2a9 X" S Bw(0,1)
+ ayw(D, t)w, (D, t) — a ||w, ||
+ A2 Wy (D7 t)ww:v (D» t) — a2 ||wz¢ H2

aMQ1) o, 2a0]S:1BJ? 5
< JB02) w2 | ZWOINZT g ¢
2 X AQ1) ©.9)
Da?

a
—+ ﬁwr (D,t)2 + Daswg, (D,t)Q

— ay|Jw, || = a2 ||wee || (101)

2By the differentiation under the integral sign rule one has that
)2 = fo w(x, t)wy (2, t) do, where (79) was used. Then, ap-
fracllw®)? = w(D, tyws (D, 1) -

dt 25 H (
plying integration by parts leads to
w(0,)w, (0,1) — |lws ()2
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where Young’s inequality was conveniently used multiple times.
To proceed, some inequalities are derived next. By the funda-
mental theorem of calculus and Jensen’s inequality, (w(D7 t) —

w(0,1) ) fo w, dz)? 2, and then expanding the
squared difference and employing Young’s inequality to upper
bound the cross term leads to

w(O,t)2 < 2w(D,t)2 + 2D\|wx||2.

(102)

Proceeding in a similar way with w, and w, and using (80) and
(85), respectively, yields

wy (D, 1) < D|w,,|? (103)

w(0,)* < Dl ||, (104)

Integrating ||w||? by parts and using Young’s inequality con-
veniently, leads to ||w||* < 2Dw(D,t)? + 4D?||w, ||, from
which we get
1
- < —w(D,t)? — —|w|?
follows. Using the same procedure with ||w, ||* and taking (80)
into account yields

(105)

<5 (106)

Using (102) and (103) into (101) and selecting
8Day|S; B|?
= ——
A(Q1)
yields

ao)»(Q1)

Vi(t) < — X2 + Dayw,, (D, t)?

4&0‘S1B|2 Dal) 2
(a5 wio

a a
- EIHU’IHZ - ?QHU’MHZ

Now, using (105)—(106) into (107), one can write

(107)

. A
Vi(t) < — 2% <Q1)|X\2 + Dayw,, (D, t)?
4ap|S1 B>  Da? ) 5
+ + — Jw(D,t
( K@) " w i (D0
ay 2
- — 1
Furthermore, using (79), (81), and (82)
Wep (D, 1)? < Ky [T 4 Kow(0,1)? (109)

where Ky =2 2|K(A— MyLCM;")|?> and Ky = 2¢72
|K My L|?. Using (81), (104), and (109) into (108) yields

' apk(@1)
V1(t) < ,OT

4a0|S1B|2 Da% aq ) 9
+ + +—L)IK
(( 2@y e i) K

[ X[* + D*as s ||, ||

we .

(110)

+ Dazfﬁ) P — SDQ Jw

Similarly as before, using integration by parts and Young’s in-
equality, the time derivative of V5 (t) along the trajectories of
(86)—(88) can be bounded by

Va(t) = —boIIT Q11 — 2by 117 S} BKTI
+ biv(D, t)v, (D, t) — by ||v, ||*
+ bovy (D, 1) (D, ) — b ||V |2

2 ~
<_ boK(Q1)|H‘2 20y |S1 BK | hiiE
A(Q1)
b2 by
1 D 2 I D 2
+ b2 ( 7t) + 4DVJL( ’t)

bo
+ EVT(D t) + DbZVm;c(Dat)2

= billve ” + b2 flvee |)®

bA(Q1) | Di|CP?  bi|CP 2
< — = Dbyrg | |IT
< - (a0, PRI WL+ i ) i
20|51 BK|? > = o
—————— + Dbyry | |11
( @y ) M
2 2
where the inequalities
ve (D, t)? < Dl |? (112)
1
_ 2 2 2
lvalP < (D17 = sl (13)
Voo (D, t)? < kg 1? + kg |1 (114)
with k3 = 2¢72|C(A+ BK)|? and k4 = 2¢ 2|CBK|* were

used. Note that (112) and (113) follow by the same procedures
used to derive (103) and (105), respectively, whereas (114) fol-
lows from (86)—(89). Choosing

} (115)

b, = min{

in (111) yields

boA(Q1)bs boA(Q1)D
SDICIZ *~ 4O

V() < — (bo)»ngl) + Dby ) P

<2b0|S1BK|2
AQ1)

by
WHVHQ -

+ DbQKZ4) |1:[|2
(116)

by
?HVMHZ

Again, integrating by parts, using Young’s inequality and (104),
the derivative of V5(¢) along the trajectories of (82)—(85) can be
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bounded by leads to
. . A A
Vi(t) = (Mg T QoM VI — 2M; T Sy Lo (0, ) V() = 2 (Q1)|X|2 (% —Dbz/-eg) i
— ¢ ||l |2 —i—clg/ (2, t)Vpy (2, t) da A(M;T QM) ~
€0 Jo — (% — Db2/<,4 — Daglﬁ) |H|
A D
el e [ ) de Sl — e
€0 0 Wy
MMy QoMY -
<200 20 Dy = (2 =607 (29) e ) o
2 4D2 €
8D|M; T S, L|? e
! ) (&1 C1 ~
+ <A(M0_TQ2M0_1) e | e | -(5- D%m) .| = Sl (120
Ae [P i
+CIE_U€ 0 B, e (2, ) dae Now, choosing ) 1
1 MMy My
Ae D a2:8—Dmin{Dcl ,_( OQQQ 0 )}
—01Hu~1m||2+clg/0 Wy (2, )y (2, 1) da. 2 “1T 1
1 - -
(117) by = — min bOA(Q1)7A(M0 Q2Mo )
8D K3 2Ky
Integrating [|w||* and ||, ||* by parts, using Young’s inequality ;. (120) yields
and taking (84) and (85) into account, one can show that
B ao)»(Ql) s DoA(Q1) |12
lalP < 4Dl P < 4D, 2. 1y VO = T X - el
Using Cauchy—Schwartz, Young, and (118), the following _ A(M, TQ? )|H|2
bounds are derived:
ay 2 2
Ae [P A — oz llvll” = gz llwe |l
6_06 i ’lDsz dz < _||wx||2 +4D2 (qf) ||sz||2 8D2 8D2
Ae
2 2 2
A A\ P - ( oo (2) ) 1|
6—06 [ v do < _||wm||2 +2D? (6—06) [P €0
- %kul? - S s | (121)

which plugged into (117) and after choosing
Integrating ||z, || by parts, using Young’s inequality and taking

16D| My T Sy L|?
_ 16D|M, " Sy LI" (84) into account, one gets ||, ||* < 4D?||v,.||>, which can be

= T 1
A(My " Q2 M) used, along with (118), to further bound (121) as
yield . ao)»(Ql) bO)\(Ql)
- V(o) = X — A e
. Q2 M,
Vs(t) < ——|H|2 &(M(; Qo M;! )|1:[|2
. . a 8
- ZHWJEHQ - EHWMHQ ay 9 2
. T N
+ 6D? (?{)) 01”1/:5;0”2' (119) by ) by , [ Ae 2 1 )
— 2 wr- (2 -eD? (= ——|lv,
| | el = (5 -0 (25) e ) ol
Gathering (110), (116), and (119), and selecting
~ 112 ~
- - - _ g0l = 5 [l | (122)
o ) a2 QM) (Mg Qu M) D “0 8D
b 24DK|? 6[K|2 Assuming |Ae| < § and selecting
_ _ b
_ A(M() TQZM() 1)&(@1) 6 < — =2
ay = 2D 361
72|51 B|?| K |2
_ _ it follows from (98) and (120) that
b =AMy T QoM )A(Q1) .
0 24|, BK|? V(t) < pV(t)



3672 IEEE TRANSACTIONS ON AUTOMATIC CONTROL, VOL. 64, NO. 9, SEPTEMBER 2019
where
T 1 —Xi(t)
. &(Ql) &(Mo Q2 M, ) — — 0(0,%)
p = min 8X S ' QT MfTS M71 — — LY P Pi(s)}| ]
(51) 8A(My " SaMy )
1 6D?(Ae/e)?cy € €0 :
i . 5
2 by 2D2%° 16D?
Now, from (98), one can find that X, (1)
— — L4 P P)
Y12() < V() < haE(1) (123)
where . . .
= 2 2 12 =12 2 2 o 5 1o 15
2(t) = [ X[+ [lwllz, + 17+ @7, + 17 + vz,
and
11 = min {aOA(Sl) bo)»(51> (M SQ ) —U((t)) |
— — u(0,t)[
1‘0 15

1
imin{al,ag,bl,bg},%}

1/J2 = max {QQX(Sl), bOX(Sl),x(M(;TSQM(;l)

cl
’ 260 '

Hence, the following exponential stability estimate is obtained
for the transformed system:

(1) <

Now, an estimate is derived in terms of
T(t) = X + [lul, + 1+ (2], -

Using (90)-(94) and (95)-(97), one can show there exist con-
stants «;, 3; such that

1
— b1,b
QGmaX{al,am 1,02}

[I]

(124)

E(t) < an| X[+ aslullfy, + as[TI]* + aul|2] 3,
Y(t) < BiIXP + Ballwly, + B3P + BallwllF,
+ Bs |T1)> + Bs |V %, -
for all ¢ > 0, from which it follows that:
¢ Y (1) <E@) < ¢Y(1)
being ¢ = 1/ max (;, ¢» = max ;. Therefore, from (124)
and (125), one gets the exponential stability estimate
ey ¢2
= o1

completing the proof. |

(125)

Y(t) < T(0)e ", ¥t > 0

V. SIMULATIONS

The proposed control strategies are illustrated in this section
using a second-order system defined by

A:[(l) H, B:[ﬂ, and C=[1 0]

which has an exponentially unstable mode, provided that the
poles of the system are located at s = £1. The feedback gain

Fig. 1. Nominal simulation of a plant with delay actuator dynamics,
where X (0) = [1, 2]”, P(0) = [0, 0]7, and ©(x,0) = 0, Vx € [0,1).
15 T T T T
10l —Xi(t) 4
7T — — 3(0,2)
5 // —_— ﬁ—l{e—Dspl(s)} .
o/ S
5 \ | \ \
0 5 10 15 20 25
5 .
(1) 2 o=
\\§ o
5 | : : \
0 5 10 15 20 25
5 T T T T
—U@®)
— — u(0,t)| ]
15 \ \ \ \
0 5 10 15 20 25
Fig. 2. Robust simulation of a plant with delay actuator dynamics,
where X (0) = [1, 2]”, P(0) = [0, 0]7, and ©(x,0) = 0, Va € [0,1).

matrices are chosen as K = LT = [~2, —2], which guarantee
A+ BK and A — LC Hurwitz, being all their poles located at
s=—1

A. Delay Case

First, we consider the case modeled by (1)—(4), in which the
input is affected by a delay D = 1. The control law (15)—(18)
is implemented using an upwind scheme (first order accurate,
both in time and space) for the PDE discretization. Simulation
results are shown in Fig. 1 for the nominal case, that is, with
Dy = 1. Note that the system (solid blue) runs in an open-loop
fashion until the control action reaches the system at ¢ = D.
The observer estimates P1 and Pg, which are actually D units
of time-ahead predictions, are shown delayed by D units of
time (dashed red), to match the actual state (blue). One can also
see that the value of ¢ at the spatial location x = 0 contains an
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6 T T

— X (1)
4 — — 2(0,t) T
— — £ Ycosh™ ' (D\/s/)Ii(s)}
2 J
% 5 m 15
4 T T
—X(t)
’ \/ L H{eosh™ (D/s/e)TLy(s)} | T
oF""~
~
~ >~ —
2 5 10 15
0
2 4
4 J
—0
6 — — u(0,) [
® m 15

Fig. 3. Nominal simulation of a plant with diffusive actuator dynamics,
where X (0) = [1, 2]7, T1(0) = [0, 0], and #(z,0) = 0, Vz € [0,1).

actual estimation of the output (dashed black), as expected. The
bottom plot shows the control law (blue) and the actual signal
that reaches the ODE (black), which is simply delayed by D
units of time.

Robustness is also shown in Fig. 2, where a +5% additive
disturbance in the time delay is considered, that is, D = 1.05.
One can see that the asymptotic stability is preserved in spite of
the uncertainty.

B. Diffusion Case

Now, we consider the case modeled by (7)—(11), in which
the input undergoes a diffusive process through a domain of
length D = 1 with a diffusive coefficient e = 1. The control law
(59)—(63) is implemented using a first-order-in-time and second-
order-in-space discretization for the PDE. Simulation results are
shown in Fig. 3 for the nominal case, that is ¢y = ¢ = 1. The
system states are depicted at the top and central plots (blue).
Recall that fIl and fIg, are actually the “anti-diffused” state
estimates, as discussed in Remark 1. Then, we plot the observer
estimates after undergoing a diffusion process through a domain
of length D = 1 and with € = 1 (dashed red), to see that they
match the actual state (blue). One can also see that the value of
© at the spatial location « = 0 contains an actual estimation of
the output (dashed black), as expected. The bottom plot shows
the control law (blue) and the actual signal that reaches the ODE
(black).

Robustness is also illustrated for this case, performing one
more simulation in which € = 2 while we keep ¢y = 1. The
results are shown in Fig. 4, where it can be seen that small
oscillations appear, but stability is preserved.

VI. CONCLUSION

The problem of compensating delay or diffusive actuator dy-
namics via output measurement has been addressed in this pa-
per. Furthermore, the compensation is achieved for any arbitrar-
ily large delay or diffusion domain length, respectively, while
avoiding integral terms. Robustness under small variations in
the delay size or the diffusion coefficient has been also proved.

4 T T T T
al —%0 ]
— — (0,1
2 — — £ {cosh (D50 ()} |
1 4
0
0 5 10 15 20 25

—Xu(t)

2 — — £ Ycosh ™ (D\/s/e)y(s)} | T

0 N —
T ———
7

2 L L | |

0 5 10 15 20 25
0 T
2 4
4 i

—U®

6 — — u(0,)|
8 L L | |

0 5 10 15 20 25

Fig. 4. Robust simulation of a plant with diffusive actuator dynamics,
where X (0) = [1, 2)7, 11(0) = [0, 0]”, and #(z,0) = 0, Vx € [0,1).

The proposed control laws may be of interest in practice as one
only needs to take care of the PDE discretization. Although it
may not be a straightforward task, ample tools are available
for that purpose. Future work may include extending the same
procedures to actuators governed by wave dynamics or more
general types of PDEs.

APPENDIX A

The transformation (40) can be compactly written as
w(z,t) =u(z,t) — f(x — AD)X(t) — (g *u)(x,t) (126)

where f(x) = Ke*, g(r) = Ke’*B and * denotes the
convolution operator in the z variable, i.e., (g*u)(z,t) =
I g9(z — y)u(y, t) dy. Note that the limits of the integral
can be truncated assuming that ¢ : [0,00) and provided that
u: [AD, Dy] x [0, 00). Taking the Laplace transform of (126)

yields
w(o,t) =Tu(o,t) — K(oI — A)te 2P7X(t)  (127)

where ¢ is the Laplace argumentand I' = I — K (o — A) "' B.
Solving (127) for u(c, t) yields

u(o,t) =T w(o,t) + T K (ol — A)le 2P X (1) (128)

where I''! =1+ K(oI — A— BK) ™' B, which follows by
the Woodbury identity. Adding and subtracting K (ol — A —
BK)'toT''K(oI — A)~! and using the identity (¢ — A —
BK)™'(I = BK(cI — A)™') = (oI — A)7! leads to

I'K(oI —A)! = K(ol — A— BK) ™. (129)
Finally, plugging (129) into (128) and taking the inverse Laplace
transform yields (45), which completes the proof.

APPENDIX B

The proof of this transformation requires several intermediate
results that are derived first. Let us start by defining

oo = [ ME©BE

)

(130)



3674

IEEE TRANSACTIONS ON AUTOMATIC CONTROL, VOL. 64, NO. 9, SEPTEMBER 2019

to rewrite (12) and (64) in a more compact notation

D
() = MDX(O + [ aDwutnidy a3
0
vat) = CM@X(0) +C [ aeulndy. (132
0
Note that (130) satisfies the following relations:
Qe (T,Y) = qyy (2, ) (133)
q(v,x) = (134)
€qy(v,y) = —M(x —y)B (136)

Let us define R = [(IJ AO/E} and ®* = [I 0] so that M (&) in
(14) can be expressed as M (¢) = ®7ef**®. Direct computa-
tions then show that

M'(¢) = T RefC @ (137)
M" (&) = T R*?e™d = P AM(€) (138)
where the last equality follows from the fact that

®T R? = e A®T, which is readily verified. Evaluating (14)
and its derivative (137) at £ = 0, the following holds:

M(0) =1
M'(0) = 0.

(139)
(140)
Now, integrating (138) from 0 to = — y on both sides, post
multiplying by B and using (140) yields

Mia—pB=cta [ MOBIE = Agey) a4

where the last equality follows from (130). Differentiating (136)
and using (141) leads to

€qyy (z,y) = Aq(z,y). (142)

The equations derived so far in this appendix are instrumental,
which are next used to show how to obtain the transformed
system (65)—(69). Differentiating (131), using (7) and (8) and
integrating twice by parts, yields

I1(t) = M(D)[AX (t) + Bu(0,t)] + (qy(D,O)u(O,t)

—Qy (D7 D)U(D, t) - q(D7 O)ua: (07 t)

D
+ /0 Qyy (D, y)u(y,t) dy)e- (143)
Using (9), (136), and (139), one can simplify (143) to
II(t) = M(D)AX (t) + Bu(D,t)
D
+ / €qyy (D, y)u(y,t) dy. (144)
0

Plugging (142) evaluated at x = D into (144), using (131) and
the fact that M (D) and A commute, yields (65). On the other
hand, (66) can be obtained by computing the first-in-time and
second-in-space derivatives of (132), integrating twice by parts
in the former, subtracting the resulting expressions and using

(133)—(136), (138)—(139). Finally, (67) follows simply by evalu-
ating (64) at x = D, while (68) follows by evaluating the spatial
derivative of (64) at z = 0 and using (140).

APPENDIX C

First, it is shown that M (z) can be alternatively rewritten in
terms of a hyperbolic function as

M (x) = cosh(z+/A/e).

Let us recall the matrices R and ®, defined in Appendix B.
Because of their structure, it is verified (by direct computa-
tions) that ®7 R?"1® =0 and ®T R* & = (A/e)’, for all
j€{0,1,...,00}. Therefore, using the Taylor expansion
of the matrix exponential, one has that M (z) = ®Tefi*® =
Yoo (®T R ®)a ful =30 (Afe)" ™ /(2n)! = 3702,
(x+/A/e)*" /(2n)! = cosh(x\/A/e), which proves (145).
Using (145), the backstepping transformation (90) can be
compactly rewritten as

w(z,t) =u(z,t) — f(x)X(t) = (g x u)(z,t)
where f(z) = K cosh(zy/A/e), g(z) =€ 'K [ f(£)déB

and x denotes the convolution operator in the = variable. Taking
the Laplace transform of (146) yields

w(o,t) = Tu(o,t) — Ko(o?T — AJe) ' X (t)

(145)

(146)

(147)

where o is the Laplace argument and I' = I — e ' K (0] —
A/e)~! B. Solving (147) for u(o, t) yields

u(o,t) =T w(o,t) + T ' Ko(o®T — AJe) ' X (t) (148)

where T"!' =T+ ¢ 'K (6*I — (A+ BK)/e)"'B, which
follows by the Woodbury identity. Now, adding and sub-
tracting Ko(o?I — (A+ BK)/e)™* to TI'!'Ko(o*I —
A/e)™' and using the identity (0?1 — (A + BK)/e) [l —
e 'BK(0?I — Ae)™ '] = (0®I — Ae)~! leads to

I''Ko(o?T — AJe)™ = Ko(o?T — (A+ BK)/e)™".
(149)
Finally, plugging (149) into (148) and taking the inverse Laplace
transform of the resulting expression yields (95), which com-
pletes the proof.
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