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Summary
We present a Newton-based extremum seeking algorithm for maximizing higher
derivatives of unknown maps in the presence of time-varying delays. Dealing
with time-varying delays has impact in the predictor design in terms of the
transport PDE with variable convection speed functions, the backstepping trans-
formation as well as the conditions imposed on the delay. First, the delay can
grow at a rate strictly smaller than one but not indefinitely, the delay must
remain uniformly bounded. Second, the delay may decrease at any uniformly
bounded rate but not indefinitely, that is, it must remain positive. We incor-
porate a filtered predictor feedback with a perturbation-based estimate for the
Hessian’s inverse using a differential Riccati equation, where the convergence
rate of the real-time optimizer can be made user-assignable, rather than being
dependent on the unknown Hessian of the higher-derivative map. Further-
more, exponential stability and convergence to a small neighborhood of the
unknown extremum point are achieved for locally quadratic derivatives by using
backstepping transformation and averaging theory in infinite dimensions.

K E Y W O R D S
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1 INTRODUCTION

In this article, we analyse the problem of nonmodel based and general scalar extremum seeking (ES) of higher derivatives
in the presence of time-varying delays. We use the term general to express that we can find an optimum of a function itself
as well as of its arbitrary derivatives. In recent time, ES becomes very popular in theory,1-7 as well as applications.8-11 More-
over, there is a great scientific interest in ES coupled with distributed and networked control systems,12 since the most
sensor signals are sent over communication networks, like in wind turbines or photovoltaic systems,13 or are controlled
remotely.14

We focus on Newton-based ES where the convergence rate of the real-time optimizer can be made user-assignable,
rather than being dependent on the unknown Hessian of the higher-derivative map. However, the overall system sta-
bility as well as the convergence properties in ES are strongly affected by delays which occur due to measurement,
computational, and transmission delays or transport leg and can degrade the performance of the system or even
destabilize it.

The work was carried out at the University of California - San Diego. The material in this article was not presented at any conference.
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F I G U R E 1 Block diagram of the basic
prediction scheme for compensation of
time-varying delay D(t)=DIN (t)+DOUT(t) in
Newton-based ES for maximizing higher
derivatives. The predictor feedback with a
perturbation-based estimate of the Hessian’s
inverse obeys Equations (6), (31). The
demodulating and dither signals are given by
Υ(n+1), Υ(n+2), and S(t) which are calculated
according to (8b)-(8d), and (9)[Colour figure can
be viewed at wileyonlinelibrary.com]

For Newton-based ES in presence of constant delays we already presented the tools in our work,15,16 following the
mathematical foundation of ES for functional differential equations presented in Reference 17. The first attempt of con-
sidering ES under time-varying delays was done in Reference 18. However, only the gradient ES algorithm was developed
and the optimization process was performed to the map itself and not to the general case of the derivatives of the map.

The contribution of this article is a novel approach to general Newton-based ES where we use a predictor-based feed-
back system to stabilize our ES algorithm despite the presence of arbitrarily large time-varying delays. We rigorously
derive the necessary steps to prove the stability for locally quadratic higher derivatives via backstepping transformation
and averaging theory in infinite dimensions, considering the whole system as infinite dimensional due to delays. The
extension to time-varying delayed systems with low-pass filtered boundary condition19 is one further contribution not
reported in the ES literature yet. Simulation results validate the applicability of the proposed algorithm.

2 SYSTEM DESCRIPTION

In scalar ES one wants to maximize (or minimize) the output y ∈ R of an unknown nonlinear static map h(𝜃) by varying
the input 𝜃 ∈ R in real time. As mentioned above, we have to consider that the output may be affected by time-varying
delays since even small delay can cause instability or performance degradation. Hence, we assume that there is a known
time-varying delay D(t)≥ 0 such that the delayed output17

y(t) = h(𝜃(t − D(t))). (1)

For notation clarity, we assume that our system is output-delayed. Since any input delay can be moved to the output
of a static map, the results can be directly extended to the input-delay case. The case when input delays DIN(t) and output
DOUT(t) delays occur simultaneously can be handled by assuming that the total delay is D(t)=DIN(t)+DOUT(t), with
DIN(t), DOUT(t)≥ 0.

In Figure 1, we illustrate the proposed scalar version of the Newton-based ES for maximization of higher deriva-
tives based on predictor feedback for delay compensation. We state our optimization problem of the delayed output as
follows

max
𝜃∈R

h(n)(𝜃(t − D(t)), (2)

where h(n)(⋅) is the nth derivative of a smooth function h(⋅): R → R.

Assumption 1. Let us define

Θmax = {𝜃|h(n+1)(𝜃) = 0, h(n+2)(𝜃) < 0} (3)

http://wileyonlinelibrary.com
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to be a collection of maxima where h(n) is locally concave. Now assume that Θmax ≠ ∅ and 𝜃∗ ∈ Θmax . For simplicity we
assume that Θmax = {0}.

2.1 System and signals

Let 𝜃̂ be the estimate of maximum point and

𝜃(t) = 𝜃̂(t) − 𝜃∗ (4)

be the estimation error satisfying Assumption 1.
From the block diagram in Figure 1, the error dynamics can be written as

̇̃𝜃(t) = ̇̂𝜃(t) = U(t), (5)

where U(t) is the control output. Moreover, we have

𝛾̇ = kR𝛾(1 − 𝛾ĥ(n+2)), ̇̃𝛾 = kR[𝛾̃ + (h(n+2))−1][1 − ĥ(n+2)(𝛾̃ + (h(n+2))−1)], (6)

where the first equation in (6) is a differential Riccati equation13 and 𝛾̃(t) = 𝛾(t) − (h(n+2))−1 is the estimation error of the
Hessian’s inverse.

The demodulating signals
̂h(j)(t) = y(t)Υj(t − D(t)) (7)

are used to estimate the gradient (j=n+ 1) and the Hessian (j=n+ 2) of h(n). The Equation (6) will be used to generate
an estimate of the Hessian’s inverse.

Now, we rearrange the equations given in Reference 20, by changing them to the following:

𝜃 = 𝜃̂ + a sin(𝜔t), (8a)

Υj(t−D(t)) = Cj sin
(

j𝜔(t− D(t))+ 𝜋
4
(
1+(−1)j)) , (8b)

Cj =
2jj!
aj (−1)F , (8c)

F =
j −

|||||sin
(

j𝜋
2

)|||||
2

, (8d)

where j=n+ 1 for the gradient and j=n+ 2 for the Hessian estimate. We define the additive dither signal as

S(t) = a sin(𝜔t) (9)

which is not delayed.
In addition, we switch from maximization to minimization problem by setting sgn(𝛾0) = sgn(h(n+2)(0))with 𝛾0 as initial

value of 𝛾 , where 𝛾(t) is an estimate20 of H−1.

2.2 Conditions on time-varying delay

Consider the continuously differentiable functions of the delay time 𝜙(t), which is defined as

𝜙(t) = t − D(t), (10)
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and which satisfies the conditions

𝜙(t) ≤ t, ∀t ≥ 0, (11)

and

d
dt
𝜙(t) ≥ 0, ∀t ≥ 0. (12)

Assumption 2. The output time-varying delay D(t) fulfills

−∞ < d < Ḋ(t) < d < 1, (13)

where d and d are constants.

This is consequence of (10) and (11). Furthermore, from Assumption 2 we conclude that 𝜙(t) is strictly increasing. We
need this to ensure the invertability of 𝜙(⋅) as we will see it later. Moreover, we define prediction time as follows

𝜙(t)−1 = t + D(t), (14)

where 𝜙(t)−1 is the inverse function of 𝜙(t).
Conditions (11) and (12) are related to causality issues and to guarantee the terms t − 𝜙(t) and 𝜙−1(t) − t associated

to the delay-time and prediction-time are both positive and uniformly bounded, but not directly related to the type of
convergence (exponential or asymptotic) of the algorithm. It is worth mention that such conditions were already assumed
in the previous publications on stabilization for linear systems with time-varying input delay in Reference 21 and [22,
Chapter 6].

For better understanding, we state few remarks on the time-varying delay:

a. the delay function D(t) is strictly positive (technical condition ensuring that the state space of the input dynamics can
be defined);

b. the delay function D(t) is uniformly bounded from above;
c. the delay-rate function Ḋ(t) is strictly smaller than 1, that is, the delay may only increase at a rate smaller than 1;
d. the delay-rate function Ḋ(t) is uniformly bounded from below (by a possibly negative finite constant), that is, the delay

may decrease at a uniformly bounded rate;
e. The delay function D(t) is not periodic in T = 2𝜋∕𝜔 such that Dav(t)=D(t), where 𝜔 > 0 is the frequency of the dither

signal in the ES loop.

2.3 Predictor feedback

First, let us define the measurable signal

z(t) = 𝛾(t)ĥ(n+1), (15)

where 𝛾 is updated according to (6) and ĥ(n+1) being the demodulated signal. We can construct (15), because we only use
measurable/available signals 𝛾(t) and ĥ(n+1).

In [16, Lemma 1], we proved that the linearized expression of the average version of the signal in (15) is

zav(t) = 𝜃av(t − D), (16)

which can be rewritten in the time-varying delay case to

zav(t) = 𝜃av(t − D(t)), (17)
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by assuming the conditions given in Section 2.2, particularly the nonperiodicity of D(t) in T = 2𝜋∕𝜔.
From (5), we conclude

̇̃𝜃(t − D(t)) = U(t − D(t)). (18)

Now using (18), the following “shifted” average model can be derived

̇̃𝜃av(t) = Uav(t), ̇̃𝜃av(t − D(t)) = Uav(t − D(t)), (19)

with Uav ∈ R being the resulting average control for U ∈ R.
From (17), it becomes straightforward to write żav(t) = ̇̃𝜃av(t − D(t)) and with the help of the second expression in (19),

one has

żav(t) = Uav(t − D(t)). (20)

If we would be able to generate the control input22

Uav(𝜙(t)) = −kzav(t), ∀𝜙(t) ≥ 0, (21)

so that the closed-loop system has the form

żav(t) = −kzav(t), ∀𝜙(t) ≥ 0, (22)

or, alternatively

żav(t) = −kzav(t), ∀t ≥ 𝜙−1(0), (23)

using the inverse of 𝜙(⋅), we would stabilize the system (22) for k> 0.
In the next step, we rewrite (21) to

Uav(t) = −kzav(𝜙−1(t)), ∀t ≥ 0. (24)

Using (20) and the variation-of-constants formula, for the quantity z(𝜙−1(t)) we obtain

zav(𝜙−1(t)) = zav(t) + ∫
𝜙−1(t)

t
Uav(𝜙(𝜏))d𝜏. (25)

To express the integral in terms of U(⋅) instead of U(𝜙(⋅)), we change the integration variables to

𝜉 = 𝜙(𝜏), (26)

𝜏 = 𝜙−1(𝜉). (27)

Recalling the basic differentiation rule of the inverse of a function it follows

d
d𝜉

𝜙−1(𝜉) = 1
𝜙′(𝜙−1(𝜉))

, (28)

where 𝜙′ denotes the time derivative of 𝜙(⋅).
Finally, using (28) we get for (25) the following expression

zav(𝜙−1(t)) = zav(t) + ∫
t

𝜙(t)

Uav(𝜉)
𝜙′(𝜙−1(𝜉))

d𝜉. (29)
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Hence, from (24) and (29) we obtain the following control law

Uav(t) = −k
[

zav(t) + ∫
t

𝜙(t)

Uav(𝜉)
𝜙′(𝜙−1(𝜉))

d𝜉
]
. (30)

In order to still apply the theory presented by Reference 23 we derive a predictor which is a low-pass version19

of (30)

U(t) = c
s + c

{
−k

[
z(t) + ∫

t

𝜙(t)

U(𝜉)
𝜙′(𝜙−1(𝜉))

d𝜉
]}

, (31)

where c> 0 is sufficiently large. Note that we mix the time and frequency domain notation in (31) by using the braces {⋅}
to denote that the transfer function acts as an operator on a time-domain function. Thus, the term “s” stands either for the
Laplace variable or the differential operator “d/dt,” according to the context. For a transfer function H(s) with a generic
input u, pure convolution h(t) * u(t), with h(t) being the impulse response of H(s), is also denoted by H(s)u, as done in
Reference 24. We employ a low-pass filter, to still achieve our control objectives by transforming the original distributed
input-output delays into state-delays for analysis purposes.23

Remark 1. (Predictor Numerical Implementation): The controller (31) is hard to implement. Due to space constraint we
state another version25 of (31) which is

U(t) = c
s + c

{
−k

[
z + ∫

t

t−D(t)
U(𝜉) 1

1 − D′(𝜎(𝜉))
d𝜉

]}
, (32)

𝜎(t) = t + ∫
t

t−D(t)

1
1 − D′(𝜎(𝜉))

d𝜉. (33)

Using the left endpoint rule of integration it is easy to calculate (32) and (33).

3 STABILITY ANALYSIS

Theorem 1. Consider the delayed closed-loop system consisting of (18), the predictor feedback (31) and that Assumptions 1
and 2 hold as well as the conditions (a) to (e) about the time-varying delay D(t). There exist positive constants c> c*, 𝛼1, 𝛼2,
and 𝜇 (independent of 𝜙) such that the average closed-loop system (6), (18), and (31) is locally exponentially stable and all
solutions satisfy ∀t ≥ 0:

|𝜃av(𝜙(t))|2 + |𝛾̃av(t)|2 + |Uav(t)|2 + ∫
t

𝜙(t)
U2

av(𝜉)d𝜉 ≤ 𝛼2

𝛼1
e−𝜇t

[|𝜃av(𝜙(0))|2 + |𝛾̃av(0)|2 + |Uav(0)|2 + ∫
0

𝜙(0)
U2

av(𝜉)d𝜉
]
. (34)

Proof. Let us introduce the following nonobvious choice for the state of the transport equation22

u(x, t) = U(𝜙(t + x(𝜙−1(t) − t))). (35)

From (35), we get boundary values

u(0, t) = U(𝜙(t)), (36)

u(1, t) = U(t). (37)

This yields to the following system

̇̃𝜃(t − D(t)) = u(0, t), (38)
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ut(x, t) = 𝜋(x, t)ux(x, t), x ∈ [0, 1] (39)

u(1, t) = U(t), (40)

where the speed of propagation of the transport equation is given by

𝜋(x, t) =
1 + x

(
d(𝜙−1(t))

dt
− 1

)
𝜙−1(t) − t

. (41)

The function (41) is strictly positive and uniformly bounded from below and from above by finite constants. This is
imposed by the Assumption 1 and Assumption 2.

Moreover, we have

𝜋(0, t) = 1
𝜙−1(t) − t

≥ 𝜋∗
0 > 0, (42)

where
𝜋∗

0 = 1
sup𝛿≥𝜙−1(0)(𝛿 − 𝜙(𝛿))

. (43)

According to condition (e) in Section 2.2 about the time-varying delay D(t), we assume 𝜋(x, t) to be nonperiodic on
T = 2𝜋∕𝜔 so that we can indeed follow 𝜋av(x, t) = 𝜋(x, t).

Furthermore, we can write
𝜙−1(t) − t > 0, (44)

which implies that delay-time and prediction-time functions are both positive and uniformly bounded.
Now, we rewrite the control law U(t)= u(1,t) in terms of u(x,t) as

u(1, t) = c
s + c

{
−k

[
z(t) + ∫

1

0
u(𝜎, t)(𝜙−1(t) − t)d𝜎

]}
. (45)

Moreover, we assume following initial condition

u0(x) = u(x, 0) = U(𝜙(𝜙−1(0)x)), x ∈ [0, 1], (46)

where 𝜃0 = 𝜃(−D(0)).
Using 𝜗̃(t) = 𝜃(t − D(t)), the average version of system (38) to (40) can be written as

̇̃𝜗av(t) = uav(0, t), (47)

𝜕tuav(x, t) = 𝜋(x, t)𝜕xuav(x, t), (48)

uav(1, t) = Uav(t), (49)

or
̇̃𝜗av(t) = uav(0, t), (50)

𝜕tuav(x, t) = 𝜋(x, t)𝜕xuav(x, t), x ∈ [0, 1], (51)

duav(1, t)
dt

= −cuav(1, t)

− ck
[
𝜗̃av(t) + ∫

1

0
uav(𝜎, t)(𝜙−1(t) − t)d𝜎

]
. (52)
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Consider the infinite-dimensional backstepping transformation of transport PDE state

w(x, t) = uav(x, t)

+ k
[
𝜗̃av(t) + ∫

x

0
uav(𝜎, t)(𝜙−1 − t)d𝜎

]
, (53)

which maps the system (50), (51), (52) into the target system

̇̃𝜗av(t) = −k𝜗̃av(t) + w(0, t), (54)

wt(x, t) = 𝜋(x, t)wx(x, t), x ∈ [0, 1], (55)

w(1, t) = −1
c
𝜕tuav(1, t). (56)

The system (54), (55), (56) is a standard cascade configuration

w → 𝜗̃av. (57)

Let us now consider w(1,t). Differentiating (53) with respect to the spatial variable x and replacing 𝜕tuav(x, t) =
𝜋(x, t)𝜕xuav(x, t) and wt(x, t) = 𝜋(x, t)wx(x, t)—see (51) and (55)—with x=1, it is easily seen that

wt(1, t) = 𝜕tuav(1, t) + k𝜋(1, t)uav(1, t)[𝜙−1(t) − t], (58)

where 𝜕tuav(1, t) = U̇av(t). Equivalently, we can obtain

wt(1, t) = 𝜕tuav(1, t) + k𝜋∗uav(1, t), 𝜋∗ ∶= d(𝜙−1(t))
dt

, (59)

by substituting the speed of propagation of the transport equation 𝜋(x, t) in (41) with x=1 into (58). Equation (59) is a
more convenient expression, which will be used in the stability analysis since 𝜋∗ = d(𝜙−1(t))

dt
= 1 + Ḋ(t) is upper bounded

such that |𝜋∗| ≤ 2, according to (14) and Assumption 2.
The inverse of (53) is given by

uav(x, t) = w(x, t) − ke−kx(𝜙−1(t)−t)𝜗̃av(t)

− k ∫
x

0
e−k(x−𝜎)(𝜙−1(t)−t)w(𝜎, t)(𝜙−1(t) − t)d𝜎. (60)

Plugging (56) and (60) with x=1 into (59), we obtain

wt(1, t) = −cw(1, t) + k𝜋∗w(1, t) − k2𝜋∗e−k(𝜙−1(t)−t)𝜗̃av(t)

− k2𝜋∗ ∫
1

0
e−k(1−𝜎)(𝜙−1−t)w(𝜎, t)(𝜙−1(t) − t)d𝜎. (61)

On the other hand, the average model for the Hessian’s inverse estimation error in (6) is

d𝛾̃av(t)
dt

= −kR𝛾̃av(t) − kRĥ(n+2)(t)𝛾̃2
av(t), (62)

since ĥ(n+2)av(t) = 1
T
∫ T

0 Υn+2(𝜆)yd𝜆 = h(n+2).
In addition, the linearized version for the average model of the Hessian’s inverse estimation error in (62) around

𝛾̃av(t) = 0 is given by References 15,16

d𝛾̃av(t)
dt

= −kR𝛾̃av(t), (63)
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which is exponentially stable for kR > 0.
Now consider the following Lyapunov-Krasovskii functional21

V(t) = 𝜗̃
2
av(t)
2

+
𝛾̃2

av(t)
2

+ a
2 ∫

1

0
ebxw2(x, t)dx + 1

2
w2(1, t), (64)

where the parameters a> 0 and b> 0 are to be chosen later.
From Assumption 2, we have that𝜋(0, t) and𝜋(1, t) are lower and upper bounded by 0 < 𝜋∗

0 ≤ 𝜋(0, t) and 0 < 𝜋(1, t) ≤
𝜋∗

1 , with positive constants 𝜋∗
0 and 𝜋∗

1 , the former defined in (43). Reminding that wt(x, t) = 𝜋(x, t)wx(x, t) in (55) and
applying the integration by parts to the integral term, the time derivative of (64) along of (54), (55), (56), and (63) is written
as

V̇(t) = −k𝜗̃2
av(t) + 𝜗̃av(t)w(0, t) − kR𝛾̃2

av(t)

+ a
2 ∫

1

0

u
⏞⏞⏞⏞⏞

ebx𝜋(x, t)2w(x, t)wx(x, t)dx
⏟⏞⏞⏞⏞⏞⏞⏞⏞⏞⏟⏞⏞⏞⏞⏞⏞⏞⏞⏞⏟

dv

+ w(1, t)wt(1, t)

= −k𝜗̃2
av(t) + 𝜗̃av(t)w(0, t) − kR𝛾̃2

av(t) +
a
2

eb𝜋(1, t)w2(1, t) − a
2
𝜋(0, t)w2(0, t)

− a
2 ∫

1

0
[b𝜋(x, t) + 𝜋x(x, t)]ebxw2(x, t)dx + w(1, t)wt(1, t)

≤ −k𝜗̃2
av(t) +

𝜗̃
2
av(t)

2a𝜋∗
0
− kR𝛾̃2

av(t) −
a
2 ∫

1

0
[b𝜋(x, t) + 𝜋x(x, t)]ebxw2(x, t)dx

+ w(1, t)
[

wt(1, t) + a
2

eb𝜋∗
1 w(1, t)

]
, (65)

since − a
2
𝜋(0, t)w2(0, t) ≤ − a

2
𝜋∗

0 w2(0, t) and, from Young’s inequality, we have

𝜗̃av(t)w(0, t) ≤ |𝜗̃av(t)||w(0, t)|
≤ 𝜗̃

2
av(t)

2a𝜋∗
0
+

a𝜋∗
0 w2(0, t)

2
. (66)

Reminding that k>0, let us choose a = 1∕(k𝜋∗
0 ). Then,

V̇(t) ≤ −k
2
𝜗̃

2
av(t) − kR𝛾̃2

av(t) −
a
2 ∫

1

0
[b𝜋(x, t) + 𝜋x(x, t)]ebxw2(x, t)dx + w(1, t)

[
wt(1, t) + a

2
eb𝜋∗

1 w(1, t)
]

= − 1
2a𝜋∗

0
𝜗̃

2
av(t) − kR𝛾̃2

av(t) −
a
2 ∫

1

0
[b𝜋(x, t) + 𝜋x(x, t)]ebxw2(x, t)dx + w(1, t)

[
wt(1, t) + a

2
eb𝜋∗

1 w(1, t)
]
. (67)

Next, we observe that

𝜋x(x, t) =
d(𝜙−1(t))

dt
− 1

𝜙−1(t) − t
(68)

is a function of t only. Hence,

b𝜋(x, t) + 𝜋x(x, t) =
b
[
1 + x

(
d(𝜙−1(t))

dt
− 1

)]
+ d(𝜙−1(t))

dt
− 1

𝜙−1(t) − t

=
b − 1 + d(𝜙−1(t))

dt
+ bx

(
d(𝜙−1(t))

dt
− 1

)
𝜙−1(t) − t

. (69)

Since this is a linear function on x, it follows that it has a minimum at either x = 0 or x = 1, so we get
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b𝜋(x, t) + 𝜋x(x, t) ≥ min
{

b − 1 + d(𝜙−1(t))
dt

, (b + 1) d(𝜙−1(t))
dt

− 1
}

𝜙−1(t) − t
. (70)

Next, we note that

𝜋∗ ∶= d(𝜙−1(t))
dt

= 1
𝜙′(𝜙−1(t))

≥ 1
sup

𝛿≥𝜙−1(0)
𝜙′(𝛿)

= 𝜋∗, (71)

which yields

b𝜋(x, t) + 𝜋x(x, t) ≥ min{b − 1 + 𝜋∗, (b + 1)𝜋∗ − 1}
𝜙−1(t) − t

. (72)

Choosing

b ≥ (1 − 𝜋∗)max
{

1, 1
𝜋∗

}
, (73)

and reminding that 1
𝜙−1(t)−t

≥ 𝜋∗
0 from (42), we get

b𝜋(x, t) + 𝜋x(x, t) ≥ 𝜋∗
0𝛽

∗, (74)

where

𝛽∗ = min{b − 1 + 𝜋∗, (b + 1)𝜋∗ − 1} > 0. (75)

So, returning to V̇ , we have that

V̇(t) ≤ − 1
2a𝜋∗

0
𝜗̃

2
av(t) − kR𝛾̃2

av(t) −
a
2
𝜋∗

0𝛽
∗ ∫

1

0
ebxw2(x, t)dx + w(1, t)

[
wt(1, t) + a

2
eb𝜋∗

1 w(1, t)
]
. (76)

Now, consider (76) along with (61). With a completion of squares, we obtain

V̇(t) ≤ − 1
4a𝜋∗

0
𝜗̃

2
av(t) − kR𝛾̃2

av(t) − Y ∫
1

0
ebxw2(x, t)dx + a𝜋∗

0 |k2𝜋∗e−k(𝜙−1(t)−t)|2w2(1, t)

+ X||k2𝜋∗[𝜙−1(t) − t]e−k(1−𝜎)(𝜙−1(t)−t)||2w2(1, t) +
[a

2
eb𝜋∗

1 + k𝜋∗
]

w2(1, t) − cw2(1, t). (77)

To obtain (77), we have used:

− w(1, t)⟨k2𝜋∗[𝜙−1(t) − t]e−k(1−𝜎)(𝜙−1(t)−t) ,w(𝜎, t)⟩
≤ |w(1, t)|||k2𝜋∗[𝜙−1(t) − t]e−k(1−𝜎)(𝜙−1(t)−t)||||w(t)||
≤ Y ||w(t)||2 + X||k2𝜋∗[𝜙−1(t) − t]e−k(1−𝜎)(𝜙−1(t)−t)||2w2(1, t), (78)

where the first inequality is the Cauchy-Schwartz and the second is Young’s, the notation ⟨⋅, ⋅⟩ denotes the inner product
in the spatial variable 𝜎 ∈ [0, 1], on which both [𝜙−1(t) − t]e−k(1−𝜎)(𝜙−1(t)−t) and w(𝜎, t) depend, and ||⋅|| denotes the L2 norm
in 𝜎. In addition, we have also applied Young’s inequality to show that

−k2𝜋∗e−k(𝜙−1(t)−t)𝜗̃av(t)w(1, t) ≤ a𝜋∗
0 |k2𝜋∗e−k(𝜙−1(t)−t)|2w2(1, t) + 1

4a𝜋∗
0
|𝜗̃av(t)|2. (79)

Then, from (77), we arrive at
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V̇(t) ≤ − 1
4a𝜋∗

0
𝜗̃

2
av(t) − kR𝛾̃2

av(t) − Y ∫
1

0
ebxw2(x, t)dx − (c − c∗)w2(1, t), (80)

where

c∗ = a𝜋∗
0 |k2𝜋∗e−k(𝜙−1(t)−t)|2 + X||k2𝜋∗[𝜙−1(t) − t]e−k(1−𝜎)(𝜙−1(t)−t)||2 + [a

2
eb𝜋∗

1 + k𝜋∗
]
, (81)

for appropriate constants X > 0 and Y > 0. Hence, from (80), if c is chosen such that c> c*, we obtain

V̇(t) ≤ −𝜇V(t), (82)

for some 𝜇 > 0. Thus, the closed-loop system is exponentially stable in the sense of the full state norm

(|𝜗̃av(t)|2 + |𝛾̃av(t)|2 + ∫
1

0
ebxw2(x, t)dx + w2(1, t)

)1∕2

, (83)

that is, in the transformed variable (𝜗̃av,w).
To obtain exponential stability in the sense of the norm

(|𝜗̃av(t)|2 + |𝛾̃av(t)|2 + ∫ 1
0 u2

av(x, t)dx + u2
av(1, t)

)1∕2
, we need to

show there exist positive numbers 𝛼1 and 𝛼2 such that

𝛼1Ψ(t) ≤ V(t) ≤ 𝛼2Ψ(t), (84)

where Ψ(t) ≜ |𝜗̃av(t)|2 + |𝛾̃av(t)|2 + ∫ 1
0 u2

av(x, t)dx + u2
av(1, t), or equivalently

Ψ(t) ≜ |𝜃av(t − D(t))|2 + |𝛾̃av(t)|2 + ∫
t

t−D(t)
U2

av(𝜏)d𝜏 + U2
av(t). (85)

This is straightforward to establish by using (53), (60), (64) and employing the Cauchy-Schwartz inequality and other
calculations, as in the proof of Theorem 2.1 in Reference 22. Hence, with (82), we get

Ψ(t) ≤ 𝛼2

𝛼1
e−𝜇tΨ(0), (86)

From (86), the origin of the average closed-loop system (38), (39), (40) with transport PDE for delay representation
and (62) is locally exponentially stable, which completes the proof. ▪

Remark 1 (Averaging for Time-Varying Delays): In Theorem 1, we proved that the average closed-loop system (38), (39),
(40) with transport PDE for delay representation is exponentially stable. In References 15-17, we used the averaging results
for constant delays. However, for time-varying delays there is no suitable averaging theorem such as in publication.23 We
have found an interesting result applicable to a point time-varying delay by Lehman and Weibel26 but unfortunately it
does not work when the delay is distributed as in our case due to the predictor feedback. From Reference 23 and under
the assumption of constant delays (Ḋ(t) ≡ 0), we would be able to write the closed-loop system (6), (18), and (31) into the
form

𝜂̇(t) = f (t∕𝜀, 𝜂t),

where 𝜂(t) = [𝛾(t), 𝜃(t − D),U(t)]T , 𝜂t(r) = 𝜂(t + r) for −D≤ r ≤ 0, and f being an appropriate continuous functional,
such that the averaging theorem by Hale and Lunel23 (see Appendix of Reference 17 for a compact version) can
be directly applied, considering 𝜔 = 1∕𝜀. The difference here is very subtle: if the delay is time-varying, Ḋ(t) ≠ 0,
we need to prove if the function r(t), which is also time varying, would lead to −Dmax ≤ r(t)≤ 0, where Dmax > 0
is a fixed upper bound for D(t). This point may not seem of simple demonstration, and a formal proof was not
given in the referred literature, which would involve the theory of semigroups for linear operators applied to
PDEs.27
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Analogously to the Steps 6 and 7 performed for the proof of Theorem 1 in Reference 17, if a suitable averaging theorem
existed, then we would be able to conclude the following result for time-varying delays.

Theorem 2. There exists c*>0 such that, ∀c≥ c*, ∃ 𝜔∗(c) > 0 such that, ∀𝜔 > 𝜔∗, the delayed closed-loop system (18) and
(31), with z(t) in (17) ĥ(n+1) calculated as in (7), 𝛾(t) in (6) and state 𝛾̃(t), 𝜃(t − D(t)), U(𝜎), ∀𝜎 ∈ [t − D(t), t], has a unique
locally exponentially stable periodic solution in t of periodΠ = 2𝜋∕𝜔, denoted by 𝛾̃Π(t), 𝜃Π(t − D(t)), UΠ(𝜎), ∀𝜎 ∈ [t − D(t), t],
satisfying, ∀t≥t0:

(|𝜃Π(t − D(t))|2 + |𝛾̃Π(t)|2 + [UΠ(t)]2 + ∫
t

t−D(t)
[UΠ(𝜏)]2d𝜏

)1∕2

≤ ( 1
𝜔

)
. (87)

Furthermore,

lim sup
t→+∞

|𝜃(t) − 𝜃∗| = (a + 1∕𝜔). (88)

The asymptotic convergence of 𝜃(t) to a neighborhood of 𝜃∗ according to (88) leads to the maximization of h(n)(𝜃) in
(1) and (2) due to Assumption 1.

4 SIMULATION RESULTS

Consider the following static cubic nonlinear map

h(𝜃) = −(𝜃 − 0.5)3 + 𝜃, (89)

which is subject to output delay D(t) = 5 + 2 sin(𝜔mt) sec., with 𝜔m = 0.45, such that y = h(𝜃(t − D(t))). The original map
(89) is shown in Figure 2 with solid line (in black). The objective is to maximize the first derivative of the map h(1)(𝜃),
which has an extremum at 𝜃∗ = 0.5—see the dashed line in Figure 2.

We use low-pass and washout filters with corner frequencies (𝜔h and 𝜔l) to improve the controller performance (see
[13, Figure 4]). We present a simulation of the predictor (31), where c= 20, z is given by (17) with ĥ(j) as in (7) and 𝛾 in
(6). The tests were performed with the 𝜔h = 𝜔l = 1. For the simulation we use 𝜔 = 30 rad/s, a= 0.1, k= 0.1, kR = 0.6. The
initial conditions were 𝜃0 = 0 and 𝛾0 = −0.01.

Figure 3 shows maximization of the first derivative of (89), where after the transient, the output y(t) converges to
the desired value. Figure 4 shows the time-varying nature of the delay D(t) satisfying the required assumptions of the
article. Figure 5 presents the effect of the time-varying delay function in the convergence of the algorithm for differ-
ent time-varying delays D(t) = 5 + 2𝜖 sin(𝜔mt) with 𝜔m ∈ [1, 50] and 𝜖 = 0.01. When 𝜔 = 𝜔m the delay function D(t) is

F I G U R E 2 The static map y = h(𝜃) = −(𝜃 − 0.5)3 + 𝜃 and its first
derivative h(1)(𝜃) = −3(𝜃 − 0.5)2 + 1, with maximum at 𝜃∗ = 0.5 and
h(3)(𝜃) = −6[Colour figure can be viewed at wileyonlinelibrary.com]

http://wileyonlinelibrary.com
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F I G U R E 3 Maximization of h(1)(𝜃) where
h(𝜃) = −(𝜃 − 0.5)3 + 𝜃, D(t) = 5 + 2 sin(𝜔mt) sec, and 𝜔m = 0.45. The
top plot represents y(t), the middle 𝜃(t), the bottom 𝛾(t) and the
horizontal axis the time in seconds. The blue dashed lines represent
the targets y*=0.5, 𝜃∗ = 0.5, and 𝛾∗ = (h(n+2))−1 = −0.16[Colour
figure can be viewed at wileyonlinelibrary.com]

F I G U R E 4 Time-varying delay D(t) from Figure 2 and its first
derivative. The top plot represents D(t) = 5 + 2sin(𝜔mt), where
𝜔m = 0.45. The bottom plot represents Ḋ(t) = 2𝜔msin(𝜔mt)[Colour
figure can be viewed at wileyonlinelibrary.com]

F I G U R E 5 Effects of the time-varying delay function
D(t) = 5 + 2𝜖 sin(𝜔mt) in the convergence of the algorithm for
different frequencies 𝜔m ∈ [1 , 50] satisfying Assumption 2 with
𝜔m < 1

2𝜖
and 𝜖 = 0.01. At the critical ratio of the frequencies

𝜔∕𝜔m = 1, an undesired performance is generated since the delay
function D(t) becomes periodic in T = 2𝜋∕𝜔 such that the average
condition Dav(t)=D(t) is violated[Colour figure can be viewed at
wileyonlinelibrary.com]

http://wileyonlinelibrary.com
http://wileyonlinelibrary.com
http://wileyonlinelibrary.com
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periodic in T = 2𝜋∕𝜔 such that the condition Dav(t)=D(t) is violated, resulting in a nonconvergence of the ES algorithm
to the desired value.

5 CONCLUSION

In this article, we presented and proved the first results of local stability for the Newton-based ES algorithm in presence
of time-varying delays, which maximizes arbitrary nth derivative of an unknown static map. The only available measure-
ments are from the map itself and not of its derivatives. We give a rigorous proof in terms of backstepping transformation
and averaging analysis in infinite dimensions for locally quadratic objective functions. Numerical simulations illustrate
the ability of the proposed predictor feedback based ES in handling nonconstant delays. The extension of our results using
adaptation for unknown constant delays is currently under investigation. The derivation of a completely novel averag-
ing theorem for general time-varying delays seems to be a challenging and interesting generalization for future research
as well.

ORCID
Damir Rušiti https://orcid.org/0000-0001-7151-0276
Tiago Roux Oliveira https://orcid.org/0000-0002-2232-8715
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