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Extensive effort in controller design of aircraft systems is invested ensuring safe, stable behavior in spite of large

parametric uncertainties. Particular attention is placed on anomalous flight conditions harbored by the atmosphere,

especially icing. This paper presents a regulation trigger-based adaptive controller to cope with the impact of ice on

the aircraft equations of motion and to control the aircraft pitch to the commanded angle. For a pitch model of an

aircraft systemwith the impact of icing, the design of a stabilizing certainty-equivalence controller usingbackstepping

is first given, and it is succeededby the introduction of a regulation-triggeredbatch least-squares identifier.A theorem

is incorporated that guarantees that 1) pitch angle and pitch rate converge to the setpoint asymptotically, and

2) parameter estimates end after a finite number of switches. Finally, simulation results of an aircraft experiencing

icing demonstrate the effectiveness of the identifier, with the trajectory of the iced systemusing the proposed identifier

closely following that of the nominal system.

Nomenclature

α = angle of attack
γ = flight-path angle
Δ = control-surface deflection impact to angle of attack
δ = control-surface deflection
ϵ = tunable Batch Least-Squares Identifier parameter
ζ = thrust-vector angle
η = internal-dynamics state
θ = pitch angle
κ = downwash factor
λ = icing factor for drag
μ = tunable Batch Least-Squares Identifier parameter
ρ = air density
σ = icing factor for lift
Φ = set of possible unknown-parameter vectors
ϕ = unknown-parameter vector
a�⋅� = tunable Batch Least-Squares Identifier parameter
B = Batch Least-Squares Identifier ordinary differential

equation variable
C = aerodynamic coefficient

C = Batch Least-Squares Identifier selection matrix

c = controller gain
c = mean chord
D = drag
d = Batch Least-Squares Identifier ordinary differential

equation variable
F = force
f�⋅� = system mapping

g = gravity
g�⋅� = system mapping
H = set of possible internal-dynamics state vectors
h�⋅� = output function
I = moment of inertia
k = lift-induced-drag factor
L = lift
L = Lie derivative
l = number of unknown parameters
M = moment
m = number of inputs
ma = mass
n = number of states
Q = Batch Least-Squares Identifier ordinary differential

equation variable
q = dynamic pressure
R = set of real numbers
S = planform area
T = tunable Batch Least-Squares Identifier parameter
t = time
U = set of possible inputs
u = input
V = Lyapunov function
v = airspeed
w = Batch Least-Squares Identifier ordinary differential

equation variable
X = set of possible state vectors
x = state vector
Y = Batch Least-Squares Identifier ordinary differential

equation variable
y = output
Z = set of integers
z = Batch Least-Squares Identifier ordinary differential

equation variable

I. Introduction

A. Background

A IRCRAFT generally avoid flying in known icing conditions
at all costs, but inadvertent icing events frequently occur.

Although many aircraft use ice detectors, few employ ice-shedding
mechanisms. Upon detection of icing conditions, pilots must
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maneuver out of the conditions, during which, ice may continuously
encroach upon the aircraft. Icing causes a variety of issues, including
degraded engine and aerodynamic performance, the latter of which is
the focus of the paper.
Ice accretion can be pernicious in nature and, therefore, difficult to

estimate the severity of by a pilot. Although impacts to lift and drag
may be discerned, stability, especially in unmanned systems, may be
lost suddenly. Significant attention in test and research have focused
on controlling ice-related risk by improving methods in ice forecast-
ing and detection, ice sublimation, and flight controls.

B. History of Aircraft Icing

Motivation for mitigating icing risks in aircraft has existed for a
majority of aircraft history. Over time, demand for all-weather
capability (especially in military aircraft) and ice-related mishaps,
among other reasons, have contributed to an increase in resources
devoted to solving the icing dilemma. In the name of mishap pre-
vention, the Federal Aviation Administration (FAA) began requiring
certifications for flight in icing, further increasing the demand.
Substantial effort in the development of detection and sublimation

technologies, along with methodologies for modeling ice accretion
and evaluating performance, stability, and control degradation, was
made under the auspices of NASA. Reference [1] details NASA’s
history of contributions up to 1989. In 1991, the FAA’s attention on
the matter culminated into the publishing of [2], a three-volume
handbook dedicated solely to in-flight icing. The FAA maintains
guides and references for flight in adverseweather and icing in [3,4].
Reference [5] details industry’s progress in icing-related work in
2000, presenting the physics behind ice accretion and the latest
methods in ice modeling and simulation.
Even with the progress in the 20th century, application of the

technologies and methodologies developed were limited as detailed
in [6], which also presents a simpler modeling approach. With late-
century advancements to computing accelerating improvements to
ice-accretion modeling and simulation, advancements in the under-
standing of ice’s impacts to aircraft, which seldom went beyond two
dimensions, remained unripe for use in control-law development.
Research typically followed suit of [7] to increase understanding of
ice’s impacts on aircraft performance, stability, and control by use of
aircraftmodels inwind tunnels; however, the results remained limited
to specific aircraft configurations and ice formations.
Attempts to remedy the specific nature of results plaguing ice-

impact studies gained traction with the exploitation of system iden-
tification and nonlinear and adaptive control. Reference [8] incorpo-
rated system identification in flight-envelope estimation, which was
successfully applied to an icing scenario. Reference [9] used system
identification for evaluation of an icing-severity factor. Nonlinear-
control methods to have entered aerospace application include feed-
back-linearization/dynamic-inversion [10–14] and backstepping
[10,13,14]. Reference [10] also employed parameter estimation of
unknown aerodynamic parameters in conjunctionwith the nonlinear-
control methods. Integration of adaptive-control methods in the
control schemes allowed the controllers in [11–14] to maintain
performance in the presence of damaged surfaces and actuator fail-
ures. More recently, model reference adaptive control also showed to
be effective for compensating for actuator failures [15–19]. The
effectiveness of nonlinear and adaptive control schemes in the pres-
ence of uncertainties has been demonstrated in simulations of turbu-
lence in [20], an automatic carrier landing in [21], and flight testing
in [22].
Only recently have adaptive control methods been applied to air-

craft in icing in research. In 2014, Rankin [23] used an adaptive
output tracking scheme to attempt to control a linearized, iced aircraft
model. The proposed scheme, however, was unable to ensure full
control of all aircraft axes and guarantee convergence of parameter
estimates (used to model ice’s impacts). In 2015, Hartley [24] used
predictive control in conjunction with an extended Kalman filter to
successfully control a simulatedAirbus aircraft; however, the scheme
requires system excitation and did not produce estimates of icing
impacts.

C. Batch Least-Squares Identifier

We apply the Batch Least-Squares Identifier (BaLSI) [25]—an
event-triggered, parameter update law to estimate unknown icing
parameters in an aircraft model via least-squares methodology. The
proposed adaptive-control scheme uses a certainty-equivalence con-
troller (CEC) in conjunction with the BaLSI to stabilize an aircraft
model. The BaLSI’s approach presents multiple advantages, namely,
the guarantees of convergence of parameter estimations and asymp-
totic stability of the system (subject to assumptions). The adaptive-
control scheme was shown to achieve asymptotic stability of a
wing-rock model in the presence of five uncertain parameters in
[25] and a two-link robot in the presence of four uncertain parameters
in [26].

D. Outline

Beyond the introduction, the paper is organized as follows. In
Sec. II, the pitch model of an aircraft is derived, followed by the
modeling of ice’s impacts and plant construction. A stabilizing CEC
is derived in Sec. III, and the BaLSI is presented in Sec. IV. To make
thework self-contained, a theorem that provides the guarantees under
the designed adaptive controller is adapted from [25] and provided
in Sec. IV. Simulation results of the iced system are presented in
Sec. V. Conclusions are given in Sec. VI, followed by the list of
references.

II. Derivation of the Aircraft Model

A. Equations of Motion

1. Preliminary Assumptions

The paper only considers longitudinal motion. The relationship
between pitch, angle of attack (AOA), and flight-path angle (θ, α, and
γ, respectively) is

θ � α� γ (1)

where the flight-path angle is calculated as

γ � atan�−_zE∕ _xE� (2)

To derive the model, a standard aircraft configuration is assumed,
as described in Assumption 1.
Assumption 1:The aircraft is of a standard configuration (i.e., using

a nonlifting fuselage, a wing, and a horizontal tail aft of the wing).
Assumption 2 below is used to keep airspeed constant. Enough

negative pitch can result in negative thrust; therefore, the model will
be restricted by Assumption 3.
Assumption 2: Thrust is always such that airspeed is constant.
Assumption 3: The aircraft pitch is greater than or equal to zero.
The assumptions are not too restrictive, as Assumption 2 is

generally a primary goal of thrust, and aircraft (especially larger
aircraft) frequently climb to exit icing conditions [3]. A third as-
sumption regarding thrust will be made, setting the thrust-vector
angle ζ to 0.
Assumption 4: Thrust is only applied in the longitudinal direction.
The next assumption allows easy modeling of aerodynamic lift

and drag.
Assumption 5: Lift is linearly proportional to the AOA, and drag

quadratically (symmetric with respect to zero AOA).
Assumption 5 is generally accurate up to near-stall conditions;

therefore, the model will limit the AOA. To further simplify the
model, the following assumption is also made.
Assumption 6: Thrust and drag contributions to pitching moment

are negligible.

2. Aerodynamic Forces and Moments

The total aircraft lift, which is the sum of the lift produced by the
wing and horizontal tail (HT), is

L � LW � LH � q�L0 � Lαα� Lδeδe� (3)
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where

L0 �L0W �L0H Lα �LαW �LαH Lδe � κqκαSHCLαHΔe

L0W � SW�CL0W �CLαWΔfδf� L0H � κqSHCL0H LαW � SWCLαW

LαH � κqκαSHCLαH (4)

q is the dynamic pressure, S is the planform area, CL0 is the lift
coefficientCL at α � 0,CLα is theCL − α slope,Δ is the α − δ slope
(deflections δ positive trailing-edge down), and κq and κα are down-
wash factors. Flap deflection δf is taken as constant.

The total aircraft drag,which is the sumof the drag produced by the
wing, HT, and aircraft body, is

D�DA�DW�DH�q�D0�k1�α�Δfδf�2�k2�α�Δeδe�2� (5)

where

D0 � D0A �D0W �D0H k1 � SWkW k2 � κqκ
2
αSHkH

D0A � SWCDA D0W � SWCD0W D0H � κqSHCD0H (6)

CD0 is the drag coefficientCD atCL � 0, and k is the drag-due-to-lift
factor. The aircraft drag coefficient CDA is taken to be constant.
Pitching moments about the aerodynamic center (AC) are sepa-

rated into three components: wing, HT, and all other contributions.
The latter is modeled as

MA � qCmA�Sc�W � qSWcW�Cm0A � CmαAα� (7)

where c is the mean chord, Cm0 is the pitching moment Cm at α � 0,
and Cmα is the Cm − α slope. The wing and HT contributions are

MW � LW cos α�xWAC − xCG� � LWxW cos α (8)

MH � LH cos α�xHAC − xCG� � LHxH cos α (9)

where, respectively, xWAC and xCG are the locations of the aircraft’s
AC and center of gravity (CG) along the x axis of the body axis
system.

3. Force Model

Force models are derived using Newton’s second law, applied in
the Earth axis system:

ma �xE �
�X

Fx

�
E

� −L sin γ −D cos γ � FT cos�θ� ζ� (10)

ma �zE �
�X

Fz

�
E

� mag − L cos γ �D sin γ − FT sin�θ� ζ�
(11)

wherema is the aircraft’smass, g is gravity, andFT is the thrust force.
Note that per Assumption 4, ζ � 0. Substituting in Eqs. (3) and (5),

ma �xE � −q��L0 � Lαα� Lδeδe� sin γ � �D0 � k1�α� Δfδf�2
� k2�α� Δeδe�2� cos γ� � FT cos θ (12)

ma �zE�mag�q�−�L0�Lαα�Lδeδe�cosγ��D0�k1�α�Δfδf�2
�k2�α�Δeδe�2�sinγ�−FT sinθ (13)

Per Assumption 2, the airspeedwill be kept constant; meaning that
acceleration must equal zero. The expression for acceleration is
derived:

_v � d∕dt� _x2E � _z2E�1∕2 � � _x2E � _z2E�−1∕2� _xE �xE � _zE �zE�
� �xE cos γ − �zE sin γ (14)

To keep _v � 0, the thrust at any point in time must be

FT � secα�q�D0�k1�α�Δfδf�2�k2�α�Δeδe�2��magsinγ�
(15)

Given Eq. (15) and noting

cos γ − cos θ∕ cos α ≡ sin γ tan α (16)

1 − sin θ sin γ∕ cos α ≡ cos θ cos γ∕ cos α (17)

sin γ − sin θ∕ cos α ≡ − cos γ tan α (18)

Equations (12) and (13) can be written as

ma �xE�
n
mag

�
cosθ∕cosα

�
−q

h
�L0�Lαα�Lδeδe�

�
�
D0�k1�α�Δfδf�2�k2�α�Δeδe�2

�
tanα

io
sinγ (19)

ma �zE�
n
mag

�
cosθ∕cosα

�
−q

h
�L0�Lαα�Lδeδe�

�
�
D0�k1�α�Δfδf

�
2�k2�α�Δeδe�2�tanα

io
cosγ (20)

4. Moment Model

The moment model will be based off

Iyy �θ �
X

MCG � MA � �LWxW � LHxH� cos α (21)

Substituting the moment and lift equations into Eq. (21) yields

�θ � qfM0 � �Mc0W �Mc0H� cos α
� �Mα � �McαW �McαH� cos α�α�Mδe cos αδeg (22)

where

M0 � I−1yy SWcWCm0A Mα � I−1yy SWcWCmαA

Mc0W � I−1yy L0WxW Mc0H � I−1yy L0HxH

McαW � I−1yy LαWxW McαH � I−1yy LαHxH

Mδe � I−1yy LδexH (23)

B. Modeling Impacts of Icing

Effects of icing on the equations presented thus far will now be
assessed. The effects, which are of unknown magnitudes, will
become the unknown parameters to be estimated by the BaLSI
scheme. Icing generally first occurs on aerodynamic surfaces, result-
ing in decreased lift and increased drag; thus, impacts of icing will be
modeled by multiplying the aerodynamic forces by icing factors
per Assumption 7. Furthermore, the icing factors will be assumed
constant per Assumption 8.
Assumption 7:Accumulated ice only impacts aerodynamics of the

wing and HT.
Assumption 8: Icing factors are constant.
The decrease in lift and increase in drag will be modeled via the

icing factors 0 < σ < 1 and λ > 1, respectively. The icing factors will
be applied to thewing andHTaerodynamic forces. The impacts of the
icing factors to the lift and moment constants defined in Eqs. (4) and
(6) are shown below:

�L0W�ice � σ0WSW�CL0W � CLαWΔfδf�
�LαW�ice � σαWSWCLαW �LαH�ice � σαHκqκαSHCH

�L0H�ice � σ0HκqSHCL0H �Lδe�i � σδHκqκαSHCLαHΔe (24)

�D0W�ice � λ0WSWCD0W �D0H�ice � λ0HκqSHCD0H

�k1�ice � λkWSWkW �k2�ice � λkHκqκ
2
αSHkH

(25)
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Note that the constant D0A, representing the drag generated by the
aircraft body, is not impacted by ice per Assumption 7. Furthermore,
the moment constants defined in Eq. (23) are also impacted due to
dependencies on the lift constants in Eq. (24).
The equations of motion in Eqs. (19), (20), and (22) are now

adapted for ice.

ma �xE�
�
mag

�
cosθ

cosα

�
−q

h
�σ0WL0W�σ0HL0H��σαWLαW

�σαHLαH�α�σδHLδeδe���D0A�λ0WD0W�λ0HD0H

�λkWk1�α�Δfδf�2�λkHk2�α�Δeδe�2�tanα
i�

sinγ (26)

ma �zE�
�
mag

�
cosθ

cosα

�
−q

h
�σ0WL0W�σ0HL0H��σαWLαW

�σαHLαH�α�σδHLδeδe���D0A�λ0WD0W�λ0HD0H

�λkWk1�α �Δfδf�2�λkHk2�α�Δeδe�2�tanα
i�

cosγ (27)

�θ � qfM0 � �σ0WMc0W � σ0HMc0H� cos α� �Mα � �σαWMcαW

� σαHMcαH� cos α�α� σδHMδe cos αδeg (28)

C. Plant Construction

Selection of the plant states will primarily be drawn from the
desired variable to be controlled (pitch). An additional state, either
γ or α, will be added so the system is not underdetermined. The state
vector is defined as

n�3

x�
"x1
x2
x3

#
�
"
θ−θ
_θ
α

#
x∈X�

2
4�0°−θ;180°−θ�

�_θ−; _θ��
�αs−;αs��

3
5⊂Rn (29)

where the commanded pitch angle, θ ∈ �0°; 180°�, is constant. _θ− and
_θ� are the pitch-rate limits, and αs− and αs� are the angles near stall at
which lift can no longer be taken as linearly proportional AOA (per
Assumption 5).
The input variable is defined as

u � δe u ∈ U � �δe−; δe�� ⊂ Rm m � 1 (30)

δe− and δe� are the elevator-deflection limits.
The time derivative of α will be obtained by taking the time

derivative of Eq. (1):

_α � _θ − _γ (31)

To obtain _γ, the time derivative of Eq. (2) is taken to obtain

_γ � d∕dt�atan�−_zE∕ _xE�� � v−1��zE cos γ � �xE sin γ� (32)

Note _xE � v cos γ and _zE � −v sin γ. Inserting the expressions for �zE
and �xE yields

_γ � q∕�mav���L0 � Lαα� Lδeδe� � �D0 � k1�α� Δfδf�2
� k2�α� Δeδe�2� tan α� − g∕v�cos θ∕ cos α� (33)

Drag is at generally an order of magnitude less than lift in most
aircraft designs. Since the drag term is further reduced by tan α in
Eq. (33)—note the limits to α given in Eq. (29)—the following
assumption is made to simplify the model.
Assumption 9: The drag term in Eq. (33) is insignificant relative to

the lift term.

The drag term is dropped to yield

_γ ≈ 1∕�mav��q�L0 � Lαα� Lδeδe� −mag�cos θ∕ cos α�� (34)

Incorporating the icing factors results in

_γ ≈ 1∕�mav��q�σ0WL0W � σ0HL0H � �σαWLαW � σαHLαH�α
� σδHLδeδe� −mag�cos θ∕ cos α�� (35)

Withϕ the vector of unknown parameters, the plant will bewritten

in the form

_x � f�x; u� � g�x; u�ϕ (36)

Using the shorthand notation cx3 for cos x3,f�x; u�,g�x; u�, andϕ are

f�x; u� �

2
664

x2

q�M0 �Mαx3�
x2 � g∕v�cos�x1 � θ�∕ cos x3�

3
775 (37)

g�x;u��q

2
664

0 0 0 0 0

Mc0Wcx3 Mc0Hcx3 McαWcx3x3 McαHcx3x3 Mδecx3u

−L0W

mav
−L0H

mav
−LαW

mav
x3 −LαH

mav
x3 − Lδe

mav
u

3
775

(38)

ϕ �

2
6666664

σ0W
σ0H
σαW
σαH
σδH

3
7777775 ϕ ∈ Φ �

2
6666664

�0; 1�
�0; 1�
�0; 1�
�0; 1�
�0; 1�

3
7777775 (39)

III. Design of a Nonlinear Controller

A. Overview

The nonlinear controller, which, in combination with adaptation,

then yields a CEC, is obtained using a recursive design procedure,

known as backstepping, to derive a Lyapunov-based, feedback con-

troller. The x1 − x2 subsystem is stabilized via backstepping, with x2
acting as the virtual control for x1. A positive-definite Lyapunov

function with a negative-definite time derivative is used to show

the stability of the closed-loop x1 − x2 subsystem. The third state’s

differential equation is considered a zero-dynamics subsystem, and it

is shown to be stable with x1 � x2 � 0. Design of the controller

follows the process outlined in [27] for nonlinear block backstepping.

All results presented hold for all ϕ ∈ Φ.
To apply nonlinear block backstepping, the following two con-

ditions must be met.
1) The x2 − x3 subsystem (i.e., the ξ subsystem) must have a

constant, globally defined, relative degree of one uniformly in x.
2) The zero dynamics subsystem must be input-to-state stable

(ISS) with respect to x1 and x2 as inputs.
The conditions will be verified in the following sections.

1. Control Design for the Pitch Subsystem

The virtual control x2 will be such that the x1 subsystem,

_x1 � fx1�x1� � gx1�x1�y (40)

where y � h�ξ� � x2 is a virtual output for the ξ subsystem, is

stabilized when x2 equals a desired α�x1�, withV:Rn → R a smooth,

positive definite, radially unbounded function such that
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_V�x1��∂V∕∂x1�x1��fx1�x1��gx1�x1�α�x1��≤−W�x1�<0 ∀ x1 \f0g
(41)

whereW:Rn → R is positive definite.
The relative degree of the ξ subsystem dynamics,

_ξ � fξ�x� � gξ�x�u (42)

is now computed to verify satisfaction of the first condition. The
relative degree corresponds to the lowest order derivative of the
output y in which the input u explicitly appears. Therefore, for a
relative degree of one in subsystem (42), the Lie derivative of y�ξ�
with respect to gξ�ξ� − Lgξy—must not equal zero for all x ∈ X and

for all t0:

∂y∕∂ξ�ξ�gξ�ξ� �
�
1 0

	�
qMδe cos x3σδH
−�qLδe∕mav�σδH

	
� qMδe cos x3σδH

(43)

The property Lgξy ≠ 0 cannot be guaranteed a priori via Eq. (43);

however, it can be shown that the property generally holds within
the operational envelope of the aircraft. Noting that q ≠ 0,
Mδe ≠ 0, and σδH ≠ 0, Eq. (43) is only zero when x3 � 90° or

x3 � −90°. The bounds on x3, given in Eq. (29), are αs− and αs�,
which are near the stall AOA. For a majority of aircraft, the limits
on AOA (i.e., x3) are within �20° and, given limits in aerody-
namics, are never near 90°; therefore, cos x3 ≠ 0 for all x3. With
Eq. (43) nonzero for all x ∈ X and for all t0, the relative degree is
globally defined and one uniformly in x. The nonlinearities in the
input–output relationship (i.e., in _x2) can therefore be canceled
with the input. Furthermore, the input can be designed such that
stability is achieved by ensuring that Eq. (41) is satisfied [27]. The
resulting input is

u �
�
−c1�y − α�x�� − ∂h∕∂ξ�ξ�fξ�x� � ∂α∕∂x1�x1��fx1�x1�

� gx1�x1�y� − ∂V∕∂x1�x1�gx1�x1�
��

∂h∕∂ξ�ξ�gξ�x�
�−1

(44)

The controller can also be written as

u�

2
66664−c1�x2−α�x1��−q

0
BBBBB@M0�Mαx3�

2
666664

Mc0W

Mc0H

McαWx3

McαHx3

3
777775

T
2
666664
σ0W

σ0H

σαW

σαH

3
777775cosx3

1
CCCCCA

�∂α∕∂x1�x1�x2−∂V∕∂x1�x1�

3
777775�qMδecosx3σδH�−1 (45)

where c1 is a positive controller gain.
Thevirtual control α�x1�must be obtained such that x1 is stabilized

if x2 � α�x1�. The following Lyapunov function and virtual control
are chosen:

V�x1� �
1

2
x21 (46)

α�x1� � −x1 (47)

The resulting _V�x1� is negative definite:

_V�x1� � x1x2 � −x21 < 0 ∀ x1\f0g (48)

Note that Eq. (41) is now satisfied with W�x� � kx21, where

0 < k ≤ 1. Per Lyapunov’s stability theorem, detailed in [27],

with V�x1� positive definite and _V�x1� negative definite, x1 � 0 is

asymptotically stable. Controller (45) is now rewritten as

u � −

2
66664q

0
BBBB@M0 �Mαx3 �

2
66664

Mc0W

Mc0H

McαWx3

McαHx3

3
77775

T266664
σ0W

σ0H

σαW

σαH

3
77775 cos x3

1
CCCCA

� �c1 � 1��x1 � x2�

3
77775�qMδe cos x3σδH�−1 (49)

Given the bounds on x1, x2, and x3 given in Eq. (29)—particularly the

bound on x3 that ensures cos x3 ≠ 0 ∀ x3—the input in Eq. (49) is

bounded. Note that the q term (in the dividend) and the divisor term

are for the cancelling of nonlinearities in _x2. With the nonlinearities

canceled, the remaining term, �c1 � 1��α�x1� − x2�, acts as a propor-
tional controller regulating x2 to α�x1� with gain c1 � 1. Once
regulated to α�x1�, x2 will regulate x1 to zero.
Substituting Eq. (49) in for the input in the systemdynamics shown

in Eq. (4) gives the following state differential equations for x1 and x2:

�
_x1
_x2

	
�

�
x2

−�c1 � 1��x1 � x2�
	

(50)

Stability of Eq. (50) is shown, again using Lyapunov’s stability

theorem, via the positive definiteness of the Lyapunov function

V1�x1; x2� �
1

2
�x21 � �x1 � x2�2� (51)

and the negative definiteness of the time derivative

_V1�x1; x2� � −�x21 � c1�x21 � 2x1x2 � x22�� (52)

WithV1�x1; x2� positive definite and _V1�x1; x2� negative definite, the
control u stabilizes the x1 − x2 subsystem.

2. AOA Subsystem and Analysis of the Zero Dynamics

Stability of the AOA—x3—subsystem is now assessed as a zero-

dynamics subsystem. To obtain the internal dynamics, the state η �
ψ�x� is introduced such that

Lgξψ�x� � 0 (53)

Equation (53) is satisfied with

η � ψ�x� � �MδeσδH�−1
z





}|





{a1

x2 � �mav∕LδeσδH�−1
z










}|










{a2

sin x3

� a1x2 � a2 sin x3 (54)

where a1 < 0, a2 > 0, and, given the bounds on x2 and x3 in Eq. (29),

η ∈ H � �a1 _θ� � a2 sin αs−; a1 _θ− � a2 sin αs�� ⊂ R (55)

Taking the time derivative of Eq. (54) gives the internal dynamics

(with the shorthand notation cx3 for cos x3)
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_η� σ−1δH

2
6664�180∕π�qM−1

δe

0
BB@M0 �Mαx3 �

2
6666664

Mc0W

Mc0H

McαWx3

McαHx3

3
7777775

T26666664

σ0W

σ0H

σαW

σαH

3
7777775cx3

1
CCCCCCA

�mavL
−1
δe cx3

0
BBBBBB@x2 ��180∕π�gv−1�cos�x1 � θ�∕cx3�

− �180∕π�q�mav�−1

2
6666664

L0W

L0H

LαWx3

LαHx3

3
7777775

T26666664

σ0W

σ0H

σαW

σαH

3
7777775

1
CCCCCCA

3
7777775 (56)

which is rewritten as

_η � b0 � b1 cos�x1 � θ� � �b2 � b3x2� cos x3
� �b4 � b5 cos x3�x3 (57)

where

b0 �
�
180

π

�
qM0�MδeσδH�−1 b1 �

�
180

π

�
mag�LδeσδH�−1

b2 �
�
180

π

�
qσ−1δH

�
M−1

δe

�
Mc0W

Mc0H

	T
− L−1

δe

�
L0W

L0H

	T�� σ0W
σ0H

	

b3 � mav�LδeσδH�−1 b4 �
�
180

π

�
qMα�MδeσδH�−1

b5 �
�
180

π

�
qσ−1δH

�
M−1

δe

�
McαW

McαH

	T
− L−1

δe

�
LαW

LαH

	T�� σαW
σαH

	
(58)

With the controller bringing the states x1 and x2 to zero, the resulting
zero dynamics is

_η0 � b0 � b1 cos θ� b2 cos x3 � �b4 � b5 cos x3�x3 (59)

or, recalling Eq. (54), in terms of η0,

_η0 � b0 � b1 cos θ� b2 cos�sin−1�η0∕a2��
� �b4 � b5 cos�sin−1�η0∕a2����180∕π� sin−1�η0∕a2� (60)

Assessment of the stability of the zero dynamics necessitates an

understanding of the magnitudes and signs of the b constants in

Eqs. (59) and (60). Keeping in mind Assumption 1:
1) b0 is positive if the fuselage contributes a positive moment at a

zero AOA, negative if the moment is negative, or zero otherwise.
Given Assumption 1, b0 is small in magnitude.
2)b1 cos�x1 � θ� is large and positive for pitches near 0°. Note that

x1 � θ equals θ, the pitch angle; cos θ can significantly reduce b1 or
change its sign; b1 is proportional to the aircraft weight.

3) b2 is large and driven by the −L−1
δe

�
L0W

L0H

	
T

term, which is

negative and resembles the zero-AOA lift, which is generally close to
the aircraft weight.
4) b3 is large and positive; b3 is proportional to the aircraft’s

momentum.
5) b4 is positive if the fuselage contributes a stabilizing moment

force (i.e., Mα is negative), negative if the fuselage contributes a

destabilizing moment force (i.e.,Mα is positive), and zero otherwise.
Without a lifting fuselage (per Assumption 1), b4, as with b0, is
significantly smaller than b1 and b2 in magnitude.
6) b5 is smaller than b1 and b2, but larger than b0 and b4; b5 is

driven by the −L−1
δe

�
LαW

LαH

	
T

term, which is negative and resembles

the change in lift per change in AOA; b5 is, at most, a magnitude less
than b1 and b2.
Equation (59) equals zero at x	3 , the point of equilibrium for _η0, on

which bounds can now be obtained. The bounds are

−�b0 − b1 � b2 cos αs��b4 � b5 cos αs�−1 ≤ x	3
≤ −�b0 � b1 � b2 cos αs��b4 � b5 cos αs�−1 (61)

The value of x	3 is mainly impacted by θ, which impacts the magni-

tude and sign of b1 in the numerator. The resulting point of equilib-

rium in the zero dynamics is

η	0 � a2 sin x
	
3 (62)

The zero dynamics (60) is now linearized at the equilibrium point

�x	1 x	2 η	0 �T . Noting the derivatives

∂�sin−1�η0∕a2��∕∂η0 � �180∕π��a22 − η20�−1∕2 (63)

∂�cos �sin−1�η0∕a2���∕∂η0 � −�180∕π��a2�a22 − η20�1∕2�−1η0 (64)

and

cos�sin−1�η0∕a2�� � a−12

���������������
a22 − η20

q
(65)

the partial derivative of Eq. (60) with respect to � x1 x2 η0 �T
(evaluated at �x	1 x	2 η	0 �T) is

Aη �
�
180

π

�h
�a22 − η	20 �−1∕2�b4 − η	0∕a2�b2

� �180∕π�b5sin−1�η	0∕a2��� � b5∕a2
i

(66)

Where the linearized zero dynamics is

_η0 � Aη�η0 − η	0� (67)

Local stability of the zero dynamics can now be assessed by evalu-

ating the sign of Aη—if Aη < 0 at the equilibrium η	0 , the zero

dynamics is locally exponentially stable. Although the case for most

aircraft, there is no absolute guarantee that η	0 satisfies the condition
Aη < 0, thus warranting the following assumption.

Assumption 10: The equilibrium η	0 of the zero dynamics (60)

satisfies

�a22 − η	20 �−1∕2 �b4 − η	0∕a2�b2 � �180∕π�b5 sin−1�η	0∕a2���
� b5∕a2 < 0 (68)

Equation (68) closely resembles a parabola and is negative in

between the two roots—the values of η	0 where Eq. (68) equals zero.
Typically, for aircraft abiding by Assumption 1, one root is positive

and one negative, each within the limits of x3. Physically, the sat-

isfaction of Eq. (68) indicates that the AOAdynamics are stablewhen

the pitch error is a constant zero, a behavior aircraft are designed to

exhibit.
Given Assumption 10, Aη is negative at the equilibrium point η	0 ,

and the system, therefore, is locally exponentially stable and ISS, thus

satisfying the second condition for nonlinear block backstepping.
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With both conditions met, the input (49) will make the system
asymptotically stable.

IV. Implementation of the BaLSI

The BaLSI considers systems of the form (with k:Φ × X → U)

_x � f�x; u� � g�x; u�ϕ

x ∈ X ⊂ Rn u � k�ϕ; x� ∈ U ⊂ Rm ϕ ∈ Φ ⊂ Rl
(69)

The aircraft plant was previously organized as such, with, respec-
tively, f�x; u�, g�x; u�, andϕ given in Eqs. (37), (38), and (39);X ,U,
and Φ given in Eqs. (29), (30), and (39); and n � 3, m � 1,
and l � 5.
Implementation of the BaLSI is preceded by the following two

assumptions, with ρ > 0 and V�ϕ; x�, a family of continuously
differentiable, positive-definite, radially unbounded functions.
Assumption 11: The inequality

∇V�ϕ; x��f�x; k�ϕ; x�� � g�x; k�ϕ; x��ϕ� ≤ −2ρV�ϕ; x� (70)

with ρ > 0 holds for the closed-loop system (69) for all ϕ ∈ Φ
and x ∈ X .
Assumption 12: For everyΦ ⊆ Φ and for everyM ≥ 0, there exists

R > 0 such that, given V�ϕ; x� ≤ M, jxj ≤ R for all ϕ ∈ Φ.
The BaLSI methodology employs an event-triggered approach to

update the parameter estimate ϕ̂ as opposed to a continuous update.
In between event triggers, the parameter estimate is held constant, as
described below:

u�t� � k�ϕ̂�τi�; x�t��
ϕ̂�t� � ϕ̂�τi�

t ∈ �τi; τi�1� (71)

where i ∈ Z≥0, and τi is the time of the ith event trigger:

τi ≥ 0 τ0 � 0

τi�1 � minfτi � T; rig (72)

T is the maximum allotted time before a parameter update is forced,
and ri > τi is the time of the trigger, where ri is the lowest t > τi at
which

V�ϕ̂�τi�; x�t�� � V�ϕ̂�τi�; x�τi�� � a�x�τi�� � ϵ (73)

where a:Rn → R≥0 is a continuous, positive-definite function and
ϵ > 0 is constant.With the triggermechanismderived, theBaLSIwill
now be derived.
Given Eq. (69), with t; s ≥ t0, variation of constants gives

x�t�−x�s��
Z

t

s
f�x�r�;u�r��dr�

�Z
t

s
g�x�r�;u�r��dr

�
ϕ (74)

The function hi:R
l → R�, for every i ∈ Z≥0, is defined as

hi�φ� ≔
Z

τi�1

t0

Z
τi�1

t0

jp�t; s� − q�t; s�φj2 ds dt (75)

Given

p�t; s� ≔ x�t� − x�s� −
Z

t

s
f�x�r�; u�r�� dr (76)

q�t; s� ≔
Z

t

s
g�x�r�; u�r�� dr (77)

where p ∈ Rn and q ∈ Rn×l, hi�φ� has a global minimum at φ � ϕ,
where hi�ϕ� � 0. Noting qT�t; s�p�t; s� � qT�t; s�q�t; s�ϕ, the
following holds:

Z�τi�1� � G�τi�1�ϕ (78)

where

Z�τi� �
Z

τi�1

t0

Z
τi�1

t0

qT�t; s�p�t; s� ds dt (79)

G�τi� �
Z

τi�1

t0

Z
τi�1

t0

qT�t; s�q�t; s� ds dt (80)

G�τi� is positive semidefinite, thus motivating the convex optimiza-
tion problem

min
φ∈Φ

jφ − ϕ̂�τi�j
s:t: Z�τi�1� � G�τi�1�φ

(81)

which results in the parameter update law

ϕ̂�τi�1�� argmin
n
jφ− ϕ̂�τi�j2:φ∈Φ;Z�τi�1��G�τi�1�φ

o
(82)

If, however, the determinant of G�τi� is nonzero, the vector of
unknown parameters can be calculated as

ϕ̂ � �G�τi�1��−1Z�τi�1� (83)

which is a least-squares estimate ofϕ. The parameter update law (82)
is the BaLSI, which is to be used at the event triggers as described
in Eq. (72).
G�τi� may not necessarily be invertible due to possible measure-

ment and modeling errors in the plant. Although Eq. (78) holds when
no errors are present, there is no guarantee that the set of φ ∈ Φ, such
that Eq. (78) holds, is nonempty. Therefore, the minimization prob-
lem is relaxed to yield

ϕ̂�τi�1�� argminfjφ− ϕ̂�τi�j2�μjZ�τi�1�−G�τi�1�φj2:φ∈Φg
(84)

where μ > 0 is a large constant, and

ϕ̂�τi�1� �
�
μ−1I �G2�τi�1�

�−1�
μ−1ϕ̂�τi� �G�τi�1�Z�τi�1�

�
(85)

With Eq. (84), in the case where Φ � Rl, with G2�τi�1� positive
semidefinite and μ−1I positive definite, the resulting μ−1I�
G2�τi�1� is positive definite and, therefore, invertible.
The BaLSI can be implemented by the following set of ordinary

differential equations (ODEs)

z ∈ Rj _z � Cx (86)

B ∈ Rl×j _B � t�Cg�x; u��T (87)

w ∈ Rl _w � �Cg�x; u��T�z� d� � BCf�x; u� (88)

d ∈ Rj _d � tCf�x; u� (89)

Y ∈ Rl _Y � 2�BCx −w� (90)

Q ∈ Rl×l �Q � 2�BCg�x; u��T � 2BCg�x; u� (91)

with the initial conditions

z�0� � d�0� � 0 Q�0� � _Q�0� � 0

B�0� � 0 Y�0� � w�0� � 0 (92)
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and the parameter update law

ϕ̂�τi�1� � argmin
n
jφ − ϕ̂�τi�j2 � μjY�τi�1� −Q�τi�1�φj2:φ ∈ Φ

o
(93)

where C is a selection matrix used when the parameter ϕ appears in
j < n equations of the _x equations. If ϕ appears in _xk1 ;:::; _xkj , where

k1;:::;kj∈f1;:::;ng, then C∈Rj×n is such that c1;k1 � c2;k2 � · · ·�
cj;kj � 1 (cr;s � 0 otherwise)—note that if j � n, then C ∈ Rn×n

would be an identity matrix. With the impact of the unknown
parameter vector ϕ limited to _x2 and _x3, as seen in Eq. (38), the

resulting C for the aircraft plant is

C �
�
0 1 0

0 0 1

	
(94)

In summary, there are four tunable parameters for the BaLSI:
1) T > 0, a constant, is the maximum time allowed without a param-
eter update.
2) a�x�, a continuous, positive-definite function, is used for the event
trigger.
3) ϵ > 0, a constant, is used for practical implementation of the
trigger to avoid a constant trigger at x�τi� � 0.
4) μ > 0, a large constant, is used to aid in the solving of the
optimization problem presented in Eq. (81).
Karafyllis et al. [25] give encouraging results on the stability of the

BaLSI, given compliance to the assumptions presented. For the air-
craft system, the assumptions only hold for the x1−x2 subsystem and
not the zero dynamics (i.e., the x3 subsystem). Given V1 in

Eq. (51) and _V1 in Eq. (52) (recall c1 is a positive constant),
Eq. (70) can be rewritten for the system as

x21 � c1�x1 � x2�2 ≥ ρ�x21 � �x1 � x2�2� (95)

Inequality (71), and, therefore, Assumption 11, can be satisfied for
the x1 − x2 subsystem for any positive ρ if

ρ ≤ minf1; c1g (96)

Young’s inequality is applied to Eq. (51) to obtain

V1�x1; x2� � 1∕2�x21 � �x1 � x2�2� ≤ 3∕2�x21 � x22� (97)

Assumption 12, therefore, is satisfied for the x1 − x2 subsystem with

R �
�����������������
�2∕3�M

p
(98)

With the exclusion of the zero dynamics subsystem, guaranteesmade
by [25] on the solution will be restricted.
For the purpose of spelling out clearly the guarantees provided by

the design developed in this work, the following theorem is provided,
as a direct application of Theorem 4.1 in [25], and applied to the
aircraft plant and controller previously derived accompaniedwith the
BaLSI scheme given by Eqs. (71–73), (84), and (86–92). The aircraft
plant is given in Eq. (36), with, respectively, f�x; u�, g�x; u�, and ϕ
given in Eqs. (37–39) and the states and input defined in Eqs. (29) and
(30), respectively.
Theorem 1: Consider the aircraft plant given in Eq. (36) with an

input, such as Eq. (49), rendering the system asymptotically stable,
the parameter update law (93), and initial conditions x�t0��x0∈X
and ϕ̂�t0��ϕ̂0∈Φ. Let the x1−x2 subsystem be subject to
Assumption 11 and Assumption 12, and the zero-dynamics subsys-
tem be subject to Assumption 10. Let T>0 be a constant and let
a:Rn→R� be a continuous, positive-definite function. Then, there
exists a family of class KL mappings ωϕ;ϕ̂, parametrized by

ϕ; ϕ̂ ∈ Φ, such that for every ϕ∈Φ, x0 ∈ X , and ϕ̂0 ∈ Φ, the sol-
ution of the closed-loop system is unique, is defined for all t ≥ t0, and
satisfies

jx�t − t0�j ≤ ωϕ;ϕ̂0
�jx0j; t − t0� (99)

Moreover, there exists a τ ≥ 0 and ϕs ∈ Φ (both depending on ϕ, t0,

and the initial conditions) such that ϕ̂�t� � ϕs for all t ≥ t0 � τ and

g�t;x�t�;u�t���ϕ−ϕs��0 for all t ≥ t0. Furthermore, the estimate ϕ̂i

at τi ≥ �i − l�T holds for all i ≥ l.
Equation (99) places a bound, based on the initial conditions, on

transient state behavior for t ≥ t0. Regulation of the states to zero
(i.e., pitch to the commanded angle and pitch rate andAOA to zero) is
also guaranteed. Regarding parameter estimation, Theorem 1 guar-
antees—without requirement for persistency of excitation—conver-
gence of the parameter estimate and the existence of a finite settling
time for the estimate; however, there is no upper bound on the
settling time.
Karafyllis et al. [25] further guarantee, in Theorem 4.2, local and

global exponential stabilization of the closed-loop system with
BaLSI implementation as long as the nominal feedback law achieves
such. The following theorem is a direct application of Theorem 4.2 in
[25], again applied to the aforementioned aircraft plant, controller,
and BaLSI scheme. The shorthand notation x�i� refers to the ith
state(s).
Theorem 2: Consider the system (69) subject to Assumption 11

and Assumption 12, with the zero dynamics subject to Assumption
10. Moreover, suppose that for every nonempty, compact setΦ ⊆ Φ,
there exist constants R ∈ �0;�∞� and K2 > K1 > 0 such that

K1jx�1;2�j2 ≤ V�ϕ; x�1;2�� ≤ K2jx�1;2�j2 (100)

for all x ∈ Rn,ϕ ∈ Φwith jxj ≤ R. Suppose that for eachϕ ∈ Φ, 0 ∈
Rn is locally exponentially stable for the closed-loop system (69). Let
T > 0 be a positive constant and a:Rn → R� a continuous, positive-
definite function satisfying

supfjxj−2a�x�: x ∈ Rn; x ≠ 0; jxj ≤ δg < �∞ (101)

for a certain δ∈�0;�∞�. Then, there exists a family of constants

Mϕ;ϕ̂>0 and Rϕ;ϕ̂∈�0;�∞�, parameterized by �ϕ;ϕ̂�∈Φ×Φ, such
that, for everyϕ∈Φ and initial conditions x0∈Rn (with jx0j ≤ Rϕ;ϕ̂0

)

and ϕ̂0∈Φ, the solution of the closed-loop system satisfies the
estimate

jx�t�j ≤ Mϕ;ϕ̂0
exp�−ρt�jx0j (102)

for all t ≥ t0, with ρ > 0 the constant introduced in Eq. (70).
Equations (100) and (101) are used to establish limits on the

solution x�t� allowing for guarantees on the convergence rate. If
the conditions of Theorem 2 hold, the BaLSI scheme allows expo-
nential convergence of the pitch to the pitch command and the pitch
rate andAOA to zero, as seen in Eq. (102). Theorem 2 guarantees that
the convergence rate, given the BaLSI scheme, is the same as that of
the nominal feedback (i.e., with parameter values known). Proofs for
Theorems 4.1 and 4.2 are provided in [25].

V. Simulation of an Aircraft in Icing

The control scheme presented is now applied to a LockheedMartin
C-5 Galaxy, a large military transport aircraft used by the United
States Air Force (USAF). The C-5 Galaxy has been examined in
various disciplines for performance optimization, such as formation-
flight optimization using extremum-seeking feedback control [28].
The aircraft model previously derived requires knowledge of various
aircraft parameters. Mass, inertial, and a portion of the aerodynamic
parameters are provided in [29], with remaining aerodynamic infor-
mation estimated using three-view drawings of the aircraft and
approximated airfoil data. Using methods presented in [30,31], the
acquired data are then used to estimate the various parameters
required for the model.
For the model, the mass ma employed is that of the aircraft with

about half of the maximum fuel capacity—1.76�10�4 slugs. The air
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density and gravity g used—32.1 ft∕s2 and 1.07�10�−3 slugs∕ft3—
are the values at 25,000 ft above sea level. The airspeed v is set to

700 ft∕s. The lift, drag, and moment parameters in Eqs. (4), (6), and

(23) are evaluated for the aircraft in the following equations:

L0W � 2.19�10�3 ft2 L0H �−75.8 ft2

LαW � 447
ft2

1°
LαH � 53.0

ft2

1°
Lδe � 15.9

ft2

1°
(103)

D0A � 43.6 ft2 D0W � 48.0 ft2 D0H � 1.47 ft2

k1 � 1.14�10�−2 ft2 k2 � 1.11�10�−3 ft2 (104)

M0 � 0
f

slug
Mα � −5.85�10�−5 ft

slug − 1°

Mc0W � −1.03�10�−4 ft

slug
Mc0H � 3.52�10�−4 ft

slug

McαW � −2.11�10�−5 ft

slug − 1°

McαH � −2.46�10�−4 ft

slug − 1°

Mδe � −7.39�10�−5 ft

slug − 1°
(105)

The icing factors selected are

ϕ �
�
σ0W σ0H σαW σαH σδH

	
T

�
�
0.850 0.985 0.820 0.982 0.979

	
T

(106)

Attention is now given to the assumption levied in the derivation of

the controller. Assumption 10 assumed that the equilibrium point of

the zero dynamics in Eq. (60) is such that Eq. (68) is satisfied in order

to ensure local stability.With equilibrium at η	0 � 1.25�10�4, Eq. (68)
—and Assumption 10—is satisfied with Aη � −0.383 < 0.

Bounds on the states and input, given in Eqs. (29) and (30), are

evaluated for the aircraft to be

x ∈ X �

2
664
�0 − θ°; 180° − θ�
�−10°∕s; 10°∕s�
�−10°; 10°�

3
775 u ∈ U � �−30°; 30°� (107)

Using the shorthand notation cx3 for cos x3, the plant presented in

Eqs. (36–38) is evaluated for the aircraft as follows:

_x � f�x; u� � g�x; u�ϕ (108)

f�x; u� �

2
664

x2
−0.875x3

x2 � 2.63

�
cos�x1�θ�
cos x3

�
3
775 (109)

�x;u��−

2
664

0 0 0 0 0

1.55cx3 −5.26cx3 0.316cx3x3 3.68cx3x3 1.11cx3u
2.66 −0.0918 0.542x3 0.0642x3 0.0193u

3
775

(110)

The feedback input (49), with the gain c1 � 1, is evaluated to be

u � �−0.875x3 − �1.55σ̂0W − 5.26σ̂0H � 0.316x3σ̂αW

� 3.68x3σ̂αH�cx3 � 2�x1 � x2���1.11cx3σ̂δH�−1 (111)

where σ̂ is an estimate of σ. The BaLSI scheme used the following

parameters:

T � 0.2 V�ϕ; x� � 1∕2�x21 � x22 � x23�
a�x� � x21 � x22 � x23 ϵ � 0.1 μ � 109

(112)

The simulation marched the states through time using the differ-

ential equations given in Eq. (108). However, the effects of

Assumption 9, which simplified the equation for _x3, were removed

to provide a realistic simulation environment. Furthermore, white

Gaussian noise (with a power of −31 dBW) was added to the state

vector used by the adaptive-control scheme to simulate measure-

ment error.
The initial conditions were set to zero. Larger aircraft frequently

climb to exit icing conditions. Therefore, at 0 s, the aircraft is

commanded to a 5° pitch (i.e., �θ � 5°) to simulate a climb.
Figures 1 and 2 plot the states (pitch, pitch rate, and AOA) and

parameter estimates, respectively, versus time.
Figure 1 showcases the effectiveness of the controller, with the

commanded pitch reached with a steady-state error on the order of

magnitude of 10−4. Figure 2 shows the effectiveness of the BaLSI,

with the parameter estimates converging near the actual values.

Furthermore, no abrupt jumps in the input occurred as estimates

converge. As mentioned previously, the simulation was run without

the simplification of Assumption 9 and with white noise imbued in

the state measurements and icing factors. Thus, some errors in the

parameter estimates are expected.
A phase portrait for x1 − x3 of the system response with the

parameters known (the nominal case), the parameters unknown,

and the parameters estimated with the BaLSI is given in Fig. 3. Data

are provided from the moment the climb command is given.
As the parameter estimates converge near the actual values, the

adaptive system behavior seen in Fig. 3 converges to the nominal

behavior. With the parameters unknown, the system response

Fig. 1 State history.

Fig. 2 Parameter estimates.
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deviates from nominal as expected, resulting in a noticeable
steady-state error in pitch. With the BaLSI, the parameter-estimate
convergence prevented any significant deviation from nominal
behavior.

VI. Conclusions

An aircraft model was derived, with the impacts due to icing—
specifically the decrease to lift and increase to drag—alsomodeled. A
plant was constructed with the icing factors extracted into a single
parameter vector, and a CEC derived via backstepping to stabilize the
nominal system. The BaLSI was incorporated into the control
scheme to estimate the five icing factors.
The control scheme was applied to the model of a Northrop

Grumman C-5 Galaxy. The aircraft was simulated in icing with the
parameters known, unknown, and estimated via the BaLSI. The
BaLSI efficiently estimated the unknown parameters even in
the presence of noise, as seen in Fig. 2, allowing the system behavior
to converge to the nominal behavior, as seen in Fig. 3.
Performance of the BaLSI can be improved by tuning the variable

BaLSI parameters, namely, T. T can be reduced, if permitted by the
time step at which the discrete system operates, to improve conver-
gence of the BaLSI estimates. Alternatively, T can be increased to
improve handling of noise. Noise handling can be further improved
by ensuring the function a and constant ϵ are such that parameters
updates are not triggered alone by noise.
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