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Spill-Free Transfer and Stabilization
of Viscous Liquid

lasson Karafyllis

Abstract—This article studies the feedback stabilization
problem of the motion of a tank that contains an incom-
pressible, Newtonian, viscous liquid. The control input is
the force applied on the tank and the overall system con-
sists of two nonlinear partial differential equations and
two ordinary differential equations. Moreover, a spill-free
condition is required to hold. By applying the control Lya-
punov functional methodology, a set of initial conditions
(state space) is determined for which spill-free motion of
the liquid is possible by applying an appropriate control
input. Semi-global stabilization of the liquid and the tank
by means of a simple feedback law is achieved, in the
sense that for every closed subset of the state space, it
is possible to find appropriate controller gains, so that ev-
ery solution of the closed-loop system initiated from the
given closed subset satisfies specific stability estimates.
The closed-loop system exhibits an exponential conver-
gence rate to the desired equilibrium point. The proposed
stabilizing feedback law does not require measurement of
the liquid level and velocity profiles inside the tank and
simply requires measurements of 1) the tank position error
and tank velocity, 2) the total momentum of the liquid, and
3) the liquid levels at the tank walls. The obtained results
allow an algorithmic solution of the problem of the spill-free
movement and slosh-free settlement of a liquid in a vessel
of limited height (such as water in a glass) by a robot to a
prespecified position, no matter how full the vessel is.

Index Terms—Control Lyapunov functional, partial
differential equations (PDEs), Saint-Venant model, shallow
water equations.

[. INTRODUCTION

NE of the most important mathematical models that
describes the free-surface flow of a thin layer of an
incompressible, Newtonian liquid is the Saint-Venant system
or shallow water model. The model has been used in many
applications (river flows, tidal waves, oceans) and since its first
derivation from first principles by Adhémar Jean Claude Barré
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de Saint-Venant in 1871 (see [1]), the model has been extended
to take into account many types of forces acting on the body
of the liquid other than gravity (e.g., viscous stresses, surface
tension, friction forces; see [5], [6], [17], [24], [27], [34]).

Feedback stabilization problems involving various varia-
tions of the Saint-Venant model have attracted the attention of
many researchers during the last decades (see [2]-[4], [7]-[9],
[11]-[13], [25], [28], [29]). All these works study the inviscid
Saint-Venant model (i.e., the model that ignores viscous stresses
and surface tension and takes into account gravity and friction
forces), which provides a system of first-order hyperbolic partial
differential equations (PDEs). Many papers study stabilization
problems for the linearization of this system around an equi-
librium point, employing either the backstepping methodology
(see [10], [12], [13]) or the control Lyapunov functional (CLF)
methodology (providing local stabilization results for the orig-
inal nonlinear system in many cases; see [2]-[4], [8], [9], [11],
(18], [25]).

The present work studies the problem of stabilization of the
motion of a tank that contains an incompressible, Newtonian
liquid. The corresponding problem for the case of an inviscid,
incompressible fluid has been studied in [7] and [14] with
respect to the controllability and in [10] and [29] with respect to
feedback stabilization. We consider stabilization of both the state
of the liquid (liquid level and velocity) and the state of the tank
(tank position and velocity) by manipulating the acceleration of
the tank. However, in contrast with the work in [7], [10], [14],
and [29], we do not consider the inviscid Saint-Venant model
but the viscous Saint-Venant model (i.e., the model that ignores
friction forces and surface tension and takes instead into account
gravity forces and viscous stresses). From a mathematical point
of view this makes a huge difference: the resulting nonlinear
model consists of two ordinary differential equations (ODEs)
and two PDEs which are no longer first-order hyperbolic PDEs
but a system of one hyperbolic first-order PDE and one parabolic
PDE. From a physical point of view the replacement of the invis-
cid Saint-Venant model with friction by the viscous, frictionless
Saint-Venant model is completely justified: viscous stresses are
negligible compared to friction forces when the liquid velocity is
relatively large (e.g., rivers) but in tanks where the liquid velocity
is small, viscous stresses become dominant. The viscosity term
is nonlinear and is similar to the viscosity term appearing in
compressible fluid flow models (see [21], [26], [30], and [31]).
In addition, we assume that the tank walls have a specific height
and we require that the movement be spill-free and slosh-free
(in the sense that the liquid is transferred without residual end
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point sloshing; see [15], [36] for the description of the slosh-free
motion problem). In other words, we require that the liquid level
in the tank does not exceed the height of the tank walls. To
our knowledge, this is the first article that studies the spill-free
movement problem: all other works (see [7], [10], [14], [28],
and [29]) do not take into account the limited height of the tank
walls.

We exploit the similarity with compressible fluid models in
order to apply the CLF methodology for the viscous Saint-
Venant system. The CLF methodology was first used for global
stabilization of nonlinear parabolic PDEs in [23] and was sub-
sequently studied in [19]-[21] (but see also [8] for the pre-
sentation of the CLF methodology in finite-dimensional and
infinite-dimensional systems). Recently, it was used in [21]
for the stabilization of a nonlinear Navier—Stokes model of
compressible fluid. As in [21], the CLF plays also the role of
a barrier function and guarantees a positive lower bound for the
liquid level. However, here the CLF also plays the role of abarrier
function for the additional requirement of spill-free movement
by providing an upper bound for the liquid level. The CLF is
constructed by combining the mechanical energy of the system
and the use of a specific transformation that has been used in the
literature of compressible fluids (see [21], [26], [30], and [31]).
It is important to note here that the nonlinearity of the control
problem hinders the application of standard feedback design
methodologies like backstepping (see [32], [33], and [35]).

The CLF allows the determination of a specific set X of
initial conditions for which spill-free movement of the tank
is possible (by applying an appropriate input): this is the state
space of our problem. We achieve semi-global stabilization of
the liquid and the tank by means of a simple feedback law. The
term “semi-global” here refers to the state space X: for every
closed subset of the state space X we are in a position to find
appropriate controller gains, so that every classical solution of
the closed-loop system initiated from the given closed subset
satisfies specific stability estimates. More specifically, an expo-
nential convergence rate is achieved for the closed-loop system.
The stabilizing feedback laws do not require measurement of the
liquid level and velocity spatial profiles in the tank and simply
require measurements of the following:

1) the tank position error and tank velocity;

2) the total momentum of the liquid; and

3) the liquid levels at the tank walls (boundary).

To our knowledge, this is the first article in the literature
that achieves stabilization of the nonlinear viscous Saint-Venant
system. In other words,

1) the nonlinear viscous Saint-Venant model is studied (in-
stead of its linearization);

2) a simple feedback law (with minimum measurement re-
quirements) is obtained that guarantees exponential con-
vergence to the desired equilibrium point; and

3) a spill-free movement of the liquid in the tank is guaran-
teed.

The structure of the article is as follows. Section II is devoted
to the presentation of the control problem. Section III contains
the statements of the main result of the article (Theorem 1).
Moreover, in Section III we also provide insights for the proof

of the main result: we explain the construction of the CLF, the
selection of the state space and we provide some auxiliary results
that are used in the proof. Section IV provides an algorithmic
solution of the problem of the spill-free movement and slosh-free
settlement of water in a glass, by a robot, to a prespecified glass
position. We show that no matter how full the glass is, the robot
can transfer the glass without spilling out water and without
residual end point sloshing. The proofs of all results are provided
in Section V. Finally, Section VI gives the concluding remarks
of the present work.
Notation.

* 4 = [0, +00) denotes the set of non-negative real num-
bers.

x Let S C R™ be an open set and let A C R” be a set that
satisfies S C A C cl(S). By C°(A ; Q), we denote the
class of continuous functions on A, which take values in
Q CR™. By Ck(A ; ), where k& > 1 is an integer, we
denote the class of functionson A C R, which take values
in 2 C ™ and have continuous derivatives of order k.
When 2 = R then we write C°(A ) or C¥(A). When
I C R is an interval and G € C*(I) is a function of a
single variable, G’(h) denotes the derivative with respect
tohel.

x Let I C R be an interval, let a < b be given constants
and let w: I x [a,b] — R be a given function. We use
the notation u[t] to denote the profile at certain ¢ € I,
ie., (uft])(z) = u(t,x) for all « € [a,b]. When u(t, ) is
(twice) differentiable with respect to . € [a, b, we use the
notation (¢, ) (uz (¢, 2)) for the (second) derivative of
u with respect to © € [a, b]. When u(¢, x) is differentiable
with respect to ¢, we use the notation wu(t,x) for the
derivative of v with respect to t.

x Given a set U C R", yy denotes the characteristic func-
tion of U, i.e., the function defined by xy (z) := 1 for
all z € U and xy(x) := 0 for all z ¢ U. The sign func-
tion sgn : R’ — R is the function defined by the relations
sgn(z) =1 for > 0, sgn(0) = 0 and sgn(x) = —1 for
z < 0.

* Let a < b be constants. For p € [1, +00), LP(a,b) is the
set of equivalence classes of Lebesgue measurable func-

b 1/p
tions w: (a,b) = RN with ||lull, := | [|u(z)|’dx

< 4o00. L*®(a,b) is the set of equivalence classes
of Lebesgue measurable functions u : (a,b) — R with
lu]|oo := esssup(|u(z)|) < 4+oc. For an integer k > 1,

z€(a,b)
H*(a,b) denotes the Sobolev space of functions in
L?(a,b) with all its weak derivatives up to order k > 1
in L2(a,b).

[I. DESCRIPTION OF THE PROBLEM

We consider a one-dimensional (1-D) model for the motion of
a tank. The tank contains a viscous, Newtonian, incompressible
liquid. The tank is subject to a force that can be manipulated. We
assume that the liquid pressure is hydrostatic and consequently,
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Fig. 1. Control problem.

the liquid is modeled by the 1-D viscous Saint-Venant equations,
whereas the tank obeys Newton's second law.

The control objective is to drive asymptotically the tank to a
specified position without liquid spilling out and having both the
tank and the liquid within the tank at rest. Fig. 1 shows a picture
of the problem.

Let the position of the left side of the tank at time ¢ > 0 be
a(t) and let the length of the tank be L > 0 (a constant). The
equations describing the motion of the liquid within the tank are
as follows (see [17]):

Hy+ (HV), =0, fort >0, z € [a(t),a(t) + L] (1)

(HV)+ (HV? 4+ 39H?)_ = p(HV.),,

fort >0, z € (a(t),a(t) + L) (2)

where H(t,z) >0, V(t,z) € R are the liquid level and the
liquid velocity, respectively, at time ¢ > 0 and position z €
[a(t),a(t) + L], while g, 1 > 0 (constants) are the acceleration
of gravity and the kinematic viscosity of the liquid, respectively.

The liquid velocities at the walls of the tank coincide with the
tank velocity, i.e., we have the following:

V(t,a(t) = V(t,a(t) + L) = w(t)fort >0 (3)

where w(t) = a(t) is the velocity of the tank at time ¢ > 0.
Moreover, applying Newton's second law for the tank we obtain
the following:

a(t) = —f(t)fort >0 4)

where — f(t), the control input to the problem, is the force
exerted on the tank at time ¢t > 0 divided by the total mass of
the tank. The conditions for avoiding the liquid spilling out of
the tank are as follows:
H(t,a(t)) < Hpax )
H(t,a(t) + L) < Hmax

where H . > 0 is the height of the tank walls. The variable
f(t) € R is the control input. Applying the transformation

v(t,x) =V (t,a(t) + x) —w(t)

h(t,x) = H(t,a(t) + x)
§(t) = alt) —a* (©)

where a* € R is the specified position (a constant) where we
want to have the left side of the tank, we obtain the model

E=w, w= —f fort>0 (7
he + (hv)y =0, fort > 0,2 € [0,L]  (8)

1
(hv): + (hv2 + gh2>
2 xT
fort > 0,2 € (0,L) 9
v(t,0) =v(t,L) =0, fort >0 (10)
where the control input f appears additively in the second equa-
tion of (7) and multiplicatively in (9). Moreover, the conditions
(5) for avoiding the liquid spilling out of the tank become the
following:

max (h(¢,0),h(t, L)) < Hpyax, fort >0
Condition for no spilling out.

(1D
We consider classical solutions for the PDE-ODE system (7)—

(10), i.e., we consider functions

£ 0t (Ry)NC?((0,+00)) ,w € C (Ry)NCT ((0,400))

h € C ([0, +00) %[0, L]; (0, +00)) N C* ((0,+00) x (0, L)),

v e C?([0,+00) x [0,L]) N C* ((0,+00) x [0, L])

with v[t] € C?((0, L)) for each ¢ > 0 that satisfy (7)~(10) for a
given input f € C°(Ry).
Using (8) and (10), we can prove that for every solution of (7)—

L
(10)itholds that % [ h(t,z)dz | = Oforallt > 0.Therefore,
0

the total mass of the liquid m > 0 is constant. Therefore, without
loss of generality, we assume that every solution of (7)—(10)
satisfies the following equation:

L

/h(t,m)daz =m.

0

12)

At this point, we should point out the relationship between
mass conservation and the spill-free condition (11). Indeed, if
the liquid spilled out of the tank, then that would cause mass
loss of the fluid. So, the spill-free condition (11) is actually a
prerequisite for (12).

The open-loop system (7)—(10), (12), i.e., system (7)—(10),
(12) with f(t) = 0, allows a continuum of equilibrium points,
namely the points

h(z) =h*,v(z) =0, forz € [0, L]
EeR,w=0

13)
(14)

where h* = m /L. We assume that the equilibrium points satisfy
the condition for no spilling out (11), i.e., h* < Hpax.
Our objective is to design a feedback law of the form

F(8) = F (h]t], v[t], €(t),w(t)), fort >0 (15)
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which achieves stabilization of the equilibrium point with £ = 0.
Moreover, we additionally require that the “spill-free condition”
(11) holds for every ¢ > 0.

The existence of a continuum of equilibrium points for the
open-loop system given by (13) and (14) means that the de-
sired equilibrium point is not asymptotically stable for the
open-loop system. Moreover, everyday experience shows that
there are smooth initial conditions (£(0),w(0), ~[0],v[0]) with
(v[0])(0) = (v[0])(L) = 0 for which it is not possible to avoid
liquid spilling out of the tank no matter what the applied input
f is. Thus, the described control problem is far from trivial.

IIl. CONSTRUCTION OF THE FEEDBACK LAW
A. Control Lyapunov Functional (CLF)

Let k,q > 0 be position error and velocity gains (to be se-
lected). We next define the set S

h € C° ([0, L]; (0,4+00)) N H(0, L)

veC?([o,L])
L
(&w,hv)e S & [h(z)dz = m
(& w) 609?2,11(0) =o(L)=0.
(16)
We define the following functionals for all (£, w, h,v) € S:
ak® o q 2
V(€7wa ha U) = W(h?v) + E(hvv) + 7& + i(w + kf)
a7
L L
E(h,v) := %/h(m)vz(x)dx + %g/ (h(z) — h*)da
0 0
(18)
L
W(h,v) == %/h*l(z)(h(x)v(x) + phy(x))’dz
0
. L
- 5g/(h(a:) — h*)*dx (19)
0

where h* = m/L. We notice that the following:
1) the functional F is the mechanical energy of the liquid
within the tank. Indeed, notice that E is the sum of the

L
potential energy <; g [ (h(z)— h*)de> and the Kinetic
0

L
energy | 3 [ h(z)v?(z)dz | of the liquid;
0

2) the functional W is a kind of mechanical energy of the
liquid within the tank and has been used extensively in
the literature of isentropic, compressible liquid flow (see
[21], [26], [30], [31D).

We intend to use the functional V' (&, w, h,v) defined by (17)
as a CLF for the system. However, the functional V' (£, w, h,v)

can also be used for the derivation of useful bounds for the
function h. This is guaranteed by the following lemma.

Lemma 1: Define theincreasing C! function G : (0, +-00) —
(—%h*\/ﬁ , +00) by means of the formula

G(h) :=sgn (h — h*) <§Wﬁ —2h*Vh + ghﬁ> . (20

LetG™': (—3h" Vh*, 400) — (0, +00) be the inverse func-
tion of GG and define

¢ =1/ (1/5).

Then for every (£, w,h,v)€ S with V({,w,h,v) <
% wh*y/gh*, the following inequality holds:

21)

G (=eV (& w, hyv)) < h(z) < GTH(V( w, h,0)),
forallz € [0, L].
(22)

B. State Space

In order to be able to satisfy the condition for no spilling out
(11) we need to restrict the state space. This becomes clear from
the fact that the set S contains states that violate the condition
for no spilling out (11). Define

X ={(§w,hv)e S : V(w,hv) <R} (23)

where

R:= Q‘LT\@ (Qh*\/ﬁ + /Hoe it (Hinae — 3h* | 0))
(24)
Notice that definitions (23), (24), the fact that h* < H, . and
Lemma 1 imply that for all (£, w, h,v) € X it holds that

0< G H(=cV(&w, h,v)) < h(x) <G (cV(Ew,h,v))
< Hpax, forallz € [0, L].
(25)

Therefore, the condition for no spilling out (11) is automat-
ically satisfied when (&, w, h,v) € X. However, it should be
noticed that requiring the state to be in X in order to satisfy the
condition for no spilling out (11) is a conservative approach: we
actually require that the liquid level A(x) is below the height of
the walls H,,., everywhere in the tank [i.e., for all = € [0, L];
recall (25)] and not simply at the walls (i.e.,atx = Oand x = 1)
as the condition for no spilling out (11) requires.

The state space of system (7)—(10), (12) is considered to be
the set X. More specifically, we consider as state space the set
X C ®% x HY(0,L) x L*(0, L) endowed with the norm of the
underlying normed linear space ®? x H'(0, L) x L?(0,L),i.e.

1/2
1€, )l = (€ 4w+ A + IR + [ollE)
(26)

C. Main Result

Now we are in a position to state the first main result of the
present work.
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Theorem 1: For every r € [0, R), where R > 0 is the con-
stant defined by (24), and for every o, ¢, k > 0 with

Gt (—cr)

k< g——r——t—.
<4 b+ Gt (—cr)

27)

Where ¢ > 0 is defined by (21), 6 := +f]¢7L’
there exist constants M, A > 0 with the followmg property:

(P) Every classical solution of the PDE-ODE system (7)—(10),
(12) and

AmL? Hpya
= =0,

L
a<2/h v(t,z)dx + p(h(t, L) — h(t,0))
0

—q(w(t)—l—k{(t))),fort >0 (28)

with V(£(0), w(0), h[0],v[0]) < r, satisfies (£(t),w(t), h[t],
v[t]) € X and the following estimate for all ¢ > 0:

I €(2), w(t), bl — h*xjo.3, 011
< Mexp (—At) [|(£(0),w(0), h[0] = h*X(o,1, v[0]) -
(29)
Theorem 1 guarantees semi-global exponential stabilization
of the state in the norm of ®% x H'(0, L) x L?(0, L) by means
of the nonlinear feedback law (28). Here the term “semi-global”
refers to the set X for which spill-free transfer can be guaranteed:
the constant r < R can be arbitrarily close to R. It should
be noticed that the feedback law (28) does not require the
measurement of the whole liquid level and liquid velocity profile
and requires the measurement of only four quantities, which are
as follows:

1) the tank position £(t¢) and the tank velocity w(t);
L

2) the total liquid momentum [ h(t, z)v(t, z)dx; and
0

3) the liquid level difference at the tank walls h(t, L) —
h(t,0).

The proof of Theorem 1 shows that as » — R we have
k—0, L — 0, and M — +oc. This is expected because as
r — R we may have initial conditions satisfying V' (£(0), w(0),
h[0],v[0]) < r for which the liquid in the container is agitated.
Therefore, in such cases the movement of the container may
cause additional agitation of the liquid which can make the
liquid spill-out unavoidable (since » — R the initial condition
for the liquid level can approach H, .y and therefore an arbi-
trarily small perturbation would make the liquid spill out of the
tank).

D. Auxiliary Results

For the proof of Theorem 1, we need some auxiliary lem-
mas. The first auxiliary lemma provides formulas for the
time derivatives of the energy functionals defined by (18)
and (19).

Lemma 2: For every classical solution of the PDE-ODE
system (7)—(10), (12) the following equations hold for all ¢ > 0:

L
iEwu[m=—w/ﬁwmﬁw@m
0

(30)

L
+ f(t) / (h(t,z)v(t, z) + phy(t,x)) dx
0

(3D

where F/, W are the functionals defined by (18) and (19), re-
spectively.

The two next auxiliary lemmas provide useful inequalities for
the CLF V defined by (17).

Lemma 3: Let q,k > 0 be given. Then there exists a nonde-
creasing function T': [0, R) — (0, +00), where R > 0 is de-
fined by (24), such that for every (&, w,h,v) € X with v €
H'(0, L), the following inequality holds:

/h2 dx+0/h(x)v2( )z

+ &+ (w+ k&)

V(€ w hv)
L(V(& w, h,v)

(32)

Lemmad4: Letq,k > 0be given. Then there exist nondecreas-
ing functions G; : [0, R) — (0,+00), i = 1,2, where R >0
is defined by (24), such that for every ({,w,h,v) € X, the
following inequality holds:

avieaim < [1Ewh—hxp.ov
<V(&w, h,v)Gy (V(&, w, h,v))

HX (33)

where || - || x is defined by (26).

Inequality (32) provides an estimate of the dissipation rate of
the Lyapunov functional for the closed-loop system (7)—(10),
(12) with (28). On the other hand, inequalities (33) provide
estimates of the Lyapunov functional in terms of the norm of
the state space.

IV. CAN A RoBOT MOVE A GLASS OF WATER WITHOUT
SPILLING OUT WATER?

We next consider the problem of the movement of a glass of
water by means of a robotic arm, from near-rest to near-rest in
finite (but not prespecified) time. Here the words “glass of water”
should not be taken literally; the reader can apply the following
algorithm to a frying pan nearly full of liquid or to a dish nearly
full of soup instead of a glass of water. It should be noted that
the validity of the viscous Saint-Venant model increases as the
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length of the container becomes much larger than the height of
liquid (the so-called “shallow water assumption”).

The glass of water starting from an almost at rest state (both
the glass and the water in the glass), is formulated as follows:

(0, w(0), R[0] — A" x[o,3, v[0]) || < € (34)

where € > 0 is a small number (tolerance) and || - || x is the
norm defined by (26). The robotic arm should move the glass
to a prespecified position without spilling out water of the glass
and having the water in the glass almost still at the final time,
i.e., at the final time 7" > 0 we must have

[ (€(T),w(T),h[T] = KXo}, v[T])]| x <& (35)

In other words, we require the spill-free and slosh-free motion
of the glass. The initial condition is (£(0), w(0), k[0],v[0]) € S,
where £(0) # 0 [recall the definition of S (16)]. The problem
can be solved by using Theorem 1 when the tolerance £ > 0
is sufficiently small. More specifically, we require that € > 0 is
small so that

£2 max <u (h* —6\F>
Hinax—h")
VL
where R is given by (24).

If inequalities (36) hold, then we can follow the following

(36)

min(h*, Hmax—h")

ande <

algorithm.

Step  1:  Pick  numbers (O R), o0,¢>0
with q < max(u 2(h* - \FL) , g, Mmax) and
g2 max(p?(h* — VI) g2 3Mwax) <y [this is possible
due to (36)].

Step 2: Select £ > 0 so that (27) holds and so that

\/r — £2max < (h* - 6f) “‘“‘)

k< .

V3 1£(0)]
(37)

Inequality (37) guarantees that V' (£(0), w(0), h[0], v[0]) < 7.
Indeed, this fact is a direct consequence of (34), (36), (37) and
the following proposition.

Proposition  1: Let q,k>0 be given. Then
for every (&, w,h,v) €S satisfying the inequality
[1(0,w,h — h*x[0,L],v )HX <e for some >0 with
e < %\E“‘h), the following inequality holds:

k2
V(va7hav) S 3%52

Hmax

+max (,u2 (h* —E\/E) 9

(38)

where || - || x is defined by (26).

Indeed, inequality (36) allows us to use Proposition
1. Combining (38) With (34) and the fact that ¢ <
(h’* 76\/7) 7g7

max (u 3Hwax) we obtain the following es-

timate:

V(£(0), w(0), 1[0, v[0])

q) 10, w, h—hxgo 3, 0) |

2 -1
< %52(0) + max <u2 (h* - 5\FL) .9, 3H;nax) €2,

The above estimate in conjunction with (37) implies that
V(£(0),w(0), h[0], v[0]) < 7.

Let M, A > 0be the constants involved in (29) and correspond
to the selected parameters r € (0, R), o,q > 0 and k > 0.

Step 3: Set 7' =+ ln(w) and apply the feedback
law (28) fort € (0, T] Inequality (29) implies that estimate (35)
holds.

The application of the above algorithm can guarantee that
the robotic arm will move the glass to the prespecified position
without spilling out water of the glass and without residual end
point sloshing no matter how small the difference Hy,,x — h* >
0 is. Of course, the final time 7" > 0 depends on the selection
of the parameters r € (0, R), o,q > 0 and k > 0 and tends to
infinity when » — R.

V. PROOFS

We start by providing the proof of Lemma 1.
Proof of Lemma 1: The fact that the function G : (0, +00) —
(—3h*Vh*, +00) defined by (20) is a C* increasing function

h
follows from the fact that the equation G(h) = [ %dr holds
h*

forall h > 0.

Let (§,w,h,v) e S with V(& w,h v) < $uh*/gh* be
given. Using the inequality (hv + phy)? > 2h2 h2v? and
definition (19), we obtain the following estlmate

L L
1 1
W (h,v) > Z/h_l(x)hi(w)dx— §/h(x)v2(m)dx
0 0
. L
+ 5g/ (h(z) — h*)?d. (39)

0
Using definitions (17), (18) and estimate (39), we obtain the

following:
L
x)dx + g / dx
0

, L
%/h’l(x
0

< W(h,v) + E(h,v) < V(& w,h,v). (40)

Let arbitrary x,y € [0, L] be given. Using the Cauchy-

Schwarz inequality and the fact that G’ (h) = =M forallh > 0
[a consequence of definition (20)], we obtain t{ e following:

G(h(a)) — Ch)
max(z,y)
< /G’ s)ds| < / (G (h(5))ha(s)| ds
min(z,y)
max(z,y) 1/2
< h=t(s)h2(s)ds
min(o,y)
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max(z,y) 1/2
h(s)(G'(h(s)))"ds
min(z,y)
L L 1/2
< / h=Y(s)h2(s)ds / h(s)(C (h(s)))2ds
0 0
L L 1/2
= [ W (s)h%(s)ds |h(s)—h*|*ds (41)
/ /

Since max{ ab : ” a?+gh> <V}= fforaHV > 0,we
obtain from (40), (41) and definition (21) the following:

|G(h(z)) — G(h(y))] < V(& w, h,v), forallz,y € [0, L].

(42)

L
Since [ h(z)dx = m [recall definition (16)] and since h* =
0

m/ L, it follows from continuity of / and the mean value theorem
that there exists z* € [0, L] such that

h(z®) = h*. 3)

Moreover, since G(h*) =0 [a consequence of definition
(20)], we obtain from (42) (with y = x*) and (43) the following:

—cV (& w, h,v) < G(h(z))<cV (&, w, h,v),forallz € [0, L].
(44)

Inequality (22) is a direct consequence of (44), the fact
that the inverse function of G is increasing and the fact that
cV (&, w, h,v) < 2h*v/h*. The proof is complete. <

We continue with the proof of Lemma 2.

Proof of Lemma 2: Using (18) we obtain for all ¢ > 0:

%E(h[t],v[t]) - %/ht(t,x)UQ(t,x)dx
0
L

+/h(t,x)v(t,x)vt(t,x)dx

(=)

+g — h*) he(t, x)dx.  (45)

o\h

Using (8), (9) we obtain the following:

Y(hvg), + f, fort > 0, 2 € (0,L).
(46)

vy + Vv, + ghy = ph™

Combining (8), (45), and (46) we get for all ¢ > 0:
d 1 i
1 2
rray 739 / z))
0

L
+u/v(t,x)(h(t,x)vm(t,m))rdx
0

(t,x)dx

L
/h (t, z)v. (L, x)dx
) 0
-9 0/ h(t

(h(t ) —

L
o(t, z)dx — /h(t,:v)v2
0
hy(t, x)dx

—g h*) (h(t, z)v(t, z)), dx. 47)

0
Integrating by parts and using (10), we get for all £ > 0:

L
[ott.a)
0

h(t, x)v,(t, x)), dx

h(t,z)v2(t, z)dx

I
|
T —

2(t, x)vy (t, ) da. (48)

L
) / Wt
0
Equation (30) is a direct consequence of (47) and (48).
Next define for all ¢ > 0 and x € [0, L:
o(t,x) = h(t,z)v(t, x) + phy(t, z). (49)
Using (8), (9), and definition (49) we conclude that the fol-
lowing equation holds for all t > 0 and = € (0, L):
1
or(t,x) = h(t,z)f(t) — (cp(t,x)v(t,x) + ighQ(t, ac)) .
(50)
Using (19) and definition (49), we obtain for all ¢t > 0 the
following:

h72(t, x)hy(t, ) (t, z)dx

&
H-
E
C
Il
\
N =
O\;h

L
+ h_1<t7x)(p(tvx)@t(tax)dm
/

L
+ g/ (h(t,z) — h*) hy(t, z)dx.
0

&1y
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Combining (8), (50), and (51), we obtain for all ¢ > 0 the
following:

N =

L
olt]) = / B2t ) (1 ) (b )l )

Tt~

ot o) (ol 2)olt0) + 5ak?(0,0) ) da

x

L

L
/Lptxdx—g/
0

0

) (h(t, z)v(t, z)), dz.

(52)

Integrating by parts and using (10), we obtain for all £ > 0
the following:

I
/hiQ(t ) >
0

L
= 2/h_Z(t,x)hx(t,x)gf(tw)v(t,x)dm
0

(t,x)(h(t, z)v(t, z)), dx

L
f2/hil(t,x)ga(t,x)cpx(t,z)v(t,z)d:c. (53)
0

Combining (48), (52), and (53), we obtain for all ¢ > 0 the
following:

“2(t,2)he(t, )2 (t, 2)v(t, 2)dx

Y
=
E

I
O\h
>

[\

—2 [ Rt 2)(t, ). (t, x)u(t, x)dx
/

t) /Lap(t, x)dx

0

L
- / ! (t, 1’)@2 (t, x)v,(t, z)dx
0

L

—l—g/(h(txvtx
0

Equation (54) in conjunction with definition (49) gives for all
t>0:

(54)

L
+ f(t)/(h(t,x)v(tw) + phy(t, z)) do

0
L
—gp / h2(t, x)da. (55)
0

Equation (31) is a direct consequence of (55) and (10). The
proof is complete. <

Next, we provide the proofs of Lemma 3 and Lemma 4.

Proof of Lemma 3: Let arbitrary (§,w,h,v)€ X
with v € H'(0,L) be given. Using the Cauchy—Schwarz
inequality and (43), we obtain for all z €[0,L] the

following:
x max(z,z*)
h(z) —h* = /hs(s)ds = |h(z) — h*| < / |hs(s)] ds
z* min(z,z*)
L L 1/2
< /|h5(s)|ds <VL /hi(s)ds (56)
0 0
Therefore, using (56), we obtain the following:
L L
/ Vda < L? / hZ(z)da. (57)
0 0

Using the inequality

(h(x)v(@) + pha(x))® < 2h°(x)v®

and (25), we obtain the following:

() + 2u°h3 (z)

L L
/h’l(x)(h(x)v(:r) + phy(2))?de < 2/h(x)v2(x)d:n
0 0

L L
+2u* [ A7t <2 [ h(z)v?
/ /

(58)

where G is defined by (20). Since v(0) = v(L) = 0 [recall (16),
(23)], by virtue of Wirtinger's inequality we have

L
2
/v2(x)dx < % V2 (x)dx (59)
0
Combining (25) and (59), we obtain the following:
L L
/h LQG (cV (&, w, h,v)) /h
7T2G L(=cV (& w, h,v)
0 0
(60)
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Using (17)—(19) and (57), (58), (60), we obtain the 1 L 5 L
following: > Z/h(m)zﬁ(m)dm—i— %/hil(f)hi(l')d(b
V(é-?wu h,’U) 0 v
L 2 .
)2 q 2 2
g/h +7€2 ( 4 ke)? +g/(h(x)—h)da:+ 45—&-611)
0
L 1 i
1 2 > -G (=cV (§,w,h,v))/v2(:1c)dx
- (G_l (=cV (& w, h,v) —|—gL )/h ! 0
0
L
<T(V(€,w,h,v)) 1w 5
L L + GHmax /hr(x)d
0
/ h(@)2(z)dz + / B2 (2)dz + € + (w + ké)? i
0 0 £\ 2 gk? 2, 4 9
61) +g/(h(x) — h") dx + TE + i (64)
0

where

Inequality (64) implies the right inequality (33) with

L 3LQG—1( ) 2 k2
r (S) = max (2W2g,1(f;), G*lllz—cs) + gLZ7 qT, %) T (62)
fors € [0, R). G1(s)

The proofis complete. < 12H 0

Proof of Lemma 4: Let arbitrary (£, w, h,v) € X be given. Min(3Hpmax G (—cs), 202, 3H maxqk?, 2H maxqs 12Hmaxg)
Using definitions (17)—(19), the inequalities

for s € [0, R). The proof is complete. <
2 <932 2 272 )
(h(@)o()+pthe (@))" < 207 (@)o™(@)+ 24 by (@), We next give the proof of Theorem 1.
w+k < 2w 2k Proof of Theorem 1: Let r € |0, e given (arbitr: an
(w+ k€)® < 20? + 2k2¢> h I:L 0, R) be given (arbitrary) and

let constants o, q, k > 0 for which (27) holds (but otherwise

and (25), we obtain the following: arbitrary) be given.

V (&, w, b, v) Consider a classical solution of system (7)—(10), (12) with
W, Y (28) that satisfies V (£(0), w(0), k[0], v[0]) < r.Then, we obtain
3 L L from Lemma 2 and (7), (17), (28) for all ¢ > 0 the following:
gi/h( d:z:+u2/h1 dz
d
0 0 =7V (€(0),w(?), hlt], vft])
+ /L (h + i [
g &taqu = —ug/hi(tw)dx—,u/h(t,m) (t,x)d
0
0 0
Sy i / 32 (1) +ak(w(t)+kE(1))?
< meax/ 2(2)dz+ a /hi oyde  —IRE ) +a +Hhe(t
3 o [ VO TS vy | .
; - 10| [ @hltsz)olt2) + pha(t,2))do—g (wle) +h(0)
+g / (h(z) — h*)*dz + ZL€% + qu®. (63) 0
2 (65)
0
Inequality (63) ir2nplies the left inequality (33) with G'2(s) := Using (28) and (65), we obtain for all ¢ > 0 the following:
max(3 Hua, gty 25,4, 9) for s € [0, R).
Using definitions (17)— (19) the inequalities d Ly (€(), w(t), h[H, o[f])
dt ) )
o(@)ha(e) > —Eh()? (@) - Eh (@) (), . )
UJ§ > 314:52 §w2 ) 5.0
:—,ug/hm(ta:dx u/h 2(t, x)dr—qk>€%(t)
and (25), we obtain the following: 0
V (&, w,h,v) + gk(w(t) + k& (1))
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2 The Cauchy-Schwarz inequality in conjunction with (12)

L
. /(Zh(t,x)v(t,x) Fphg(t,2))dz — g (w(t) + kE(L)) implies the following inequalities:
0

L 2 L
(66) (/ hr(t,z)dg:) < L/hi(t,x)dz
0 0

Using the inequality

L L 2 L
2 (w(t) + k@) | [ @At 2)o(t, 2) + phalt, 2)) de ( h(t, z)v ta:x) <m [ ht,0)o*(t, 2)dx.
/ [ e
< e(w(t) + k:g(t))2 Thus, we obtain from (68) the following estimate forall £ > 0,
- ) e€(0,q9),¢>0:
L
+e7! (/ (2h(t, z)v(t, x) + phy(t, x)) dx) ddtv (&(t), w(t), h[t],v][t])
0 L

that holds for every € > 0, we obtain from (66) the following —u (g —oul (6_1q _ 1) (1+<—1)) B2 (t, m)dw—qk3§2(t)
estimate for all t > 0, e € (0, q): B ‘

0
d L
\% ,hlt], v
dt<a>Lm ], v[t]) —u/hwmﬁ@me
0
. 20t 2V — qk3E2
< “g/h““)d ahE) —(o(g — £) — k) (wlt) + KE(D)?
I L
AW/h@@ﬁ@@WHMﬂWQ*@W@+%®V +4m"(f'fq*““/h de. 69
0
0

Define for each ¢t > 0

L 2
+o(etg—1) (/ (2h(t,:z:)v(t,:r)+,uhx(t,z))d:c) . hmax(t) == max (h(t,2)), hmin(t) == min (h(t,2)) > 0.

0<z<L 0<z<L
0 (70)
67) The fact that Ay () > 0 follows from the fact that h €
. . . C([0,4+00) x [0, L]; (0,+00)) (which implies that for every
Using the inequality t > 0, h[t] is a continuous positive function on [0, L]). Definition
L L (70) in conjunction with (69) implies the following estimate for
2|2 [h(t, wf hey allt > 0,e € (0,q),¢ > 0:
0 0
2 2 d
e f =V (&(t), w(t), hlt], v[t])
<4 fh (t,x)o(t,x)dz |+ tp?| [ ha(t,z)de dt
0
L
that holds for every ¢ > 0, we obtain from (67) the following < —qk3E(t) — u/h(t, x)vi(t, x)dx
estimate for all ¢ > 0, € (0,q), ¢ > 0: A
d
) v #), h[t], v[t
dt (£(t), w(®), hlt], vlt]) — (g —opl (eflq —1) (14 Cil)) /hi(t,x)dm
L L
3 _ 2
/ (t, x)dx—qk>&%(t) ,u/h(t,x)vw(t,x)dx —q(o(g— &) — k) (w(t) + k&)
0 0 .
2
—q(o(qg—¢e)— k) (w(t) + k(1)) + 4dmo (e’lq — 1) (14 ¢) hmax(t )/vz(t,x)dx. (71)
I 2 0
+40(e'q-1)(1+0) (/ h(t,:v)v(t,w)dx) Since v(t,0) = v(t,L) =0 [recall (10)], by virtue of
0 Wirtinger's inequality and (70), we have for ¢ > 0:
L 2 L L
L? 9
+op? (elg—1) (1+¢) (/ hm(t,x)dw) . (68) /vz(tm)dx < ﬁ/vm(t,x)dx
0 0 0
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L the following implication holds:
hanin ( Ift > 0and —22 < 2 76
3 and g @ S BG (—ar) (76)
Combining (71) and (72), we obtain the following estimate d
forallt > 0,e € (0,q), ¢ > O: then EV (&(t),w(t), h[t],v[t]) <O0. (77)

d

SV (€(t),w

w(t), hlt], v[t])

L
g€ (0) - g-onl (g-1) (14¢1)) [
0

L2hmax ()
—(p—4 g-1)(1 e
(u mo (e7lqg—1) (1+¢) (D)
L
[ e t)de - aola—e) ~ ) (wlo)+he(o))
0
(73)
We set e =q — 10&# (notice that since 6 =
T <oitis automatically guaranteed that € € (0,¢)) and
onl G- Y(—cr)
_ gt+pnol
¢= T 2 ey where ¢ € (0, 1) is a constant that
satisfies
pol_ -1 (—cp
o> It :(;LL (1 ) and
b+ g G (—er)
oL —
. Huax 74522 G L(—er)
_ oL !
b(Hmax — G~ (er)) + Hmax i 7z G (—cr)

The first inequality above guarantees that ¢ > 0. It follows
from (73) and 6 = gﬂmL, b= %6‘ that the following

estimate holds for ¢t > 0:

Ly 60, wio), i ol
(1-¢ /thx MGHm(ax 7)
)
(ﬁG%Tﬁmv"2:j3>z/h““”“ﬁ“xmx
— AR~ (1) 0wl a0
where o
),
T b+ (p— 1);%;0 (—er) 7

Notice that (27) implies that € (0, 1). Inequality (74) in
conjunction with the facts thaty € (0, 1), ¢ € (0, 1) shows that

The fact that h € C*([0,+o00) x [0, L]; (0, 4+00)) implies
that both mappings ¢ — hmax(t), t = hmin(t) > 0, defined
by (70) are continuous (see [16, Proposition 2.9, p. 21]).
Consequently, the mapping ¢ — }“L"((t)) > 1 is continuous

with Z““?"((g)) < g I (( )) The latter inequality is a conse-

quence of V(£(0),w(0),[0],v[0]) <r and (25). Since ¢ >
polL T(—er

b(mefczT(acx:);ﬂImegi;’;L)G Ty We obtain G (er
% and consequently Z:?:(((()))) < 5 i‘“(“"m) Therefore, by
continuity there exists 7' > 0, such that (76) holds for all ¢ €
[0,T).

We next prove by contradiction that (76) holds for
all ¢t > 0. Assume the contrary, i.e., that there exists

) <

hmax (t) rnax
t >0 such that e > lemymral Therefore, the set
A= {t >0: h:::((f)) > ﬁGIf{I‘(“_"CT)} is nonempty and
bounded from below. Thus, we can define t* = inf(A).

By definition, it holds that t* > T > 0 and (76) holds for

t €[0,¢*). By continuity of the mapping t — h’”i"((tt)) we
obtain that h?)’:‘((:)) 5GH{‘E‘“‘CT). Moreover, since (76)

holds for all ¢ € [0,t*), it follows from implication (77)
that LV (&(t),w(t), h[t],v[t]) <0 for all te(0,t*). By
continuity of ¢t — V(&(t),w(t), h[t],v[t]), we obtain that
V(E®E ) w(t), b, o)) < VIEO), w(0), h[0], v[0]) < r.

On the other hand the previous inequality and (25) imply

that ha"((f)) < & ((C;)) < 55" i“(“‘cr) which contradicts the
hmdx(tx) J— HIIILX
equation () — BG 1 (oer):
Since (76) hofds for all t > 0, we conclude from implication
(77) that £V (£(t), w(t), h[t], v[t]) < O for all ¢ > 0. By con-

tinuity of the mapping ¢t — V(£(t), w(t), h[t], v[t]), we obtain
that

V(£(¢), w(t), hlt], v[t]) <V (£(0),
forallt > 0

w(0),h[0],v[0]) <7 < R

Hence, (£(t), w(t), h[t],
nitions (16) and (23)]. Moreover, (25) implies that

L(er)

v[t]) € X for all ¢t > 0 [recall defi-

hmax (1)
Fommin (0)

for all ¢ > 0. The previous inequality in conjunction
w1th (748) gives for all ¢ > 0

-V (&(1), w(t), ht], v[t])

dt
L L
< —w /h txdm+/h( x)v
0

+Hw(t) + kE(1))?

2(t, x)dx + E2(t)

(78)
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where L 3
* 2 q
n v [ (@) - e+ My g
. G—l 20G—1 0
min (ug(lfso),u(lfﬁTfff)) L qk®, (1—7) %,4.017((:;))) (85)

(79)
It follows from Lemma 3 and (78) that the following estimate
holds for all t > 0:

wV (£(t), w(t), hlt], vlt])
I'(V(&(2), w(t), hlt], v[t]))

(80)
where I" : [0, R) — (0, +00) is the nondecreasing function in-
volved in (32). Since I' : [0, R) — (0, +00) is nondecreasing
and since V' (£(¢), w(t), h[t],v[t]) < r for all ¢ > 0, we obtain
from (80) the following estimate for ¢ > 0:

V(é( );w(t), hlt], vt]) < —

dt

=V (&(t), w(t), hlt], o[t]) < —

dt

1)

By continuity of the mapping t — V (&(t), w(t), h[t], v[t]),

the differential inequality (81) implies the following estimate
forall £ > 0:

V(£(2), w(t), hlt], v[t])

wt
< exp (—F()) V (£(0),w(0), h[0],0[0]) . (82)

Estimate (82) in conjunction with Lemma 4 implies the fol-
lowing estimate for all £ > 0:

[(€(t), w(t), hlt] —

h*X(o, L], ||§¢

< P(t)exp | — ) H h[0] — h*X[O,L]av[O])’|§(
(83)
where g(t) = G1(V(E(t), w(t), hlt], vlt])) Ga(V (£(0), w(0),

h[0],v[0])), and G, : [0, R) — (0, +00), i = 1,2, are the non-
decreasing functions involved in (33). Since G, : [0, R) —
(0,+00), i =1,2, are nondecreasing functions and since
V(&(t),w(t), h[t],v[t]) < r forall ¢ > 0, we obtain from (83)

the following estimate for all £ > 0:
(| (€(8), w(t), hlt]

< Gy (r) Ga (1) exp (—

- h*X[O,L],U[tDHi
wt
r (7‘))

h*X[O,L]aU[ODHi'

H (6(0), w(O), h[O] - (84)
Estimate (29) is a direct consequence of estimate (84). <
We end this section by providing the proof of Proposition 1.
Proof of Proposition 1: Let arbitrary (&, w,h,v) € S

that satisfies (34) with 0 < e < min(h*, Hpax — h*)/VL

be given. Using definitions (17)—(19), the inequali-

ties (h(x)v(z) + phy(2))? < 202 (2)v?(x) + 2u%h2(z),

(w + k€)% < 2w? + 2k%£2 and (25), we obtain the following:

3
h,v) < =
V(6w hv) <5

O\h

L
h(zx dx+u2/h1 dx
0

Using the Cauchy-Schwarz inequality and (43), we ob-
tain (56) for all = € [0, L]. Consequently, we obtain for all
x €]0,L] from (26), (34), (56) and the fact that 0 < & <
min(h*, Hyax — h*)/VL

0<h*— \/;L||h'||2 < h(x)
<H A+ VLW |y < B +eVL < Hyax.
Therefore, we obtain from (85) and (86)

(86)

Hpax -1
(§,whv)§3 dx—l—,u(*—E\/z)
L L
2 3qk”
hi(z)dx + g V2da + qu? + 5 — &
0 0
(87)

Inequality (38) is a direct consequence of (87) and definition
(26). The proof is complete. <

VI. CONCLUDING REMARKS

By applying the CLF methodology we have managed to
achieve semi-global stabilization results for the viscous Saint-
Venant liquid-tank system. As mentioned in the Introduction,
this is the first article in the literature that achieves stabilization
of the viscous Saint-Venant system.

The obtained results leave some open problems which will be
the topic of future research:

1) The results were applied to classical solutions. It is of
interest to relax this to weak solutions. It is an open
problem to show that the proposed feedback laws preserve
their strong stabilizing role in the case of weak solutions.
Moreover, it is an open problem to show existence and
uniqueness of (weak) solutions for the closed-loop sys-
tem. To this purpose, ideas utilized in [22] and [34] will
be employed.

2) The construction of CLFs which can allow the derivation
of stability estimates in stronger spatial norms.

Another more demanding problem that can be studied in the
future is the spill-free, slosh-free, and smash-free movement of
a glass of water. This problem arises when we want to move the
glass of water to a position which is close to a wall. In this case,
we need to have control on the overshoot of the glass position
error in order to avoid smashing the glass on the wall.
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